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Over the last 20 years, 3Y Power Technology has steadily expanded its product offering and customer base. As a result, we have been

rewarded with numerous consecutive years of double-digit growth, even during times when much of the U.S. technology sector was

experiencing contraction.

Our current portfolio of innovative standard products and custom
designs, coupled with our core strengths of first-rate engineering,
exceptional applications support, and familiarity with intel redundant
power specification, allows us to provide rapid response to customer
needs - with products that meet the most stringent requirements,
(features / functionality / power density / regulatory compliance).
In 2004, FSP Group (Taiwan) invested in 3Y Power Technology. Through
this collaboration, both companies are experiencing significant benefits

from the synergy of strengths that this union created.

When it comes to power supply manufacturing, FSP possesses superior
industrial capability. Since its listing on the Taiwan Stock Exchange in
2002, FSP has made great strides towards becoming one of the three

largest PC power supply manufacturers in the world.

Few companies truly have both a responsive, nimble and creative
engineering front-end, coupled with a high capacity, low cost manufacturing
back-end. We do. What's more, our exceptional front-line engineering
support teams provide the highest level of technical competency, which
allows us to rapidly address our customers' ongoing needs, including

resolution of end-product system related issues.

Through these strengths, we can provide a unique combination of four
key benefits: Excellent Technical Support, Rapid Time-To-Market,
Innovative Designs, and the Low Production Costs required to keep our
customers competitive in their respective marketplaces. Repeat business,
borne from loyal customers who are frequently delighted to have their

expectations exceeded, is the centerpiece of our confident growth plans.

www.3ypower.com



W Company Brief

Headquarters : Taoyuan, Taiwan
Established : 1996

Capital : US $ 8 millon

Operation Office : Irvine, CA U.S.A
Established : 1985

Quality Certified : 1SO 14001, ISO 9001
Corporate Parent : FSP Group ( Taiwan )

Global Locations

Most of our current business is with customers in Asia and North America,
where 3Y has its primary Engineering, Manufacturing and Logistics
support facilities. However, we ship to, and frequently interface with,

many of our customers’ manufacturing partners around the globe.

@ R&D Center

1 Branch Office

@ RMA Service Center
@ VMIHub Location
@ Factory Location

Corporate Spirit

Power Up Your Day With 3Y Power!

" Power up your day with 3Y Power " is meant for both customers and
employees. 3Y Power Technology is dedicated to make continuous
improvements to our product and services. As the satisfaction of our
customers is most precious to us, we strive for a long term cooperation,

which benefits both partners.

3Y’s goal is to exceed our customers' expectations through an innovative,
honest, and responsive approach. We want our customers satisfied so
that they desire to establish a long term business relationship with us

that benefits both companies.

We are also committed to our employees in creating a work environment
based on professionalism, teamwork and an employer of equal
opportunity. We will remain committed to a team environment that
operates on the highest level of ethics and shares in the opportunities

and benefits resulting from our company’s success.

www.3ypower.com

www.3dypower.com
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FORM FACTOR INPUT WATTAGE MODEL NAME

OUTPUTS

80PLUS

Red. Module

DIMENSION ( LxWxHmm )

1U SINGLE AC 200W  YM-5201CxR +3.3V, +5V, +12V, 12V, +5VSB 192.8 x 76.2 x 40.3 5|

C{USINGLE ~ AC  220W  YM-6221AxR  +33V,+5V,+12V1-2, 5VSB e 150.0x81.5x40.5 | P2
{USINGLE ~ AC  300W YM-5301GxR  +33V,+5V,+12V,-12V,+VSB 150.0x81.5x403 | P3
1U SINGLE AC 400W  YM-5401FxR +3.3V, +5V, +12V, -12V, +5VSB 250.0 x 100.0 x 40.5 P4

1U SINGLE AC 500W  YM-5501DxR +3.3V, +5V, +12V, -12V, +5VSB 250.0 x 100.0 x 40.5 P5

1U SINGLE AC 500W  YM-5501ExR  +3.3V, +5V, +12V, -12V, +5VSB 250.0 x 100.0 x 40.5 P6

1U SINGLE AC 560W  YM-5501FxR  +3.3V, +5V, +12V, -12V, +5VSB 220.0 x 100.0 x 40.5 P7

CUSINGLE ~ AC  500W YM-5501GxR  +3.3V,+5V,+12V,-12V, +6VSB  2500x100.0x40.5 - Fa
QUSINGLE ~ AC  500W YM-5501HxR  +33V,+5V,+12V,12V,+5vsB (@ 260.0x100.0x70.0 | Po
QUSINGLE ~ AC  500W YM7501BxR  +33V,+5V,+12V1-3, 12V, -5V, +5vsB [ 240.0x100.0x70.0 | P10
2USINGLE ~ AC  600W YM-5601BxR  +33V,+5V,+12V,12V,+5vsB (80 240.0x1000x70.0 | P11
" QUSINGLE ~ AC  600W YM-8601DxR  +3.3V,+5V, +12Vi4,-12V.+5vsB (@ - 140.0x150.0x86.0 | P12
QUSINGLE ~ AC  750W  YM-5751AxR  +33V,+5V,+12V, 12V, +5VSB . 260.0x1000x70.0 | P13
Ps2 AC  300W YM-6301YxR  +33V,+5V.+12V1-2, -12V,+5vSB [ - 140.0x150.0x86.0 | P14
Ps2 AC  500W YM-5501CxR  +33V,+5V,+12V,-12V,+5VSB 140.0x 150.0x86.0 | P15
ps2 AC  B00W YM-8601BxR  +3.3V, +5V, +12Vi4,-12V, +5VSB  260.0x1000x70.0 | P16
Ps2 AC  T700W YM-8701AxR  +33V,+5V,+12Vi4,-12V, +5VSB 140.0x 150.0x86.0 | P17
ps2 AC  850W YM-8851AxR  +33V,+5V,+12Vi4,-12V, +5VSB - 140.0x 150.0x86.0 | P18
PS2 AC  1000W YM-8102AxR  +3.3V, +5V, +12V14, -12V, +5VSB 140.0 x 150.0 x 86.0 P19
Red. Module AC 150W  YM-2151ExR  +12V, +5VSB 180; 150.0 x 50.5 x 39.0 P20
Red. Module AC 300W YM-2301ExR  +12V, +5VSB 205.0 x 50.5 x 40.0 P21

Red. Module AC 300W  YM-2301DxR  +12V, +5VSB 300.0 x 50.5 x 40.2 P22
Red.Module  AC  300W YM-2301PxR  +12V,+6VSB B 300.0x50.5x40.2 | P23
" Red.Module  AC  300W YM-2301HxR  +12V,+5vsB B 150.0x79.0x40.3 | P24
" Red.Module  AC  300W YM-2301CxR  +12V,+5vs8  2159x1016x402 | P25
Red.Module  AC  300W YM-2301GxR  +48V,+12vsB  2159x1016x40.2 | P26
" Red.Module  AC  400W YM-2401CxR  +12V,+12vsB  2159x1016x402 | P27
" Red.Module  AC  400W YM-2401DxR  +24V,+12VvSsB  2159x1016x402 | P28
" Red.Module  AC  400W YM-2401BxR  +48V,+12VSB  2159x101.0x40.2 | P29
" Red.Module  AC  450W YM-2451CxR  +12v,+5vs8 @ 300.0x50.5x402 | P30
" Red.Module  AC  450W YM-2451CGR +12v,+svsB @ 300.0x50.5x402 | P31
" Red.Module  AC  450W YM-6451CxR  +33V,+5V,+12V,-12V,+5VSB - 160.4 x 143.0x 405 | P32
" Red.Module  AC  500W YM-6501KxR  +33V,+5V,+12V,-12V,+6VSB - 160.4x143.0x405 | P33
Red. Module AC 500W  YM-5501AxR  +3.3V, +5V, +12V, -12V, +5VSB 270.0 x 98.4 x 40.5 P34
Red. Module AC 520W  YM-6521BxR  +3.3V, 5V, +12V, -12V, +6VSB 228.0 x 98.4 x 40.5 P35
Red. Module AC 620W  YM-6621BxR +3.3V, +5V, +12V, 12V, +5VSB 228.0x 98.4 x 40.5 P36
 Red.Module  AC  B50W YM-2651MxR +12v,+5vs8 @ 300.0x40.2x505 | P37
 Red.Module  AC  B50W YM-2651BxR  +12v,+5vs8 @@E 300.0x40.2x505 | P3g
' Red.Module  AC  680W YM-2681HxR  +12V,+12vs8 @ 220.0x79.0x40.0 | P39
" Red.Module  AC  700W YM-2701AxR  +12V,+12vs8 @ = 185.0x73.0x385 | P40
" Red.Module  AC  720W YM-2721AxR  +12V,+5vs8 @ 260.0x 98.5x40.0 | P4t
" Red.Module  AC  720W YM-2721CxR  +12V,+5vs8 @ 260.0x 98.5x 400 | P42
" Red.Module  AC  800W YM-2801BxR +12v,+5vs8 @ 185.0x73.0x385 | P43
Red.Module  AC  820W YM-2821AxR  +12V,+12vs8 @ 260.0x 98.5x 400 | P44
Red.Module  AC  820W YM-2821FxR  +12v,+5vs8 @ | 260.0x 98.5x400 | P45
Red.Module  AC  850W YM-2851BxR  +12V,+12vsB @ 185.0x73.0x385 | P46
' Red.Module  AC  1000W YM-2102BxR  +12v,+5vs8 @ 260.0x 98.5x400 | P47
Red. Module AC 1000W  YM-2102F xR +12V, +5VSB 260.0 x 98.5 x 40.0 P48
1U 1+1, Red. AC 150W  YH5151-1ExR  +3.3V, +5V, +12V, 12V, +5VSB 205.0 x 106.0 x 40.0 ¥M-2151ExR P49
1U 1+1, Red. AC 300W  YHS5301-1ExR  +3.3V, +5V, +12V, -12V, +5VSB [E] 260.0 x 106.0 x 40.0 ¥M-2301ExR P50
1U 1+1, Red. AC 300W  YH5301-1DxR  +3.3V, +5V, +12V, -12V, +5VVSB 210.0 x 168.0 x 42.6 YM-2301HxR P51

U1+, Red. AC  300W YH5301-1BxR +33V,+5V,+12V,12V,+5VSB 355.0 x 106.0 x 41.5 YM-2301DXR P52
U1+, Red. AC  300W YH2301-1CxR +12V,+5vs8 355.0 x 106.0 x 41.5 YM-2301DxR P53
U1+, Red. AC  450W YH2451-1CxR +12V,+6vsB 355.0 x 106.0 x 41.5 YM-2451CxR P54
1U1+1,Red.  AC  450W YHB451-1BxR +3.3V,+5V,+12V1-3, -12V, +5VSB 355.0 x 106.0 x 41.5 YM-2451CxR P55
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OUTPUTS BOPLUS DIMENSION ( LxWxHmm ) Red. Module
1U 1+1, Red. AC B650W  YH2651-1CxR  +12V, +5VSB 365.0 x 106.0 x 41.5 YM-2651BxR P56
U1+1,Red.  AC  B50W YH8651-1BxR +33V,+5V,+12V14, 12V, +5VSB 355.0 X 106.0 X415 YM-2651BxR P57
1U3+1,Red.  AC  1140W YH8112-3DxR +33V,+5V,+12V14,5V88 3100 X 383.0 X 43.0 YM-7381CxR P58
1U 3+1, Red. AC 1500W  YH7152-3AxR  +3.3V, +5V, +12V1-3, 12V, +5VSB 337.5x 422.0 x 43.0 YM-5501AxR P59
1U 3+1, Red. AC 2100W  YH2212-3AxR  +12V, +5VSB 337.5 x 422.0 x 43.0 YM-2721AxR P80
1U 3+1, Red. AC 2100W  YHB212-3AxR  +3.3V, +5V, +12V, 12V, -5V, +5VSB 337.5x422.0x43.0 YM-2721AxR PE1
1U 3+1, Red. AC 2400W  YH2242-3AxR  +12V, +5VSB 337.5x422.0x43.0 YM-2821AxR P62
U3+, Red.  AC  2400W YH6242-3AXR +B3V, 46V, +12V,-12V, -5V, +6VSB 307.5x4220x43.0 YM-2821AXR P63
1U3+1,Red.  AC  3000W YH2302-3AxR +12V,+6v8B 337.5x422.0x43.0 YM-2102BxR P64
U3+, Red.  AC  3000W YHG302-3AXR +33V, 45V, +12V,-12V,-5V,+6VSB | 337.5x4220x43.0 YM-2102BxR P65
2U1+1,Red.  AC  300W YH5301-1CxR +33V,+6V,+12V,-12V,+6VSB 210.0x840x850 YM-2301HR P66
2U1+1,Red.  AC  350W YHE351-INxR +33V,45V,+12V,-12V,+5VSB 3000x101.0x840 YM-6351NXR P67
2U1+1,Red.  AC  S00W YH7501-1CxXR +33V,#5V,+12V,-12V,+5VSB 313.0x101.0x850 YM-S501AXR P68
2U1+1,Red.  AC  520W YHE521-1BxR +33V,45V,+12V,-12V, 5V, +6VSB 3000x101.0x844 YM-6521BxR P69
2U1+1,Red.  AC  620W YHE621-1BxR +33V,45V,+12V,-12V/5V,+5VSB 3000x101.0x84.4 YM-6621BxR P70
2U1+1,Red.  AC  BBOW YHSGBI-THXR +33V,45V,+12V,-12V,45VSB  2600x101.0x820 YM-2681HXR P71
2U1+1,Red.  AC  720W YHS721-1AXR +33V,45V,+12V,-12V,+5VSB B  soooxto17xsss YM-2721AxR P72
2U1+1,Red.  AC  720W YHS721-1CxR +33V,+6V,+12V,-12V, +6VSB B  so0oxto17xsss YM2721CxR P73
2U 1+1, Red. AC 820W  YH5821-1AxR  +3.3V, +5V, +12V, -12V, +5VSB ! 300.0 x 101.7 x 83.8 YM-2821AxR P74
2U 1+1, Red. AC 820W  YH5821-1FxR  +3.3V, +5V, +12V, 12V, +5VSB @ 300.0 x 101.7 x 83.8 YM-2821FxR P75
2U 1+1, Red. AC 1000W  YH5102-1BxR  +3.3V, +5V, +12V, -12V, +5VSB ! 300.0 x 101.7 x 83.8 YM-2102BxR P76
2U 1+1, Red. AC 1000W  YH5102-1FxR  +3.3V, +5V, +12V, -12V, +5V5SB 300.0 x 101.7 x 83.8 YM-2102FxR P77
3U2¢1,Red.  AC  TBOW YH7761-2AXR +33V, 45V, +12V14,-12V, 6V, +6VSB 2000x850x127.0 | P78
3U2+1,Red.  AC  B4OW YH7B41-2CxR +33V, 45V, +12V14, 12V, +5VSB . 2000x860x127.0 | P79
3U2+1,Red.  AC  900W YH8901-2AxR +33V,+5V,+12V13 A2V, +6VSB 3500x545x 1283 YM-2451CxR P8O
3U2+1,Red.  AC  1300W YH8132-2AxR  +33V,+5V,+12V13, 12V, +5VSB 3500x545x 1283 YM-2651BxR P81
MINI1+1,Red.  AC  350W YHE351-10xR +33V,45V,+12V,-12V,45VSB 190.0x 150.0 x84.0 YM-63510xR P82
MINI1+1,Red.  AC  450W YH6451-1CxR +33V,45V,+12V,-12V,+5VSB 190.0x 150.0x84.0 YM-6451CXR P83
MINI1+1,Red.  AC  500W YHBS01-TKxR +33V,45V,+12V,-12V, 5V, +6VSB 190.0x 150.0 x84.0 YM-6501KxR P84
MINI1+1,Red.  AC  S00W  YH8511-TAXR +33V,+5V,+12V14,-12V,+6VSB 2600 x 150.0x86.0 N P8s
MINI1+1,Red.  AC  620W YH8611-TAXR +33V,+5V,+12V14,-12V,+6VSB (@) 2600x 150.0x86.0 | Pe6
CRPS2URed. AC  700W YHS701-1AXR +33V,+5V,+12V,-12V,+6vsB (@ 2500x75.6x83.8 YM2721AXR P87
'CRPS2URed. AC  800W YHSB01-1BxR +33V,+5V,+12V,-12V,+6VSB 166.0 x 146.0 X 40.0 YM-2801BxR P88
O/F3x5 AC 100W  YM-1101EAR  +12V 76.2 x 127.0 x 32.0 P89
O/F3x5 AC 100W  YM-1101BBR  +24V 76.2 x 127.0 x 32.0 P30
O/F3x5 AC 100W  YM-1101CBR  +48V 76.2 x 127.0 x 32.0 P81
O/F4xe AC  126W YM-1131MAR 412V 101.6x1524x317 | Po2
O/F3x6 AC  150W YM-1151BAR 412V 762x1524x318 | Po3
0/FaxT AC  174W YM-1161DAR 124V 101.6x177.8x 1016 | Pos
O/F4xs AC  325W YM-1361BAR 24V 1000x203.0x400 | Po5
O/Faxs AC  325W YM-2351CAR +8V,¢1v 1000x203.0x400 | Pos
POE DC  60W YM-1061AAR -838V . 400x1300x280 | Po7
'Red.Module ~ DC  300W YM-23010xR  +12V,+svS8 | 3000x50.6x402 | Pos
‘Red.Module ~ DC  450W YM-2451DxR  +12V,+svS8 | 3000x506x402 | Po9
'Red.Module ~ DC  650W YM-2651CxR  +12V,+6vs8 | 3000x505x402 | P100
'Red.Module ~ DC  720W YM-2721ExR  +12V,+6VS8 2600x985x400 | P101
'Red.Module ~ DC  820W YM-2821CxR  +12V,+6vs8 2600x985x400 | P102
1U 1+1, Red. DC 450W  YH8451-1DxR  +3.3V, +5V, +12V1-4, -12V, +5VSB 365.0 x 106.0 x 41.5 YM-2451DxR P103
1U 1+1, Red. DC B650W  YH8651-1ExR  +3.3V, +5V, +12V1-4, -12V, +5VSB 365.0 x 106.0 x 41.5 YM-2651CxR P104
2U 1+1, Red. DC 720W  YH5721-1ExR  +3.3V, +5V, +12V, -12V, +5VSB 300.0 x 101.7 x 83.8 YM-2721EXR P105
2U 1+1, Red. DC 820W  YH5821-1CxR  +3.3V, +5V, +12V, -12V, +5VSB 300.0 x 101.7 x 83.8 ¥YM-2821CxR P106
3U1+1,Red.  DC  S0OW YH8901-2BxR +33V,+5V,+12V13,-12V,+5VSB 3500x545x 1283 YM-2451DxR  P107
3U1+1,Red.  DC  1300W YH8132-2BxR +33V,+5V,+12V13, 12V, +6VSB 3500x545x 1283 ' P18

Note : Red. = Redundant ; O / F = Open Frame
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FORM FACTOR INPUT WATTAGE MODEL NAME

1U SINGLE AC 200W  YM-5201CxR 192.8 x 76.2 x 40.3 A" \" vV vV \% \ P1
IUSINGLE ~ AC  220W YM-6221AXR 1500 x81.5x 405 v v v v P2
USINGLE ~ AC  300W YM-5301GxR 150.0x81.5x403 vV V. vV Vv v P
1U SINGLE AC 400W  YM-5401FxR 250.0 x 100.0 x 40.5 \ \ Vv vV \ P4
1U SINGLE AC 500W  YM-5501DxR 250.0 x 100.0 x 40.5 \% \ vV Vv \% P5
1U SINGLE AC 500W  YM-5501ExR 250.0 x 100.0 x 40.5 \% ' v v \% P&
1U SINGLE AC 560W  YM-5501FxR 220.0 x 100.0 x 40.5 P7
USINGLE ~ AC  500W YM-5501GxR 2500x100.0x405 -
2USINGLE  AC  500W YM5501HXR 2600x100.0x700 PO
2USINGLE  AC  500W YM7501BXR 2400x100.0x700 v o v v v v P
2USINGLE ~ AC  600W YM-5601BxR 2400x100.0x700 v v v v v P11
2USINGLE ~ AC  B00W YM-8501DxR 1400x1500x860 P12
2USINGLE ~ AC  750W YM-57S1AXR 260.0x100.0x70.0 P13
Pz AC  300W YMSB301YxR 1400x1500x860 S p1a
T 22 e ORI, L T o
B AC  600W YM86O1BXR 2600x100.0x700 S p1s
R AC  700W YMS7TOIAXR 140.0x150.0x86.0 v o v v v v P17
B AC  B50W YM88S1AXR 140.0x 150.0x86.0 v o VooV v P
Ps2 AC 1000W  YM-8102AxR 140.0 x 150.0 x 86.0 \% ' v \% \% P19
Red. Module AC 150W  YM-2151ExR 150.0 x 50.5 x 39.0 P20
Red. Module AC 300W  YM-2301ExR 205.0 x 50.5 x 40.0 P21
Red. Module AC 300W  YM-2301DxR 300.0 x 50.5 x 40.2 \Y% \ v v \% P22
 Red.Modue AC  300W YM2301PxR 3000x506x40.2 P23
 Red.Module  AC  300W YM-230THxR 1500x79.0x403 v o v Voo vV v v pa
 Red Module  AC  300W YM-2301CXR 2159x101.6x40.2 Vv vV v v v P25
 Red.Module  AC  300W YM-2301GxR 2159x101.6x40.2 v v v P26
_ Red. Module  AC  400W YM-2401CXR 215.0x101.6x40.2 vV v v v P27
 Red.Module  AC  400W YM-2401DxR 215.0x101.6x40.2 v v v v P28
_ Red. Module  AC  400W YM-2401BxR 215.0x101.0x40.2 v v v v P29
 Red.Module  AC  450W YM-2451CxR 300.0x50.6x402 Vv vV vV Vv v v P30
 Red.Module  AC  450W YM-2451CGR 3000x505%402 V. V. V. VvV v v P31
 Red.Module  AC  450W YM-6451CxR 160.4x 143.0x40.5 vV Vv vV v v P32
 Red.Module  AC  500W YM-6S01KxR 1604 143.0x405 v v v v v P33
Red. Module AC 500W  YM-5501AxR 270.0 x 98.4 x 40.5 \% \' v v \Y \' P34
Red. Module AC 520W  YM-6521BxR 228.0 x 98.4 x 40.5 \% \ v v \% P35
Red. Module AC 620W  YM-6621BxR 228.0 x 98.4 x 40.5 A" \ v vV \% P36
 Red.Module  AC  B50W YM-2651MxR 3000x402x505 P37
 Red.Module  AC  B50W YM-2651BxR 3000x40.2x505 v o v v v v v P38
 Red.Module  AC  BBOW YM-268THxR 2200x79.0x400 v o v vV V. v v v P39
 Red.Module  AC  700W YM-2701AXR 185.0x73.0x385 P40
 Red.Module  AC  720W YM2721AR 260.0x98.5x40.0 v o v v v v v Pat
 Red.Module  AC  720W YM2721CxR 260.0x98.5x400 v o v vV V. v v v P4z
 Red.Module  AC  B0OW YM-2801BxR 185.0x73.0x385 P43
 Red.Module  AC  B20W YM-2821AxR 260.0x98.5x400 v o v v Vv v v Pas
 Red.Module  AC  B20W YM2821FxR 260.0x98.5x400 v o v oo v V. vV v v Pas
 Red.Module  AC  B850W YM-2851BxR 185.0x73.0x385 P46
 Red.Module  AC  1000W YM-2102BxR 260.0x98.5x400 v o v o v v v v P47
Red. Module AC 1000W  YM-2102FxR 260.0 x 98.5 x 40.0 A" \ V vV \% \ \ P48
1U 1+1, Red. AC 150W  YH5151-1ExR 205.0 x 106.0 x 40.0 P49
1U 1+1, Red. AC 300W  YHS5301-1ExR 260.0 x 106.0 x 40.0 P50
1U 1+1, Red. AC 300W  YH5301-1DxR 210.0 x 168.0 x 42.5 \ \ Vv vV \ \ \ )
1U1+1,Red. AC  300W YH5301-1BxR 355.0x 106.0x41.5 v o v v v v v P52
1U1+1,Red.  AC  300W YH2301-1CXR 385.0x108.0x41.5 P53
1U1+1,Red.  AC  450W YH2451-1CXR 355.0x 106.0x 415 v o v v v v P54

1U 1+1, Red. AC 450W  YHB451-1BxR 355.0 x 106.0 x 41.5 \% ' v v \% \% P55
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FORM FACTOR INPUT WATTAGE MODEL NAME @
1U 1+1, Red. AC B650W YH2651-1CxR 35560 x1068.0x 41.5 A% A% v v v v P56
o e el RN T
L e PrpEYd .. m T R g 7 e
1U 3+1, Red. AC 1500W YH7152-3AxR 337.5x422.0x 43.0 vV A" W vV A\ vV Psg
1U 3+1, Red. AC 2100W YH2212-3AxR 337.5 x422.0 x 43.0 A% A" \ vV v v P80
1U 3+1, Red. AC 2100W  YH6212-3AxR 337.5x422.0x 43.0 v v vV v v A" P61
1U 3+1, Red. AC 2400W  YH2242-3AxR 337.5x422.0x 43.0 v A" v v v v P62
O B oo B TN R -
L e YRS B e i R Vil e L
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. W Py o B e VP Vil e Vi L
. Y rETI . s B v
. e ErY B T T g
o el = P TR i o
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L W Y. . B R v VR Ve
e rEtd .. = PR i
2U 1+1, Red. AC 820W  YH5821-1AxR 300.0 x 101.7 x 83.8 v v v v v A" P74
2U 1+1, Red. AC 820W  YH5821-1FxR 300.0 x 101.7 x 83.8 \" AV v v v v v P75
2U 1+1, Red. AC 1000W  YHS5102-1BxR 300.0 x 101.7 x 83.8 v A% v i v v P76
2U 1+1, Red. AC 1000W  YH5102-1FxR 300.0 x 101.7 x 83.8 \" \Y v v v v v P77
e YR o ROEON o0 B e I
o el e I P .
B Mo B T o
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L - e o PrrEred . B R~ e
o P . e T -
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O/F3x5 AC 100W  YM-1101EAR 76.2 x127.0 x 32.0 A" A% i P89
O/F3x5 AC 100W  YM-1101BBR 76.2x127.0 x 32.0 v v Y PS0
O/F3x5 AC 100W YM-1101CBR T62x127.0x32.0 v A7 v FPg1
.. 3 el B v v v o
L YR T St R Sl TR o
. e P .. B vy v v B
L e Pete 0 .. . .
L TS PYOETE . | — o
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L R ETTTE o B R L
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1U 1+1, Red. DC 450W YH8451-1DxR 35560 x1068.0x 41.5 A% A% v v A" P103
1U 1+1, Red. DC B650W YH8651-1ExXR 35560 x 1060 x41.5 v \Y Y i v FP104
2U 1+1, Red. DC T720W YH5721-1EXR 3000 x101.7 x 838 vV A \ i v Vv P105
2U 1+1, Red. DC 820W YH5821-1CxR 300.0 x 101.7 x 83.8 vV A" W vV A\ vV P1086
B i T g Lo
L B s A AR i

Note : Red. = Redundant ; O / F = Open Frame



W 1 Single | YM-5201CxR

Specifications

Features

PLUS

80 PLUS

c“us

04278

4

e Protections : Over current/Over Voltage/Over Temperature

A .:*.r.::" B @ -F@m,.._“""'.,,"
B whitie [FOR HOME OR OFFICE USE

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V

+5V

+12V

-12V

+5VSB

200W

90 - 264 VAC

47 - 63 Hz

3.0A max at 115V, 1.5A max at 230V
30A max at 115V, 30 A max at 230V

> 0.95/ 115V 60Hz, > 0.93 / 230V 50Hz
3.5mA max at 264VAC / 50Hz
>17m5/ 115V

+3.3V : 8.8A ~ 12A,+5V : 8.8A~ 12A
+12V : 17.6A ~ 24A,-12V : 0.55A ~ 0.75A
+5VSB ¢ 2.2A ~ 3A

+3.3V : 3.9V ~ 4.5V, +5V : 57V ~ 6.5V
+12V : 13.4V ~ 14.5V,-12V : NA
+5VSB : 5.6V ~ 6.5V

No damage, resistance < 0.01Q

> 80% at Max load of 115 ~ 230VAC
6.06 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

76.2 (W) x 40.3 (H) X 192.8 (L} mm
0to50°C

5 - 95% RH, Non-condensing
-20°Cto +80°C

Maximum Load

0.2A

0.2A 8A

02A 16 A
0A 0.5A
0.2A 2A

www.3ypower.com

<[
#| [0 oo
@ ¢ |
;
%

+33V,+5V&+12V

combined power < 200 W

203 6405

1828405

@ °

40.3t0.5

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p

50mV p-p




W 1 Single | YM-6221AxR

Specifications

Features

1U Single

&

High Efficiency

c“us

E190414

4

e Protections : Over current/Over Voltage/Over Temperature

AT
Sl

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTEF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V

+5V

+12V1

+12V2

S

+5VSB

220W

90 - 264 VAC

47 - 63 Hz

5A max at 115V, 3A max at 230V
115V / 230V No damage

>0.95/ 115V 60Hz, = 0.93 / 230V 50Hz

3.5mA max at 264VAC / 50Hz
>17m5/ 115V

+3.3V : 154A ~ 21A

+5V ¢ 17.6A ~ 24A

+12V1 ¢ 17.6A ~ 24A

+12V2 : 11A ~ 15A

+3.3V : 3.5V ~ 4.8V

+5V : 5.5V ~ 6.82V

+12V1-2 : 13.4V ~ 15.6V

No damage, resistance < 0.010

> 809% at Max load of 115 ~ 230VAC
7.28 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

81.5 (W) x 40.5 (H) X 150.0 (L} mm
010 50°C

5-90% RH, Non-condensing

-20°C to +80 °C

0.5 A 14A

0.5A 16 A

1.0A 16 A

1.0A 10A

0.1A 0.8 A

0A 25A
www.3ypower.com

Maximum Load

T7.0:0.2

58,5202

TAPPING
EH—32(4%)

12.00.2

57.540.2 !

t
GI n@-‘ T f’;
™~
®
- el
= 3
g 2
5]
=
By
wm
fl
=
mn Getl )
o
81.520.5 oz
Z 8
439402 32 040 2(2X) g%
. £
4as02| [ [107:02 ]
| T2 . =1
d 3 g H= | S
g 3 - I
Qi 5 %j !_.:n o o
™
F
b

+33V&+5V
combined power< 110 W
+33V, +5V&12V1-2

combined < up to 220 W

11.55

A

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p
120mV p-p

50mV p-p



PLUS

W 1 Single | YM-5301GxR

80 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

Features

A¥os (B C€

Specifications ?
Total Output 300W
Input Voltage 90 - 264 VAC E 8
Input Frequency 47 -63 Hz ]

Input Current
Inrush Current

Power Factor

6A max at 100V, 3A max at 220V
60A max at 90V - 264V
>0.97 / 115V 60Hz , > 0.95/ 230V 50Hz

Earth Leakage Current 3.5mA max at 264VAC / 50Hz 505 5

Hold Up Time >17mS/ 115V _

Over Current Protection +3.3V 1 18.7A ~ 25.5A (19 - ] Q‘f{ §l
+5V : 19.8A ~ 27A T '
+12V © 26.4A ~ 36A 0 ig

Over Voltage Protection +3.3V 1 3.9V ~ 4.5V 2 HE =
+5V : 5.7V ~ 6.5V [ %
+12V : 13.4V ~ 14,5V

Short Circuit Protection No damage, resistance < 0.01Q MODEL LABEL

Efficiency = 85% at Max load of 115 ~ 230VAC

Power Density 9.98 W/in3 @

MTBF 100 kHrs per Bellcore SR-332 ISSUE1T Lie | o S —
at 25°C ambient e § u

Dimension 81.5 (W) x 40.3 (H) X 150.0 (L) mm Eg <

Operating Temperature 0to40°C 4| =4

Operating Humidity 5 - 90%, Non-condensing

Storage Temperature -40 °Cto +70°C sl 8

DUIpUI

Maximum Load

Ripple & Noise

+33V 03A 17 A 75mV p-p

+5V 03A 18 A +33V&+5V 75mV p-p

+12V 0.7 A 24 A combined power < 120 W 150mV p-p

-12V 0A 03A 150mV p-p

+5VSB 0.1A 4A 75mV p-p
m I www.3ypower.com



W 1 Single | YM-5401FxR

Specifications

Features

1U Single

c“us

04273

4

e Protections : Over current/Over Voltage/Over Temperature

(B C€

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V

+5V

+12V

-12V

+5VSB

400W

90 - 264 VAC

47 - 63 Hz

6.0A max at 115V, 3.0A max at 230V
100A max at 90V - 264V

>0.98/ 110V 60Hz

3.5mA max at 264VAC / 50Hz
>14m5/ 115V

+3.3V : 22A ~ 30A

+5V : 27.5A ~ 37.5A

+12V = 38.5A ~ 52.5A

+3.3V : 4.5V max.

+5V : 6.5V max.

+12V & 14.5V max.

No damage, resistance < 0.010Q

> 80% at Max load of 115 ~ 230VAC
6.47 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

100.0 (W) x 40.5 (H) X 250.0 (L) mm
0to50°C

5 - 90% RH, Non-condensing

-40 °Cto +70°C

05A

1.0A

1.0A
0A

0A

a300Ret | |

g

2

&

€]

000000

‘ f .
UL [srasrne sea
]

80.0

5 UUU

5.0

5.0

25610.5
25040.5

SPEC LABEL

MO714 oIV

Maximum Load

20A

25A

35A

0.5A

4A

www.3ypower.com

100.0£0.5

T#E—32(2X)

=|20.25
el |

5.

+33VE&+5V

combined power< 125 W

5.0

119.041

T
40.0:0.5
- -

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p

50mV p-p




W 1 Single | YM-5501DxR

Specifications

BRORZE

B0PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

Features

¥ (B C¢€

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V

+5V

+12V

-12V

+5VSB

500W
90 - 264 VAC
47 - 63 Hz

7A max at 110V, 3.5A max at 220V

100A max at 90V - 264V
>0.99/ 115V 60Hz

3.5mA max at 264VAC / 50Hz

>16mS/ 115V
+3.3V : 27.5A ~ 37.5A
+5V ¢ 30.8A ~ 42A
+12V = 38.5A ~ 52.5A
+3.3V : 4.3V max.
+5V : 6.5V max.
+12V : 15.5V max.

No damage, resistance < 0.01Q

= 85% at Max load of 115 ~ 230VAC

8.09 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

100.0 (W) x 40.5 (H) X 250.0 (L

0to 50 °C
5 - 90% RH, Non-condensing
-40 °Cto +70°C

05A

1.0A

1.0A
0A

0A

50
5.0
1
0
~ - s
w
|
i
2l 2 i
(=]
= I
SPEC LABEL
3
@ ]
@
100.0£0.5 40.5:0 5
) mm n
v, e
o
MO4 HIY B
| (\y/:j’ N 53
Ig ‘ )‘( 3
4 &
S 4 81
80.0 5.0

Maximum Load Ripple & Noise

25A 433V &+5V 50mV p-p

28A combined power = 150W 50mV p-p

35A +3.3V, 45V, +12V, -12V & +5VSB 120mV p-p

05A combined power = 500W 120mV p-p

2A 50mV p-p
www.3ypower.com



W 1 Single | YM-5501ExR

Features

1U Single

BAOMIE

80 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

DUtpUt

+33V

+5V

+12V

-12V

+5VSB

0.5 A 25 A

1.0A 28 A

1.0A 40A

0A 0.5A

0A 4A
www.3ypower.com

Maximum Load

A¥os (B C¢€
Specifications ®

Total Output 500W —
Input Voltage 90 - 264 VAC H UUUUUUUU o
Input Frequency 47 -63 Hz L] @ I
Input Current 7A max at 110V, 3.5A max at 220V e 30 -
Inrush Current 100A at 90V - 264V
Power Factor >0.99/ 115V 60Hz s °
Earth Leakage Current 3.5mA max at 264VAC / 50Hz
Hold Up Time >16mS/ 115V
Over Current Protection +3.3V : 27.5A ~ 37.5A @L

+5V : 30.8A ~ 42A

+12V : 44A ~ 60A . ig
Over Voltage Protection +3.3V : 4.3V max. g § :§

+5V : 6.5V max. 7R SPEC LABEL

+12V ¢ 15.5V max. j
Short Circuit Protection No damage, resistance £0.01Q _
Efficiency = 85% at Max load of 115 ~ 230VAC é
Power Density 8.09 W/in3 s . °l ® . .
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 ®

at 25°C ambient 100.040.5 40.5¢0.5
Dimension 100.0 (W) x 40.5 (H) X 250.0 (L} mm @ 2
Operating Temperature 0to50°C MOTd NI 3

= | : ?PQS’

Operating Humidity 5-90% RH, Non-condensing > o
Storage Temperature -40°Cto +70°C b e i O & sog]

+33V&+45V

combined power £ 150 W

+33V,+5V,+12V,-12V & +5 VSB

combined power < 500 W

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p

50mV p-p




W 1 Single | YM-5501FxR

Specifications

Features

B0 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V
+5V

+12V
-12v

+5VSB

007 |

500W
90 - 264 VAC e Y
gﬁ ot els! 3
i@ &
8.0A max at 115V, 4.0A max at 230V 100.040.5 |
40A max at 115V, 80 A max at 230V 99.0405
90,0403
>0.99/ 115V 60Hz 2| 40 —‘I 50
Il "=y li_j]
3.5mA max at 264VAC / 50Hz s e § i )
@ ] €] 5]
>16mS/ 115V .
+3.3V : 25A ~ 45A g‘
+5V : 25A ~ 45A
+12V : 46A ~ 57A
+3.3V : 3.5V ~ 4.5V r wl ol o ] @
+5V : 5.5V ~ 6.82V b sl & 2 s
+12V ¢ 13.4V ~ 15.6V
No damage, resistance < 0.010Q
> 87% at Max load of 115 ~ 230VAC
9.20 W/in3
100 kHrs per Bellcore SR-332 ISSUE1 ® ®
R . o —— ot — ! . e—
at 25°C ambient 40,540, n 405405
100.0 (W) x 40.5 (H) X 220.0 (L) mm R v
0to 50°C b
. 2— NO.6*32 UNC E
85% RH, Non-condensing s
-20°C to +80 °C _
50403 90.040.3 ‘
) 100.0:0.5
Maximum Load Ripple & Noise
0.1A 20A 50mV p-p
0.1A 20 A +33V&+5V 50mV p-p
1.0A 40A combined power < 130 W 120mV p-p
0OA 05A 120mV p-p
0A 35A 50mV p-p
www.3ypower.com



W 1 Single | YM-5501GxR

Specifications

Features

1U Single
D

0oLD
il 80 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

QOver Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V
+5V

+12V
-12V

+5VSB

500W

90 - 264 VAC

47 - 63 Hz

8.0A max at 115V, 4.0A max at 230V
40A max at 115V, 80A max at 230V
>0.99/ 115V 60Hz

3.5mA max at 264VAC / 50Hz
>16m5/ 115V

+3.3V : 25A ~ 45A

+5V : 25A ~ 45A

+12V : 46A ~ 57A

+3.3V : 3.5V~ 4.5V

+5V : 5.5V ~ 6.82V

+12V @ 13.4V ~ 15.6V

No damage, resistance < 0.010Q

> 87% at Max load of 115 ~ 230VAC
8.09 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

100.0 (W) x 40.5 (H) X 250.0 (L) mm
0to50°C

85% RH, Non-condensing

-20°Cto +80°C

Maximum Load

100.0£0.5

LS

=
11.0¢1.0 "ITE
=
=
=

250.040.5
256.040.5
260.040.5
|
250.040.5

Lef UL

40.5£0.5

__}

AIR FLOW

100.040.5

LED(YELLOW)

40.520.5
-

~ LED{GREEN)

- 2—#6—32 UNC

o P )

&

o =

- 4

5.0£0.3 9.0£0.3
100.040.5

0.1 A 20 A
0.1A 20A +33V&+5V
1.0A 40A combined power < 130 W
0A 0.5A
0A 3.5A

www.3ypower.com

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p

50mV p-p

[Toos



W 2U Single | Ym-s501HxR

Features ®

e Protections : Over current/Over Voltage/Over Temperature

Specifications
Total Output 500W
Input Voltage 90 - 264 VAC .
Input Frequency 47 - 63 Hz
Input Current 8A max at 115V, 4A max at 230V
Inrush Current 40A max at 115V, 80A max at 230V
AIR FLOW
Power Factor >0.99/ 115V 60Hz J____l
Earth Leakage Current 3.5mA max at 264VAC / 50Hz 40 I HEAT. TUBE,
Hold Up Time >16mS/ 115V @FW'_-‘ k‘-:_o_f: V'_% el
Over Current Protection +3.3V : 25A ~ 45A gl '
+5V ¢ 25A ~ 45A
+12V : 46A ~ 57A
Over Voltage Protection +3.3V : 3.5V ~ 4.5V
+5V : 5.5V ~ 6.82V § ggg §
+12V : 13.4V ~ 15.6V g g8 ] £
Short Circuit Protection No damage, resistance = 0.010
Efficiency = 90% at Max load of 115 ~ 230VAC
Power Density 4.50 W/in3
MTBF 100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient @ [} = ®
Dimension 100.0 (W) x 70.0 (H) X 260.0 (L) mm el . oo

Operating Temperature

0to 50 °C

#6—32 UNC

[ LED {GREEN)
{ — LED (YELLOW)
|

Operating Humidity 85% RH, Non-condensing - .
Storage Temperature -20 °C to +80 °C % o %
!

- 2

6.0£03 28.0£0.3 A

100.0£0.5 =
+33V 0.1A 20A +3.3V & +5V 50mV p-p
+5V 0.1A 20 A combined power = 130W 50mV p-p
+12V 1.0A 40 A +3.3V, 45V, +12V, -12V & +5VSB 120mV p-p
A 0A 0.5A combined power = 500W 120mV p-p
+5 VSB 0A 35A 50mV p-p

o | www.3ypower.com



2U Single

80 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

W 2v Single | YM-7501BxR

' Features

s (B C¢€

E190414

Specifications ®
Total Output 500W
Input Voltage 90 - 264 VAC  Mylar Over Gase
Edge 1.5mm
Input Frequency 47 -63 Hz

Input Current

Inrush Current

10A max at 115V, 5A max at 230V
115V / 230V, No damage

AIR FLOW

Power Factor >0.98/ 115V 60Hz, > 0.93/ 230V 50Hz ]}
Earth Leakage Current 3.5mA max at 264VAC / 50Hz E, isoenz  70.0:0.2
Hold Up Time >16mS/ 115V WL e |-
Over Current Protection +3.3V : 26.4A ~ 36A o © i i © © o

+5V : 22A ~ 30A Ll [l

+12V1-3 : 16.5A ~ 22.5A
Over Voltage Protection +3.3V : 3.5V ~ 4.5V :

+5V : 5.5V ~ 6.82V i L L

#12V £ 13.4V ~ 15.6V E
Short Circuit Protection No damage, resistance £0.01Q T T i
Efficiency > 85% at Max load of 115 ~ 230VAC
Power Density 4.88 W/in3

TAHVT JddSs

MTBF 100 kHrs per Bellcore SR-332 ISSUE1 _ I

at 25°C ambient % 1T 5

: : i 2] ® _I§ @
Dimension 100.0 (W) x 70.0 (H) X 240.0 (L) mm Rera0dl o oo 100.0:41 - S RinE
Operating Temperature 0to50°C
¥ g g 7632 UNC
Operating Humidity 85% RH, Non-condensing w —
Storage Temperature -20°Cto +80°C § of =-=j 3
';{ PR oo ¥
60102 L 88.040.2 %‘

Minimum Load

Maximum Load

Ripple & Noise

+33V 05A 40 +3.3V & +5V 50mV p-p
+5V 0.5A 20 A combined power = 150W 50mV p-p
+12V1 1A 15A 120mV p-p
+12V2 1A 15A +12V1-3 combined power = 35A 120mV p-p
+12V3 1A 15A 120mV p-p
-12v 0A 05A +3.3V, +5V & +12V1~3 120mV p-p
-5V 0A 03A combined power < 500W 100mV p-p
+5VSB 0OA 25A 50mV p-p
www.3ypower.com Im



W 2v Single | YM-5601BxR

Specifications

' Features

PLUS

B0 PLUS

Y NS
cTNAUS | T =
A

E190414

B ®

4

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

QOver Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

600W

90 - 264 VAC ~ Mylar Over Gase
Edge 1.5mm

47 - 63 Hz

10A max at 115V, 5A max at 230V
115V / 230V, No damage W G
>0.98/115V60Hz, > 0.93 / 230V 50Hz W
3.5mA max at 264VAC / 50Hz 70.00.2
>16m5/ 115V
+3.3V : 26.4A ~ 36A ol
+5V ¢ 26.4A ~ 36A
+12V : 52.8A ~ 72A
+3.3V : 3.5V ~ 4.5V
+5V : 5.5V ~ 6.82V o

15.020.2

1]
1.2
| 6040.15

+12V 1 134V ~ 156V g
No damage, resistance = 0.01Q 1 Y [
= 80% at Max load of 115 ~ 230VAC
5.85 W/in3
TAHVT 2ddSs

100 kHrs per Bellcore SR-332 ISSUE1 ~ I
at 25°C ambient §l T s

8 @ @ | 1% ®
100.0 (W) x 70.0 (H) X 240.0 (L) mm LSRN —— 1000201 T

0to40°C

-
%
C
=z
Q

AR o

Minimum Load

+33V
+5V
+12V
-12V
-5V

+5VSB

85% RH, Non-condensing o =
-20°C to +80 °C g 1% =-=j %
ol W
6.040.2 L BB8.0£0.2 | g‘
Maximum Load Ripple & Noise
05A 24 A +33V&45V 50mV p-p
0.5A 24 A combined power = 150 W 50mV p-p
3.0A 48 A +12V combined < 48A 120mV p-p
0OA 05A +3.3V,+5V,-5V, +12 V & 5VSB 120mV p-p
0A 03A combined power < 600 W 100mV p-p
0A 25A 50mV p-p
www.3ypower.com



2U Single

W 2v Single | YM-8601DxR

Specifications

Features

GOLD

PMBUS 80 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V

+5V

+12V1

+12V2

+12V3

+12Vv4

-12V

+5VSB

600W
90 - 264 VAC
47 - 63 Hz

10A max at 115V, 5A max at 230V

40A max at 115V, 80A max at 230V

>0.99/ 115V 60Hz

3.5mA max at 264VAC / 50Hz
>16mS/ 115V

+3.3V : 28A ~ 42A

+5V @ 28A ~ 42A

+12V1-4 : 18A ~ 22A

+3.3V : 3.5V ~ 4.5V

+5V : 5.5V ~ 6.82V

+12V1-4 : 13.4V ~ 15.6V

No damage, resistance £0.01Q
=90% at Max load of 115 ~ 230VAC
5.40 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

100.0 (W) x 70.0 (H) X 260.0 (L) mm
0to50°C

85% RH, Non-condensing

-20°C to +80°C

0.1 A 25 A
1.0A 25A
1.0A 16 A
1.0A 16 A
1.0A 16 A
1.0A 16 A
0A 0.5 A
0A 47
www.3ypower.com

Maximum Load

280.0£0.5

AIR FLOW

-

70.0£0.5

99.040.5
90.0+0.3
70.0+0.3

s 2WE—32 UNC

“E - With HEAT TUBE
4

B

S TE— E T8
3 ]
a

i1 |10 0

oS =1

HH|H H

{(=1k=21=] (=1

=
RER &
L] ]
70.0£0.5 100.0£0.5 g 70,0105

H
— LED{GREEN) o
| — LED(YELLOW) I
e g
i i
L=} o
o I’ o
- 4 o
1 i e H
«
6.020.3 28,003 9
a
@

100.040.5

Ripple & Noise

50mV p-p

+33V&+5V 50mV p-p

combined power < 150 W 120mV p-p
+33V, +5V,+12V1-4,-12V & +5VSB 120mV p-p
combined power < 600 W 120mV p-p
120mV p-p

120mV p-p

50mV p-p



W 2u Single | YM-5751AxR

Specifications

Features

Total Output 750W
Input Voltage 90 - 264 VAC
Input Frequency 47 - 63 Hz
Input Current 12A max at 115V, 6A max at 230V
Inrush Current 40A max at 115V, 80A max at 230V
AIR FLOW
Power Factor >0.99/ 115V 60Hz
Earth Leakage Current 3.5mA max at 264VAC / 50Hz g ATV
1 [
Hold Up Time >16mS/ 115V i el 1
Over Current Protection +3.3V : 35A ~ 42A
+5V @ 35A ~ 42A
+12V : 65A ~ 75A
Over Voltage Protection +3.3V ¢ 3.5V ~ 4.5V
+5V 1 5.5V ~ 6.82V 2 23s S
+12V ¢ 13.4V ~ 156V g SIS g
Short Circuit Protection No damage, resistance £ 0.010Q
Efficiency = 90% at Max load of 115 ~ 230VAC
Power Density 6.75 W/in3
MTBF 100 kHrs per Bellcore SR-332 ISSUE1
R . =] [<] Il s v ] '
at 25°C ambient 70,0405 100.0£0.5 - 700205
Dimension 100.0 (W) x 70.0 (H) X 260.0 (L) mm [~ LED (GREEN) z
Operating Temperature 0to50°C [=LEogEon; g
i
Operating Humidity 85% RH, Non-condensing i ; o
Storage Temperature -20°C to +80°C 2l g o
a.u;n_; 88.040.3 i
100.0£0.5 ﬁ
Minimum Load Maximum Load Ripple & Noise
+33V 0.1A 30A +33V&+5V 50mV p-p
+5V 1.0A 30A combined power =170 W 50mV p-p
+12V 1.0A 60 A +33V, 45V, +12V,-12V &+5VSB 120mV p-p
-12V 0A 05A combined power = 750 W 120mV p-p
+5 VSB 0A 4 A 50mV p-p
TN | www 3ypower.com



W PS2 | Ym-6301YxR

Features

I
GOLD.

B0 FLUS

e Protections:

4

Over current/Over Voltage/Over Temperature

Specifications ®
Total Output 300W
Input Voltage 90 - 264 VAC
Input Frequency 47 - 63 Hz ‘—ﬂ:‘mﬂm
Input Current 5.0A max at 115V, 2.5A max at 230V [||][] ][JH 0e | %
Inrush Current 40A max at 115V, 80A max at 230V i 4
Power Factor >0.99/ 115V 60Hz ]HU 1 HU Hl%
Earth Leakage Current 3.5mA max at 264VAC / 50Hz IBS
Hold Up Time >17mS/ 115V e
Over Current Protection +3.3V & 35A max. é = —— JL
+5V : 35A max. % i
+12V1-2 : 20A max.
Over Voltage Protection +3.3V : 3.76V ~ 4.5V &
+5V : 574V ~ 7.0V §
+12V : 13.4V ~ 15.6V i
Short Circuit Protection No damage, resistance £0.01Q o=l =1 o
Efficiency >90% at Max load of 115 ~ 230VAC 1500805 ——
Power Density 2.72W/in3 60802 1380401
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 /- 4-NoRS—32UNC =
at 25°C ambient " | = BT "
Dimension 150.0 (W) x 86.0 (H) X 140.0 (L} mm % L % E’* = %
Operating Temperature 0to50°C 1 ) % ="
Operating Humidity 85% RH, Non-condensing a;ﬂz t i g' 140.080.5 L” 0

Storage Temperature

DUtpUt

+33V

+5V

+12V1

+12V2

S

+5VSB

-20°C to +80 °C

Maximum Load

0.1 A 15A
0.2A 15A +3.3V & +5V
0.1A 16 A combined power < 90W
0.5A 16 A
0A 0.4 A
0A 3.0A
www.3ypower.com

: Noise

Ripple &

50mV p-p
50mV p-p
120mV p-p
120mV p-p
120mV p-p

50mV p-p



W PS2 | ym-s501Cxr

Specifications

Features

&

High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V

+5V

+12V

-12V

+5VSB

500W
90 - 264 VAC B
47 - 63 Hz

7.5A max at 115V, 3.8A max at 230V
115V / 230V, No damage

>0.95/115V 60Hz, > 0.90 / 230V 50Hz
3.5mA max at 264VAC / 50Hz

&
35.041

>16mS/ 115V
+3.3V : 22A ~ 30A
+5V : 30.8A ~ 42A
+12V = 38.5A ~ 52.5A
+3.3V : 3.7V ~ 4.8V
+5V : 5.6V ~ 7.0V

150.040.5

AR FLOW
I
1
85.0£0.5

+12V : 13.5V ~ 16.6V

No damage, resistance £ 0.01Q
= 85% at Max load of 115 ~ 230VAC .
4.54 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

150.0 (W) x 86.0 (H) X 140.0 (L) mm

140.0£0.5

0to 50°C

5 - 90% RH, Non-condensing —
-20 °C to +80 °C (Il

Maximum Load

0A 20 A
03A 28 A
1A 35A
0A 0.5A
0A 20A
www.3ypower.com

+33VE&+5V

combined power < 150 W

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
200mV p-p

50mV p-p



W PS2 | ym-ss01BxR

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥us (B (¢

Specifications ®
Total Output 600W
Input Voltage 90 - 264 VAC
Input Frequency 47 - 63 Hz
Input Current 12A max at 115V, 6A max at 230V
Inrush Current 60A max at 115V, 150A max at 230V
Power Factor >0.98/ 115V 60Hz, > 0.93 / 230V 50Hz SRR W
Earth Leakage Current 3.5mA max at 264VAC / 50Hz [ I 3]
Hold Up Time >16mS/ 115V a
Over Current Protection +3.3V : 26.4A ~ 36A
+5V : 33A ~ 45A 3 s ‘
$12V1-2 5 13.2A~ 18A g & :
#12V3-4 : 19.8A ~ 27A '
Over Voltage Protection +3.3V : 3.3V~ 4V E _
+5Y : 5V ~ 6.2V T o
+12V ¢ 12V ~ 146V 150.040.5 46.0¢1
Short Circuit Protection No damage, resistance < 0.01Q 5 138 #5-27w4
Efficiency > 70% at Max load of 115 ~ 230VAC PANWRE, e
Power Density 5.44 W/in3 - ‘H [ “H
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 § 3 :‘” p U H
at 25°C ambient " _ UL
Dimension 150.0 (W) x 86.0 (H) X 140.0 (L} mm & z =
Operating Temperature 0to40°C : & o 09
Operating Humidity 5 - 90 %, Non-condensing
Storage Temperature -40 °C to +70 °C

433V 0A 24 A 50mV p-p

+5V 0A 30A +3.3V & +5V 50mV p-p
+12V1 1A 12A combined power < 160W 120mV p-p
+12V2 1A 12A 120mV p-p
+12V3 0.5A 18 A +12V1-4 combined current < 40A 120mV p-p
+12v4 0A 18A 120mV p-p

-12V 0A 1A 120mV p-p
+5VSB 0A 3A 50mV p-p

www.ypower.com | EC—



PS2

W PS2 | ym-s701axR

Specifications

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥us (B (¢

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

700W
90 - 264 VAC

47 -63 Hz

10A max at 115V, 6A max at 230V H“
60A max at 115V, 120A max at 230V HI]
>0.98/ 115V 60Hz, > 0.93 / 230V 50Hz
3.5mA max at 264VAC / 50Hz 140.040.5 10.0:0.3
>17mS/ 115V 3
+3.3V : 30.8A ~ 42A
+5V 1 33A ~ 45A
+12V1-4 : 17.6A ~ 24A
+3.3V : 3.6V ~ 4.4V
+5V : 5,58V ~ 6.82V
+12V : 13.14V ~ 16.06V

@
0.
10.040.3

@ 40402

TEEVT TIA0K

AIR FLOW
150.0¢0.5

32.5%1
=]
&

50402 143.040.2
No damage, resistance £ 0.01Q 230103 o

=]

'

> 70% at Max load of 115 ~ 230VAC
6.35 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

150.0 (W) x 86.0 (H) X 140.0 (L) mm
0to40°C

55.140.2
79.640.2

85.0£0.5
6602 64,0202

5.5+1

5.040.2 114,0£0.2 50.021

5.60.2

5-90 %, Non-condensing
-40 °C to +70 °C

Output Minimum Load Maximum Load Ripple & Noise

+33V
+5V
+12V1
+12v2
+12V3
+12V4
-12V

+5VSB

017 |

0A 28 A 50mV p-p
0A 30A +3.3V& +5V 50mV p-p
05A 16 A combined power < 170W 120mV p-p
05A 16 A 120mV p-p
1A 16 A +12V1-4 combined current < 50A 120mV p-p
05A 16 A 120mV p-p
0A 05A 120mV p-p
0.1A 35A 50mV p-p
www.3ypower.com



W PS2 | ym-s851AxR

Specifications

Features

E14278

LT
T

£5] (B (€

4

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V

+5V

+12V1

+12V2

+12V3

+12V4

-12V

+5VSB

850W

90 - 264 VAC

47 - 63 Hz

15A max at 115V, 7A max at 230V

60A max at 115V, 120A max at 230V

>0.98/115V60Hz, >0.93/230V 50Hz

3.5mA max at 264VAC / 50Hz
>17m5/ 115V

+3.3V : 30.8A ~ 42A

+5V ¢ 33A ~ 45A

+12V1-4 ¢ 22A ~ 30A

+3.3V : 3.6V ~ 4.4V

+5V @ 5,58V ~ 6.82V

+12V : 13.14V ~ 16.06V

No damage, resistance £ 0.01Q

= 70% at Max load of 115 ~ 230VAC
7.71 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

150.0 (W) x 86.0 (H) X 140.0 (L} mm
0to40°C

5 - 90 %, Non-condensing

-40 °C to +70 °C

0A 28 A
0A 30A
05A 20 A
1A 20A
0.5A 20 A
0.5A 20A
0A 0.5 A
0.1A 35A
www.3ypower.com

85,0£0.5

140.0£0.5 10.0:03
@ L] = 2
(=1
® 3 z
8 2
=
3 g E @ 4.0+0.2
== & 2
2
g P e
g
@l Lo @
1
50402 143.040.2
5041
230:03 $E—32%d
49,01
g ™~
: ol |
2 HE H H H ﬂ ”
:r__i r~
o ]
% 1
Ll T
50+0.2 114.040.2 3 - 50.0:1
-

Maximum Load

+33V&+5V

combined power < 150 W

+12V1-4 combined current < 66 A

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p
120mV p-p
120mV p-p
120mV p-p

50mV p-p



PS2

W PS2 | ym-s102axr

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥us (B (¢

Specifications ®
Total Output 1000W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz
Input Current 15A max at 115V, 7A max at 230V H“
Inrush Current 75A max at 115V, 150A max at 230V Hl]
Power Factor >0.98/115V60Hz, > 0.93 / 230V 50Hz
Earth Leakage Current 3.5mA max at 264VAC / 50Hz 140.0£0.5 10.0:03
Hold Up Time >16mS/ 115V S s
Over Current Protection +3.3V : 30.8A ~ 42A @ g %
+5V 1 33A ~ 45A § o L atd
+12V1-4 : 22A ~ 30A w5 g
Over Voltage Protection +3.3V : 3.6V ~ 4.4V E . g &
+5V : 5.58V ~ 6.82V E:
#12V : 13.14V ~ 16,06V 8 N
5.0£0.2 1430202
Short Circuit Protection No damage, resistance < 0.010 220:03 — QE::
Efficiency = 70% at Max load of 115 ~ 230VAC :
Power Density 9.07 W/in3 ] B ey HHHH”
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 § § § ;’:‘ HHHH“
at 25°C ambient g E: ]
Dimension 150.0 (W) x 86.0 (H) X 140.0 (L) mm = o 5
Operating Temperature 0to 25°C e — % “ e
Operating Humidity 5-90 %, Non-condensing
Storage Temperature -40°C to +70°C

Output Minimum Load Maximum Load Ripple & Noise

+33V 0A 28A 50mV p-p

+5V 0A 30A +33V&+5V 50mV p-p
+12V1 05A 20A combined power < 170 W 120mV p-p
+12V2 05A 20A 120mV p-p
+12V3 1A 20A +12V1-4 combined current < 70 A 120mV p-p
+12v4 05A 20A 120mV p-p

-12V 0A 0.5A 120mV p-p
+5VSB 0.1A 35A 50mV p-p

o | www.ypower.com



Redundant Module

W Redundant Module | ym-2151exr Q{Ml ""'3.'9

Syciam Managemen
PsSMI o PMBUS B0 PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

Specifications ®
Total Output 150W ©
Input Voltage 90 - 264 VAC

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Ovwer Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

iy ”HJHHH m
3.0A max at 115V, 1.5A max at 230V =WUL
25A max at 90 - 264V 45.22
> 0.98 / 115V 60Hz , > 0.94 / 230V 50Hz 9,730 3548
1.5mA max at 264VAC / 50Hz e
1562 6.28 150 2.0

>16mS/ 115V 4 [ i _
+12V : 15A ~ 18.75A — 1 - — Yy
+12V £ 13.3V ~ 15.6V

@‘
876

No damage, resistance < 0.01Q
= 89% at Mid load of 230VAC
8.40 W/in3
100 kHrs per Bellcore SR-332 ISSUE1

. ) ® | 3041
at 25°C ambient Nl
50.5 (W) x 39.0 (H) X 150.0 (L) mm =@ TS
-5to 50 °C

85 %, Non-condensing H f—d

-40°C to +70 °C —z

150.0£0.3
50
159.0

al
®
®
®
20

—/

260:025| | 0.82]3

38,040 3s_|

50.540.35

+12V

+12 VSB

0A 125A 120mV p-p

0A 3A 50mV p-p

www.ypower.com | —




Redundant Module

W Redundant Module | ym-2301exr

Features

4

e Protections : Over current/Over Voltage/Over Temperature

Specifications

Total Output 300W
Input Voltage 90 - 264 VAC !r !! !! ane g
Input Frequency 47 - 63 Hz
Input Current 5.0A max at 115V, 3.0A max at 230V ‘Z:ig
Inrush Current 25A max at 90 - 264 VAC 2349
Power Factor >0.98/115V60Hz, > 0.94/ 230V 50Hz S i)'l—'
Earth Leakage Current 1.5mA max at 264VAC / 50Hz J]_ I_‘ .;'91 (] [ _,_H[
Hold Up Time >16mS/ 115V 5| E]
Over Current Protection +12V : 36A max. . N
+5VSB ¢ 5A max. g
Over Voltage Protection +12V 1 13.3V ~ 145V Ef
+5VSB : 5.7V ~ 6.5V o
Short Circuit Protection No damage, resistance £ 0.010Q ::',' § &
Efficiency > 89% at Mid load of 230VAC g R[S ©
Power Density 11.87 W/in3
MTBF 100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient
Dimension 50.5 (W) x 40.0 (H) X 205.0 (L) mm ® °° E1 I
Operating Temperature -5t0 50 °C 1.&0:: _1| @ I
Operating Humidity 85 %, Non-condensing \1]» Ur_z
Storage Temperature -40°Cto +70°C
| 2806025 | ‘0.818‘3 0.540.3

Minimum Load

Maximum Load

frials)="=~TaLcT]
[ i i

aaSn

AR FLOW

P

Ripple & Noise

+12V 0A 24 A 120mV p-p
+5VSB 0A 3A 50mV p-p
o | www.3ypower.com



W Redundant Module | ym-2301Dxr

Specifications

Features

Redundant Module

4

J e Protections : Over current/Over Voltage/Over Temperature

c“us

04273

(B®

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

300W

90 - 264 VAC

47 - 63 Hz

5A max at 115V, 2.5A max at 230V
40A max at 115V, 60A max at 230V
>0.98/115V 60Hz, > 0.95/ 230V 50Hz
1.50mA max at 264VAC / 50Hz
>16m5/ 115V

+12V : 27.5A ~ 37.5A

+12V : 13.3V ~ 145V

No damage, resistance < 0.01Q

> 89% at Mid load of 230VAC

8.07 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

50.5 (W) x 40.2 (H) X 300.0 (L) mm
0to 50°C

85 % RH, Non-condensing

-40 °Cto +70 °C

Maximum Load

4064
[T T —
w
w
o
e~ 146 46
5 |
®
w
L= w
g asost 2
= T £
& il g
= i3
® @ ® ] T @
=
<
L —
g g
oo 1402 L =
- ® @ o a
e —7T
|
3 )
SO
beosozy (80283 @
AT Y
— 8]
Ml =
&
EXBE
! o
13.5 REF. E
50.540.35 | =
%

20A 25 A
0.1A 3A
www.3ypower.com

Ripple & Noise

120mV p-p

50mV p-p




Redundant Module

W Redundant Module |

Specifications

=l
Synem Maagamar!

Y PMBUS

YM-2301PxR @_@“

80 PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+12 VSB

300W
90 - 264 VAC
47 -63 Hz

5A max at 115V, 2.5A max at 230V
A40A max at 115V, 60A max at 230V Feln
>0.98/115V 60Hz, > 0.94 / 230V 50Hz
1.5mA max at 264VAC / 50Hz

>16mS/ 115V
+12V : 27.5A ~ 37.5A
+12V : 13.3V ~ 14.5V

No damage, resistance < 0.01Q

= 92% at Mid load of 230VAC

8.07 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

50.5 (W) x 40.2 (H) X 300.0 (L) mm L

0to 50 °C
85 %, Non-condensing
-40 °C to +70 °C

2A

0.1A

4.9 REF
-

TJ

5 ALLOAW PIN LENGTH)
13.7 REF.

3102405

10041

co 14s025 |

40.240.35

50.5+0.35
-

25A 120mV p-p

Maximum Load Ripple & Noise

3A 50mV p-p

www.3ypower.com



Redundant Module

Z B

High Efficiency

W Redundant Module | ym-2301Hxr

B0PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

“Y £ | G F@W‘bwv
T Wilth FCG Standards:
¢ BT o CB c € e

Operating Humidity

Storage Temperature

DUtpUt

+12V

+5VSB

5-90 %, Non-condensing
-40°C to +70 °C

05A

0.1A

www.3ypower.com

Maximum Load

Specifications ®
Total Output 300W
Input Voltage 90 - 264 VAC i 4
Input Frequency 47 - 63 Hz ﬁ HHHH g
Input Current 5A max at 115V, 2.5A max at 230V i
Inrush Current B80A max at 115V, 150A max at 230V
Power Factor >0.98/115V60Hz, > 0.94/ 230V 50Hz - 50
Earth Leakage Current 1.5mA max at 264VAC / 50Hz <
Hold Up Time >17mS/ 115V v sEe -
Over Current Protection +12V 1 26.4A ~ 36A ® g
Over Voltage Protection +12V ¢ 13.3V ~ 14.5V H
Short Circuit Protection No damage, resistance < 0.01Q ¥ é%
Efficiency = 85% at Mid load of 230VAC % &l & 5,041
Power Density 10.29 W/in3 [E o § §
MTBF 100 kHrs per Bellcore SR-332 ISSUET g i
at 25°C ambient o
Dimension 79.0 (W) x 40.3 (H) X 150.0 (L) mm é -
Operating Temperature 0to 40 °C 1@ L

AR FLOW
<=

Ripple & Noise

24 A 120mV p-p

4A 50mV p-p
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Specifications

Sysian Massgamani " -
pgy et fanm High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

3oow

90 - 264 VAC Tu0z 712402
47 -63 Hz T
5A max at 115V, 3A max at 230V
40A max at 115V, 40A max at 230V
>0.98 / 115V 60Hz , > 0.93 / 230V 50Hz T |
1.5mA max at 264VAC / 50Hz

>20mS/ 115V _ %‘%
+12V : 27.5A ~ 37.5A

+12V : 13.8V ~ 15.6V

40,2454

No damage, resistance < 0.01Q

= 80% at Max load of 115 ~ 230VAC
5.58 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

101.6 (W) x 40.2 (H) X 215.9 (L) mm
0to 50 °C

2158403

MODEL LABEL

5 - 90 %, Non-condensing
-40 °C to +70°C

53] [+]
HEHEHEEHHEE BEEE

AL o [ &

108.3

M3'0.5 DR EQUIV.

CAPTIVE SCREW
SOUTHCO 52-31-11

AR FLOW
<=

Output Minimum Load Maximum Load Ripple & Noise

+12V

+12 VSB

0A 25A +12V&+12VSB 120mV p-p
0A 0.7 A Combined power < 300 W 120mV p-p
www.3ypower.com
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Specifications

Features

Smi

FSMI

Redundant Module

&

‘Syvian Mavsgamart
Imtertace Fanm High Efficiency

cA¥us

E14723

4

e Protections : Over current/Over Voltage/Over Temperature

BT
& | v
- e
Pk e ] APPRHED

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

300W

90 - 264 VAC

47 - 63 Hz

5A max at 115V, 3A max at 230V
40A max at 115V, 40A max at 230V
>0.98/115V60Hz, > 0.93 / 230V 50Hz
1.5mA max at 264VAC / 50Hz
>20m5/ 115V

+48V : 6.88A ~ 9.38A

+48V : 552V ~ 62.4V

No damage, resistance < 0.010

= 80% at Max load of 115 ~ 230VAC
5.58 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

101.6 (W) x 40.2 (H) X 215.9 (L) mm
0to 50°C

5-90 %, Non-condensing

-40 °Cto +70 °C

a7.1
17302 71.210.2

113.9

1000

o3

(=1

&

0

~ MODEL LABEL

@ (]

N - 1016405 H

2Tz it

gaé 1083 i

498 g I

gEg E

324 ERY

40244

Maximum Load Ripple & Noise

Minimum Load

+48V 0A 6.25 A +12V & +12VSB 120mV p-p
+12VSB 0A 0.7 A Combined power < 300 W 120mV p-p
www 3ypower.com |
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Specifications

Features

YM-2401CxR

&

High Efficiency

{_‘
Ly ‘Syvian Mansgamant
pop|  Ietase Fane

A [E]E
c w

042783

4

e Protections : Over current/Over Voltage/Over Temperature

(B C€

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+12 VSB

027 |

400W

90 - 264 VAC

47 -63 Hz

6A max at 115V, 3A max at 230V
40A max at 115V, 40A max at 230V
>0.98/115V 60Hz, > 0.93 / 230V 50Hz
1.5mA max at 264VAC / 50Hz
>20mS/ 115V

+12V : 36.3A ~ 49.5A

+12V : 13.8V ~ 15.6V

No damage, resistance < 0.01Q

= 80% at Max load of 115 ~ 230VAC
7.43 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

101.6 (W) x 40.2 (H) X 215.9 (L) mm
0to 50 °C

5 - 90 %, Non-condensing

-40 °C to +70 °C

Maximum Load

73402 71.2:0.2

40,2454
113.9 |
g
:
o3
] o
2
& MODEL LABEL
@ [ ’3
BEEHBEAEEE BEEE
/ﬁg 101.640.5 U [L;JJ
§;§ 108.3
gad
ﬁ@
o
&

Ripple & Noise

0A 33A +12V & +12VSB 120mV p-p
0A 0.7 A Combined power < 400 W 120mV p-p
www.3ypower.com
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Specifications

Sysian Massgamani . -
pgy e fanm High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

Y B | S
B e - 8 P

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

400W

90 - 264 VAC Tmoz 712102
47 - 63 Hz i i
6A max at 115V, 3A max at 230V

40A max at 115V, 40A max at 230V
>0.98/ 115V 60Hz, > 0.93 / 230V 50Hz
1.5mA max at 264VAC / 50Hz
>20mS/ 115V _ %‘%
+24V : 18.15A ~ 24.75A

+24V : 27.6V ~ 31.2V

40.2434

113.9 |

No damage, resistance < 0.010

= 80% at Max load of 115 ~ 230VAC
7.43 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

2158403

at 25°C ambient MODEL LABEL

101.6 (W) x 40.2 (H) X 215.9 (L) mm
0to 50°C

5-90 %, Non-condensing

-40°C to +70 °C

[¢:] [+]
HEHEHEEHHEE BEEE

101.6+0.5 U @

108.3

E=
N

CAFTIVE SCREW

SOUTHCO 52-31-11
M3'0.5 DR EQUIV.

Output Minimum Load Maximum Load Ripple & Noise

+24V

+12 VSB

0A 165 A +24V & +12VSB 240mV p-p

0A 0.7 A Combined power < 300 W 120mV p-p

www.ypower.com | CC—
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Specifications

YM-2401BxR @l &

Sysian Massgamani " -
pgy et fanm High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

“A¥us (B C¢€

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+48Y

+12 VSB

400W
90 - 264 VAC
47 -63 Hz

6A max at 115V, 3A max at 230V
40A max at 115V, 40A max at 230V
>0.98/115V 60Hz, > 0.93 / 230V 50Hz h "
1.5mA max at 264VAC / 50Hz
>20mS/ 115V

+48V : 9.13A ~ 12.45A

+48V : 55.2V ~ 62.4V

No damage, resistance < 0.01Q

= 80% at Max load of 115 ~ 230VAC

7.43 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient
101.6 (W) x40.2 (H) X 215.9 (L) mm

0to 50 °C

5 - 90 %, Non-condensing
-40 °C to +70°C

0A

0A

a7.1
17302 71.210.2

1130 402484

1000

o3 @'
2
(=]
uwy
& MODEL LABEL
@ ) ?
HEBEEEEEEE HEEE
gl ‘
> E’ U /‘53 1016205 \> E’ /)
2T = i
3% 1083
£g8 i
%u EE % W

IC LED=.

Maximum Load Ripple & Noise

83A +48V & +12 VSB 240mV p-p
0.7 A Combined power = 400 W 120mV p-p
www.3ypower.com
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Redundant Module

Features ®

e Protections : Over current/Over Voltage/Over Temperature

e R SR
‘w e Smart monitoring PSMI and PMBus
? =5 i e Front panel LED to Indicate Power Status
- M EE (BE®O
Specifications ®

Total Output 450W 4064
Input Voltage 90 - 264 VAC il
Input Frequency 47 - 63 Hz E’
Input Current 8A max at 115V, 4A max at 230V s i
Inrush Current 60A max at 264V —J{
Power Factor >0.98/ 115V 60Hz, > 0.94 / 230V 50Hz
Earth Leakage Current 1.50mA max at 264VAC / 50Hz -
Hold Up Time >20mS/ 115V
Over Current Protection +12V : 40.7A ~ 55.5A
Over Voltage Protection +12V 1 13.3V ~ 14.5V
Short Circuit Protection No damage, resistance < 0.01Q % aet |2
Efficiency > 89% at Mid load of 230VAC = i g
Power Density 12.11 W/in3 I;E N
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 5 : @ ® ) @L

at 25°C ambient g J
Dimension 50.5 (W) x 40.2 (H) X 300.0 (L) mm N = g
Operating Temperature 0to 50°C i 7[— § L& L
Operating Humidity 85 % RH, Non-condensing L— %3 I
Storage Temperature -40 °C to +70 °C i = \t:J)

bsouoz |8.0:83 G
:
50.5:0.35 | =

Qutput Minimum Load Maximum Load

Ripple & Noise

+12V 2A 37A 120mV p-p
+5VSB 0A 3A 50mV p-p
www.3ypower.com [ o0
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Specifications

Features

CO T

Pgp  wtessFenm

PMBUS 80 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

W (EE (B ©O

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

450W

90 - 264 VAC

47 -63 Hz

8A max at 115V, 4A max at 230V
60A max at 264V

>0.98 / 115V 60Hz , > 0.95 / 230V 50Hz

1.50mA max at 264VAC / 50Hz
>12msS/ 115V

+12V : 40.7A ~ 55.5A

+12V : 13.3V ~ 14,5V

+5VSB : 5.7V ~ 6.5V

No damage, resistance < 0.01Q
= 92% at Mid load of 230VAC
12.11 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

50.5 (W} x 40.2 (H) X 300.0 (L) mm
0to 50 °C

95 % RH, Non-condensing

-40°C to +70 °C

2A 37 A
0A 3A
www.3ypower.com

Maximum Load

4.5021

300.0£0.5

4054
HHHE
[T
L
14
- 146
14
-]
w
T
o
=] T
H
L
® _rl_
® ® @ @ ® ®
=z
<
e
(5]
=]
oo 1.420.25 -
o ® (] o

10041

4024035

L

= k

i)
l’;

m

€ m
4170 REF.S

Ripple & Noise

120mV p-p

50mV p-p
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&

High Efficiency

W Redundant Module | ym-sas1cxr

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A (£15] (B (€

Specifications 2
Total Output 450W
Input Voltage 90 - 264 VAC
Input Frequency 47 - 63 Hz T T o m——

Input Current
Inrush Current
Power Factor

Earth Leakage Current

Hold Up Time The power supply holdup time 1

requirements to 100% of maximum load.

® S—a

Over Current Protection +3.3V : 22A ~ 30A —

+5V 1 27.5A ~ 37.5A

+12V : 38.5A ~ 52.5A LABEL
Over Voltage Protection +3.3V : 3.9V ~ 4.5V =

+5V 1 5.7V ~ 6.5V » £ ﬂ ﬂ

+12V : 133V ~ 145V
Short Circuit Protection No damage, resistance £ 0.010 TonEE

g = o e anonm%

Efficiency = 809% at Max load of 115 ~ 230VAC
Power Density 7.94 W/in3 1]
MTBF 100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient SOEH1A
Dimension 143.0 (W) x 40.5 (H) X 160.4 (L) mm

w0 1
Operating Temperature 010 50°C =
Operating Humidity 5-90 %, Non-condensing 3.0
143.040.5

Storage Temperature

DUtpUt

8A max at 110V, 4A max at 220V

50A max at 110V, 60A max at 220V
>0.95/ 110V 60Hz , > 0.90 / 220V 50Hz
1.5mA max at 264VAC / 50Hz

LN

-20°C to +80 °C

Maximum Load Ripple & Noise

+33V 05A 20A +33VE&45V 50mV p-p

+5V 03A 25A Combined power = 150 W 50mV p-p

+12V 1A 35A 120mV p-p

-12V 0OA 08A +33V, 45V, +12V,-12V,-5V 200mV p-p

-5V 0A 05A & +5VSB Combined power < 450 W 200mV p-p

+5VSB 0A 4 A 50mV p-p
www.3ypower.com Im
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High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

Specifications
Total Output 500W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz - - T -

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Ower Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V

+5V

+12V

-12V

-5V

+5VSB

8A max at 110V, 4A max at 220V |
]
50A max at 110V, 60A max at 220V |00 ]

>0.95/100V 60Hz , > 0.90 / 220V 50Hz

1.5mA max at 264VAC / 50Hz
The power supply holdup time requirements I
to 100% of maximum load.
+3.3V : 22A ~ 30A

+5V : 27.5A ~ 37.5A

+12V : 44A ~ 60A

+3.3V : 3.9V ~ 4.5V

+5V ¢ 57V ~ 6.5V

+12V 1 13.3V ~ 14.5V

No damage, resistance < 0.010 oy
= 80% at Max load of 115 ~ 230VAC

8.82 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient
143.0 (W) x 40.5 (H) X 160.4 (L) mm

0to 50 °C

5-90 %, Non-condensing
-20 °C to +80 °C

05A

03A

1A

0A

0A

0A

b Nid

56

S'0Fr0aL

-
a [::] |Psbe M}T%E

—

40.540.5

2025

3.0
143.020.5

Maximum Load Ripple & Noise

20A +33V&45V 50mV p-p

25A Combined power = 150 W 50mV p-p

40 A 120mV p-p

08A +33V, 45V, +12V,-12V,-5V 200mV p-p

05A & +5VSB Combined power < 500 W 200mV p-p

4 A 50mV p-p
www.3ypower.com
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Features

Redundant Module

4

e Protections : Over current/Over Voltage/Over Temperature

e (B C¢€

Specifications ®
Total Output 500W
Input Voltage 90 - 264 VAC
Input Frequency 47 - 63 Hz L sermemae— el
Input Current 10A max at 120V, 5A max at 240V d ﬂr“mﬂm H HH
Inrush Current 50A max at 120V, 100A max at 240V =
Power Factor > 0.95/ 115V 60Hz , > 0.93 / 230V 50Hz Lt
Earth Leakage Current 1.5mA max at 264VAC / 50Hz %g J® i
Hold Up Time >20mS/ 115V
Over Current Protection +3.3V : 23.1A ~ 31.5V
+5V ¢ 33A ~ 45A @ @ i
+12V : 42.9A ~ 58.5A -’ﬂ,J‘;\J
Over Voltage Protection +3.3V : 3.9V ~ 4.5V
+5V : 5.7V ~ 6.5V - % ol
F12V 5 13.3V ~ 145V g
Short Circuit Protection No damage, resistance < 0.010 MODULE LABEL -
Efficiency = 70% at Max load of 115 ~ 230VAC
Power Density 7.61 W/in3 @@ ):4 3]
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 %
at 25°C ambient 5 ; II ]
Dimension 98.4 (W) x 40.5 (H) X 270.0 (L) mm a 1] [T]
—

Operating Temperature 0to 50°C
Operating Humidity 5-90 %, Non-condensing

Storage Temperature -40°C to +70°C

DUtpUt

+33V 05A
+5V 0.5A
+12V 03A
-12V 0A
+5 VSB 0.1A

H
40.4550.3

0.6 MaX, [ 98.4+0.3

Maximum Load

+33VE&+5V

Combined power <160W

www.3ypower.com

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p

50mV p-p
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Features ®

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

Specifications ®
Total Output 520W
Input Voltage 90 - 264 VAC S R
Input Frequency 4763 Hz | 0T TG
Input Current 8.5A max at 115V, 4A max at 230V 2 .
Inrush Current 50A max at 115V, 60A max at 230V ___1_4_.8 1\_
Power Factor >0.98/ 115V 60Hz, > 0.94 / 230V 50Hz n:gg T”UEUUFHH[““”“ :
Earth Leakage Current 1.5mA max at 264VAC / 50Hz %
Hold Up Time >16mS/ 115V % 1 ® — i
Over Current Protection +3.3V : 26.4A ~ 36V ® o

+5V : 27.5A ~ 37.5A
+12V = 38.5A ~ 52.5A

Over Voltage Protection +3.3V : 4.5V max. B E o
=3 2 i -
+5V : 6.5V max. §§ g =
+12V 1 145V max. i =
=
Short Circuit Protection No damage, resistance £ 0.01Q -
Efficiency > 65% at Max load of 115 ~ 230VAC
]
Power Density 9.38 W/in3 . o & &
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 : g
at 25°C ambient
Dimension 98.4 (W) x 40.5 (H) X 228.0 (L) mm
Operating Temperature 0to 50°C
Operating Humidity 5 - 85 %, Non-condensing %
Storage Temperature -40 °C to +70 °C 2
984204
433V 0.5A 24 A 50mV p-p
+5V 05A 25A 50mV p-p
+12V 2A 42A Combined power < 150W 120mV p-p
-12V 0A 05A 120mV p-p
+5 VSB 0A 47 50mV p-p

| www.ypower.com
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Features ®

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

Specifications ®
Total Output 620W
Input Voltage 90 - 264 VAC T "_“l =2 ’/‘Q';“L' '__‘
Input F 47-63 H 0aA0
: R
Input Current 10A max at 115V, 5A max at 230V =
Inrush Current 50A max at 115V, 60A max at 230V *__1_4_.8 #'\-
Power Factor >0.98 /115V 60Hz , > 0.94 / 230V 50Hz : ) T”DEUUFH“[““ ”“]
Earth Leakage Current 1.5mA max at 264VAC / 50Hz g
Hold Up Time >16mS/ 115V % 1 ® —— 5

Over Current Protection +3.3V : 27.5A ~ 37.5A
+5V : 33A ~ 45A
+12V : 52.8A ~ 72A

Over Voltage Protection ~ +3.3V : 4.5V max. no B o
, 2 g <
+5V : 6.5V max. i b B
&
+12V : 14,5V max. i g
=
Short Circuit Protection No damage, resistance < 0.010 -
Efficiency = 65% at Max load of 115 ~ 230VAC
Power Density 11.18 W/in3 " -
1 o @ @
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 : 3
at 25°C ambient
Dimension 98.4 (W) x 40.5 (H) X 228.0 (L) mm
Operating Temperature 0to 50°C
Operating Humidity 5 -85 %, Non-condensing
8
Storage Temperature -40°C to +70°C 2
98.420.4
433V 05A 25A 50mV p-p
+5V 05A 30A +33V&+5V 50mV p-p
+12V 2A 48 A Combined power < 150W 120mV p-p
-12V 0A 05A 120mV p-p
+5 VSB 0A 4A 50mV p-p

www.ypower.com | T —
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Specifications

PLATINUM

Py s Fom FMBLIS 80 PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTEBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

037 |

650W
90 - 264 VAC
47 - 63 Hz

10A max at 115V, 5A max at 230V

60A max at 90 - 264 VAC
>0.98/115V60Hz, > 0.94 /230 V 50Hz
1.5mA max at 264VAC / 50Hz

>12mS/ 115V

+12V : 58.19A ~ 79.35A
+12V ¢ 13.3V ~ 14.5V
+5VSB : 5.7V ~ 6.5V

No damage, resistance £ 0.01Q
= 949% at Mid load of 230VAC

17.49 W/in3

100 kHrs per Bellcore SR-332 ISSUE1 ®

at 25°C ambient

50.5 (W) x 40.2 (H) X 300.0 (L) mm

-51t0 50 °C
85 %, Non-condensing
-40 °C to +70 °C

2A

0A

4.9 REF.

e

13.7 REF.

146 46

300405

310.240.5

451

10041

N¥d 20

00 1 .4:0.25“4
® ®

[ \ \[- {Jﬂ !

ey

4021035

Maximum Load Ripple & Noise

52.9A 120mV p-p
55A 50mV p-p
www.3ypower.com
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Specifications

Features

smi

Sy
esMmi Ivturtazy Farin

FMBUS

B0 PLUS 80 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

c“us

0478

LEEBE®O

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

650W

90 - 264 VAC

47 - 63 Hz

8A max at 115V, 4A max at 230V
60A max at 264V
>0.98/115V60Hz, > 0.94 /230 V 50Hz
1.50mA max at 264VAC / 50Hz
>11mS5/ 115V

+12V : 58.19A ~ 79.35A

+12V : 13.3V ~ 145V

No damage, resistance < 0.01Q
=92% at Mid load of 230VAC

17.49 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

50.5 (W) x 40.2 (H) X 300.0 (L) mm
0to 50°C

85 % RH, Non-condensing

-40 °Cto +70 °C

Maximum Load

2A 52.9 A
0A 3A
www.3ypower.com
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Ripple & Noise

150mV p-p

50mV p-p




Redundant Module

W Redundant Module |
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PMBUS
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PsSMI B0 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

Features

Specifications

c“us

04278

B | B Tasted T Comply
BE®O

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTEF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+12 VSB

680W

90 - 264 VAC

47 -63 Hz

10A max at 115V, 5A max at 230V
27A max at 90 - 264V
>0.98/115V 60Hz, > 0.94 / 230V 50Hz
1.5mA max at 264VAC / 50Hz
>16mS/ 115V

+12V : 67.2A ~ 77.5A

+5VSB : 6.9A ~ 8.4A

+12V £ 13.3V ~ 14.5V

+5VSB : 5.7V ~ 6.5V

226,903

No damage, resistance < 0.010

= 92% at Mid load of 230VAC

16.03 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

79.0 (W) x 40.0 (H) X 220.0 (L) mm
-20to 50 °C

85 %, Non-condensing

-40°C to +70°C

Maximum Load

2A 56 A
0A 6A
www.3ypower.com
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Ripple & Noise

120mV p-p

50mV p-p



Redundant Module

80
W Redundant Module | Ym-2701axr

&0 PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

Specifications ®

Total Output 700W

WiputYoitage 0204 VAC SASAAvAvIvCLCA RO ﬂa‘—|

Input Frequency 47 -63 Hz w

Input Current 8A max at 115V, 4A max at 230V

Inrush Current 50A max at 264VAC

Power Factor >0.98/115V 60Hz, > 0.93 / 230V 50Hz

Earth Leakage Current 1.5mA max at 264VAC / 50Hz

Hold Up Time >16mS/ 110V

Over Current Protection +12V : 55A ~ 64.2A %
+12VSB © 4.4A ~ 5A o 2

Over Voltage Protection +12V £ 13.3V ~ 14.5V

+12VSB + 133V ~ 14.5V Exasmsninsinn {oag

Short Circuit Protection No damage, resistance < 0.010

Efficiency = 92% at Min load of 230VAC

Power Density 22.06 W/in3

MTBF 100 kHrs per Bellcore SR-332 ISSUE1 M
at 25°C ambient N -

Dimension 73.0 (W) x 38.5 (H) X 185.0 (L) mm 2 [

Operating Temperature 0to 50 °C

Operating Humidity 85 %, Non-condensing

Storage Temperature -40 °C to +70 °C

Output Minimum Load Maximum Load Ripple & Noise

+12V 0A 50 A 120mV p-p

+12 VSB 0A 4A 120mV p-p

www.ypower.com | C—




Redundant Module

W Redundant Module

Specifications

Poha) e FMBUS 80 PLUS

YM-2721AXR

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥os B®S

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

720W

90 - 264 VAC

47 -63 Hz

10A max at 115V, 5A max at 230V
60A max at 264VAC

>0.95/115V 60Hz, > 0.93 / 230V 50Hz
1.5mA max at 264VAC / 50Hz
>18mS/ 115V

+12V : 64.63A ~ 88.13A

+12V : 13.3V ~ 15.6V

= 85% at Mid load of 230VAC

11.52 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

98.5 (W) x 40.0 (H) X 260.0 (L) mm
0to 50°C

85 % RH, Non-condensing

-40°C to +70 °C

Maximum Load

;;—FIN 1

AT

965405

80.840.35 sasi02 002

® < JUUUOUOuOUyL @

3.50.5

5

260.04

SPEC LABEL

172.041

®

4l

864035

Ripple & Noise

1A 58.75 A 120mV p-p
0A 3A 50mV p-p
www.3ypower.com



Redundant Module

gwm P (B0

Evstem Mersenen
phgy  eres e PMBUS 80 PLUS

W Redundant Module | ym-2721cxr

Features ®

e Protections : Over current/Over Voltage/Over Temperature

W= (L5 (B (€ © O ===

Specifications ®
Total Output 720W
Input Voltage 90 - 264 VAC "
Input Frequency 47 - 63 Hz s

Input Current 10A max at 115V, 5A max at 230V i
Inrush Current 60A max at 264V HHH“H"H”HHHHHH
Power Factor >0.95/115V60Hz, >0.93 /230 V 50Hz 98.5¢0.5
Earth Leakage Current 1.5mA max at 264VAC / 50Hz s sasi0p 5002
Hold Up Time >16mS/ 115V
Protecti +12V : 64.625A ~ BB.125A f

Over Current Protection 5 <UUujutuouuuuu ® w
Over Voltage Protection +12V ¢ 13.3V ~ 15.6V 2

35505 )
Efficiency =92% at Mid load of 230VAC i
Power Density 11.52 W/in3 :
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 T

at 25°C ambient -
® @ ®
Dimension 98.5 (W) x 40.0 (H) X 260.0 (L) mm §
Operating Temperature 0to 50 °C 3 FREELI
Operating Humidity 85 % RH, Non-condensing 5 - T
Storage Temperature -40 °C to +70 °C L ®
& g | ® ]
O | ][]

J e 0
T

Maximum Load Ripple & Noise

Minimum Load

+12V 1A 58.75A 120mV p-p
+5VSB 0A 4A 50mV p-p
www.3ypower.com [ o2




Redundant Module

W Redundant Module | ym-28018xr m

Specifications

80 PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

QOver Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

800W

90 - 264 VAC

47 - 63 Hz

8A max at 115V, 4A max at 230V

50A max at 264VAC

>0.98/ 115V 60Hz, > 0.93 / 230V 50Hz
1.5mA max at 264VAC / 50Hz

>16mS/ 110V

+12V : 55A ~ 64.2A

+12VSB © 4.4A ~ 5A

+12V 1 13.3V ~ 14.5V B
+12VSB © 13.3V ~ 14.5V Esisasssssass (quNInn
No damage, resistance £ 0.010Q
=92% at Min load of 230VAC
25.21 W/in3

100 kHrs per Bellcore SR-332 ISSUE1 b
at 25°C ambient

73.0 (W) x 38.5 (H) X 185.0 (L) mm
0to50°C

A
«_:_7
c
pu
i
pui
pui
hui
b
g
o
]

185.00.5

o

85 %, Non-condensing
-40°Cto +70°C

Output Minimum Load Maximum Load Ripple & Noise

+12V

+12VSB

0A 50 A 120mV p-p
0A 4A 120mV p-p
www.3ypower.com



Redundant Module

DB

Evstem Mersenen
oy e e PMBUS 280 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

W Redundant Module | ym-2821axr

Features

A¥os B®S

Specifications

Total Output 820W
Input Voltage 90 - 264 VAC "

381
Input Frequency 47 - 63 Hz s

Input Current 12A max at 115V, 6A max at 230V
Inrush Current 60A max at 264V HHH“HHMHHHHHHH
Power Factor >0.95/115V60Hz, >0.93 /230 V 50Hz 98.5¢0.5
Earth Leakage Current 1.5mA max at 264VAC / 50Hz 50.840.35 sgse0s 5002
Hold Up Time >18mS/ 115V
Protecti +12V : 73.81A ~ 100.65A f
Over Current Protection . PR = -
Over Voltage Protection +12V : 133V ~ 15.6V ]
35505 )
Efficiency = 85% at Mid load of 230VAC i
Power Density 13.12 W/in3 i
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 T
at 25°C ambient -
® 3 ®
Dimension 98.5 (W) x 40.0 (H) X 260.0 (L) mm §
Operating Temperature 0to 50°C 3 SPEC LABEL
Operating Humidity 85 % RH, Non-condensing 5 - e
Storage Temperature -40 °C to +70 °C L ®
& b | ® ]
O | ][]
O &
20533
Ay
NINSE'S2

Minimum Load

Maximum Load

Ripple & Noise

+12V 1A 67.1A 120mV p-p
+5VSB 0A 3A 50mV p-p
www.3ypower.com |




Redundant Module

&

o Bus
PSMI et

W Redundant Module | ym-2821Fxr

PMEBUS 80 PLUS

4

e Protections : Over current/Over Voltage/Over Temperature

Features

RA¥os BE®S
Specifications ®
Total Output 820W
Input Voltage 90 - 264 VAC é
Input Frequency 47 -63 Hz N -
Input Current 12A max at 115V, 6A max at 230V HHHHHHHH“HHHHH
Inrush Current 60A max at 264VAC
98.540.5
Power Factor >0.95/115V 60Hz, > 0.93 / 230V 50Hz
Earth Leakage Current 1.5mA max at 264VAC / 50Hz i smoz 2
Hold Up Time >16mS/ 115V
Over Current Protection +12V : 73.8A ~ 100.6A e QLU LAL, 8 a
Over Voltage Protection +12V : 13.3V ~ 15.6V 35105 §
Efficiency = 92% at Mid load of 230VAC H
Power Density 13.12 W/in3 i
MTEF 100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient e g ®

Dimension 98.5 (W) x 40.0 (H) X 260.0 (L) mm _ SRR L §
Operating Temperature 0to 50°C g
Operating Humidity 85 % RH, Non-condensing e
Storage Temperature -40°C to +70°C o _

O

Maximum Load Ripple & Noise

Minimum Load

+12V 1A 67.1A 120mV p-p
+5VSB 0A 4A 50mV p-p
s | www.3ypower.com



W Redundant Module | ym-28518xr

Specifications

80

QoLD

80 PLUS

5 Features ®
. e Protections : Over current/Over Voltage/Over Temperature
} e Smart monitoring PSMI and PMBus

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+12VSB

850W

90 - 264 VAC

47 - 63 Hz

12A max at 115V, 6A max at 230V
25A max at 264V

>0.98/ 115V 60Hz, > 0.93 / 230V 50Hz
1.5mA max at 264VAC / 50Hz
>10ms/ 110V

+12V : 77.91A ~ 95A

+12VSB : 3.3A ~ 5A

+12V 1 13.3V ~ 14.5V

+12VSB : 13.3V ~ 14.5V

No damage, resistance £ 0.010Q
=92% at Min load of 230VAC
26.79 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

73.0 (W) x 38.5 (H) X 185.0 (L) mm
-5t0 50 °C

85 %, Non-condensing

-40°Cto +70°C

Maximum Load

0A 70.83 A
0A 3A
www.3ypower.com
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Ripple & Noise

120mV p-p

120mV p-p

Redundant Module




Redundant Module

W Redundant Module |

Specifications

C{'!i
Sywam Nanagamart
pgp  etessFanm

L Bushl

PMBUS

YM-2102BxR

80 PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥os B®O

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

047 |

1000W

90 - 264 VAC

47 -63 Hz

15A max at 115V, 7.5A max at 230V
60A max at 264VAC

>0.95/115V 60Hz, > 0.93 / 230V 50Hz
1.5mA max at 264VAC / 50Hz
>16mS/ 115V

+12V : 90.31A ~ 123.15A

+12V : 13.3V ~ 15.6V

= 89% at Mid load of 230VAC

16.0 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

98.5 (W) x 40.0 (H) X 260.0 (L) mm
0to40°C

85 % RH, Non-condensing

-40°C to +70 °C

Maximum Load

;;—FIN 1

AT

885405

80 840,35

8.8510.2

5.040.2

® < JUUUOUOuOUyL

3.5¢0.5

SPEC LABEL

172.041

®

4l

5

260.04

864035

Ripple & Noise

1A 82.1A 120mV p-p
0A 3A 50mV p-p
www.3ypower.com
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Specifications

YM-2102FxR

Features

Redundant Module

gwm P (B0

Srrtem Mezayement
iarteen Forum FMBLS

PSMI &0 PLUS

04278

4

e Protections : Over current/Over Voltage/Over Temperature

A [E]E
c w

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

1000W

90 - 264 VAC

47 - 63 Hz

15A max at 115V, 7.5A max at 230V
60A max at 264V

>0.95/115V 60Hz, > 0.93 / 230V 50Hz
1.5mA max at 264VAC / 50Hz
>16m5/ 115V

+12V : 90.31A ~ 123.15A

+12V ¢ 13.3V ~ 15.6V

=92% at Mid load of 230VAC

16.0 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

98.5 (W) x 40.0 (H) X 260.0 (L) mm
010 50°C

85 % RH, Non-condensing

-40 °C to +70 °C

Maximum Load

£
98.5:0.5
80.8:0.35 ses2 0202
i
@ <JUUUUUUoUUUIL ® @
]
35105 e
%
il
@ g e
. SPEC LABEL ﬁ
@ 4 I*C LABEL
i ®
o i | ® @]
0O 4 j E

d 20433

1A 82.1A
0A 6A
www.3ypower.com

Ripple & Noise

120mV p-p

50mV p-p

o



1U Redundant

W 1U Redundant | yusi51-1exw

Features ®

e Protections : Over current/Over Voltage/Over Temperature

* Redundant Module : YM-2151ExR

Specifications ®
Total Output 150W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz .
Input Current 12.5A max at 115V, 4A max at 230V g’
Inrush Current 115V / 230V, No damage ; & .
Power Factor >0.98 / 115V 60Hz, > 0.94 / 230V 50Hz Jﬂ]ﬂm T % M
Earth Leakage Current 3.5mA max at 264VAC / 50Hz _HHM_E!, ;r: JMJ
Hold Up Time >17mS/ 110V = § B
Over Current Protection +3.3V : 18A ~ 22.5A @ §| [ — .
5V £ 18A ~ 22.5A - . =
+12V : 15A ~ 18.75A M i
+5VSB : 3.3A ~ 5A s -
Over Voltage Protection +3.3V : 3.9V ~ 4.5V LI o
+5V = 5.7V ~ 6.5V 2. ]
s &
+12V 1 13.3V ~ 14.5V T
+5VSB : 5.7V ~ 6.5V i e —
Short Circuit Protection No damage, resistance < 0.01Q : ‘_&'H & | . & IR © @
Efficiency > 80% at Max load of 115 ~ 230VAC 3} Mi_q ':I I]J;w{" JJ;‘L ﬂ—ﬂ
£ =
Power Density 2.83 W/in3 61 180 § Il
MTBH 100 kHrs per Bellcore SR-332 ISSUE1 . w;‘;:ﬂ Y
at 25°C ambient ‘
Dimension 106.0 (W) x 40.0 (H) X 205.0 (L) mm %
Operating Temperature -51t0 50 °C g
Operating Humidity 85 %, Non-condensing I
Storage Temperature -40 °C to +70°C
433V 0A 15A 50mV p-p
+5V 0A 15A 50mV p-p
+12V 0A 125A 120mV p-p
-12V 0A 05A 120mV p-p
+5 VSB 0A 3A 50mV p-p

o | www.ypower.com



1U Redundant

W 1U Redundant | vHs301-1exr m

80 PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

* Redundant Module : YM-2301ExR

Specifications ®
Total Output 300W
Input Voltage 90 - 264 VAC %
8 60.0 332
Input Frequency 47 - 63 Hz o a« [ 700 219] o
2 890 | | 243 nﬂm
Input Current 5A max at 115V, 3A max at 230V : fa |
w Lo .
Inrush Current 25A max at 264VAC E ~ @ e 5 (
5] g ; ""l:.l cil
Power Factor >0.98/ 115V 60Hz, > 0.94 / 230V 50Hz g _%
Earth Leakage Current 3.5mA max at 264VAC / 50Hz g %%
Hold Up Time >16mS/ 110V SPEC LABEL
Over Current Protection +12V : 55A ~ 64.2A
+12VSB : 4.4A ~ 5A i }5 _ & — 4
) o] ¢ =
Over Voltage Protection +12V ¢ 13.3V ~ 14,5V Q
2
+12VSB : 13.3V ~ 14.5V o
Short Circuit Protection No damage, resistance = 0.010 f e g
Efficiency >80% at Max load of 115 ~ 230VAC h 283
Power Density 4.46 W/in3 o [_ o
MTBF 100 kHrs per Bellcore SR-332 ISSUET R @) ) o— i
at 25°C ambient é 36403
i e =
Dimension 106.0 (W) x 40.0 (H) X 260.0 (L) mm -5? =
Operating Temperature -5t0 50 °C oL i L &
Operating Humidity 85 %, Non-condensing = w_j \IJ‘ r—t\[l [F—=] v
Storage Temperature -40°Cto +70°C =
61 180 108.020.3
1)
g

| 41,5403

Output Minimum Load Maximum Load Ripple & Noise

+33V 0A 20A 50mV p-p
+5V 0A 20A 50mV p-p
+12V 0A 24 A 120mV p-p
-12V 0OA 05A 120mV p-p
+5VSB 0A 3A 50mV p-p

www.ypower.com |




1U Redundant

W 1U Redundant | vHs301-1Dxr LS_E“,_ 4

MaugeTen
Papy; b High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

“Y £ | G F@W!bwv
T Wilth FCG Standards:
¢ BT " CB c € e

* Redundant Module : YM-2301HxR

Specifications ®

Total Output 300W

Input Voltage 90 - 264 VAC

Input Frequency 47 -63 Hz

Input Current 5A max at 115V, 2.5A max at 230V

Inrush Current 80A max at 115V, 150A max at 230V

Power Factor >0.98/115V60Hz, > 0.94 /230 V 50Hz o 530 620

Earth Leakage Current 3.5mA max at 264VAC / 50Hz g a5 i

Hold Up Time > 14 mS/115V f Hmm y"g .

Over Current Protection +3.3V : 22A ~ 30A <] E L______f:'_ o] ﬁl:
e E- W, - Dmm I
+12V : 26.4A ~ 36A = | ° HI=

Over Voltage Protection +3.3V : 3.9V ~ 4.5V n? ° ' ° e
+5V : 5.7V ~ 6.5V § s| o
+12V  13.3V ~ 14,5 I &% ®

Short Circuit Protection No damage, resistance < 0.010) i g

Efficiency = 75% at Max load of 115 ~ 230VAC _ TIC_LABEL

Power Density 3.28 W/in3 & g ®

MTBF 100 kHrs per Bellcore SR-332 ISSUE1 20 é Dﬁ 'D_ ﬁ 2.2
at 25°C ambient o l&

Dimension 168.0 (W) x 42.5 (H) X 210.0 (L) mm 2 e

Operating Temperature 0to 40°C % S '|

Operating Humidity 5 - 90 %, Non-condensing - 2788 n

Storage Temperature -40°Cto +70°C R.‘[“ @ MO @ U0 g

|

7.75

176.0

Output Minimum Load Maximum Load Ripple & Noise

+33V 05A 20A 50mV p-p
+5V 05A 20A Combined +3.3V &+5V 50mV p-p
+12V 2A 24 A power < 140W 120mV p-p
-12V 0OA 05A 120mV p-p
+5 VSB 0.1A 4A 50mV p-p

i | www.ypower.com



1U Redundant

W 1U Redundant | vHs3o01-18xr

Features

sm D g

pgp et e PMBUS High Efficiency

A [E]E
5
c w

042783
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4

e Protections : Over current/Over Voltage/Over Temperature

* Redundant Module : YM-2301DxR

Specifications
Total Output 300W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Ower Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V
+5V

+12V
-12v

+5VSB

8A max at 115V, 4A max at 230V
A40A max at 115V, 60A max at 230V
>0.98/115V60Hz, > 0.94 / 230V 50Hz

3.5mA max at 264VAC / 50Hz Lt
24
> 15 mS/110V s
=3
+3.3V : 19.8A~27A J] I
+5V : 19.8A ~ 27A &= - E‘E
+12V : 27.5A ~ 37.5A i
+3.3V ¢ 3.9V ~ 4.5V
+5V : 5.7V ~ 6.5V
+12V : 13.3V ~ 14.5V . e .
=z i (=]
No damage, resistance < 0.010) % _— _g_ % | g
> 80% at Max load of 115 ~ 230VAC f T8
b SPEC LABEL o
3.15W/in3 o s}
100 kHrs per Bellcore SR-332 ISSUE1 % 105 |
at 25°C ambient z a &
106.0 (W) x 41.5 (H) X 355.0 (L) mm okl o J .
0 to 40 °C = _j 7 U—{] U~
5-90 %, Non-condensing 61|80 a4
-20°C to +80°C _106.0503 |
52.5 150
: : =] %

Maximum Load

0.5 A 18A

03A 18A

1A 25 A

0A 0.5A

0A 3A
www.3ypower.com

Ripple & Noise

50mV p-p

+33V,+5V, +12V,-12V & +5 VSB 50mV p-p
Combined power < 300 W 120mV p-p
120mV p-p

50mV p-p




1U Redundant

W 1U Redundant | yH2301-1CxR

Specifications

Features

g

pop e

PMBUS

&

High Efficiency

4

- /_

o g e Protections : Over current/Over Voltage/Over Temperature

* Redundant Module : YM-2301DxR

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

300W
90 - 264 VAC
47 - 63 Hz
8A max at 115V, 4A max at 230V
60A max at 264VAC

>0.98/ 115V 60Hz, > 0.94 / 230V 50Hz
3.0mA max at 264VAC / 50Hz
>20m5/ 115V

+12V @ 27.5A ~ 37.5A

+12V ¢ 13.3V ~ 14,5V

No damage, resistance < 0.01Q

= 80% at Max load of 115 ~ 230VAC
3.15W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

106.0 (W) x 41.5 (H) X 355.0 (L) mm
01to40°C

85 % RH, Non-condensing

-40 °C to +70 °C

Maximum Load

113.2+0.5
70.0 211
5 =
A
z I
4
=1
g - -
| ==
1
- “ o
=
u (=]
= w3
& - o
7 || Frm— 3| &z *
: -\ 8z
3
@ m SPEC LABEL ]
A -
g 108 )
= =
= w| &
] 2
¥ =
&
HEET T e @
o
3 | vy §
6.1 |8
= = 1134
S0

106.040.3
525 1
—
N
| C 241 (E2 I

2A 25 A
0A 3A
www.3ypower.com

Ripple & Noise

120mV p-p

50mV p-p
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* Redundant Module : YM-2451CxR

4

e Protections : Over current/Over Voltage/Over Temperature

LE B E®

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

450W

90 - 264 VAC

47 -63 Hz

8A max at 115V, 4A max at 230V
60A max at 264VAC
>0.98/115V60Hz, > 0.94 /230 V 50Hz
3.0mA max at 264VAC / 50Hz

> 20 mS/115V

+12V : 40.7A ~ 55.5A

+12V 1 13.3V ~ 14.5V

No damage, resistance < 0.01Q

= 80% at Max load of 115 ~ 230VAC
4.72 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

106.0 (W) x 41.5 (H) X 355.0 (L) mm
0to 40 °C

85 % RH, Non-condensing

-40 °C to +70 °C

Maximum Load

b 2—#8-32UNC

d—ﬂE—SZUNC-\

2-#6—32UNC,

g
B

110.0
3550405
399.040.5
405.0

104.5
122.5

I
O

2A 37.0A
0A 3A
www.3ypower.com

113.4

106.040.3
525 1

[EN

ER

Ripple & Noise

120mV p-p

50mV p-p
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Specifications
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Features ®

e Protections : Over current/Over Voltage/Over Temperature
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* Redundant Module : YM-2451CxR

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

450W

90 - 264 VAC

47 - 63 Hz

8A max at 115V, 4A max at 230V
40A max at 115V, 60A max at 230V
>0.98/ 115V 60Hz, > 0.94 / 230V 50Hz
3.0mA max at 264VAC / 50Hz
>14m5/115V

+3.3V : 19.8A ~ 27A

+5V ¢ 19.8A ~ 27A

+12V : 17.6A ~ 24A

+3.3V : 3.9V ~ 4.5V

113.240.5

70.0 211

111}
(¥

2—#6—32UNC.
i
1

405.0

No damage, resistance £ 0.01Q

110.0
355.00.5
399.040.5

+5V 1 5.7V ~ 6.5V
+12V ¢ 133V ~ 145V . f
[ Fouvan |
SPEC LABEL

4=#5=-32UNC

= 80% at Max load of 115 ~ 230VAC
4.72 W/in3 L ]
100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

106.0 (W) x 41.5 (H) X 355.0 (L} mm

0to 50 °C 2
5-90 %, Non-condensing 6.1
-40°Cto +70 °C

i
%
2=3#5=-32UNC
4%
S
| i
H
104.5
122.5

I
[ @

+33V

+5V

+12\1

+12V2

+12V3

-12V

+5VSB

1.5A 18A 50mV p-p
1A 18 A 50mV p-p
1A 16 A Combined +3.3V &+5V 120mV p-p
1A 16 A power < 140W 120mV p-p
0A 16 A 120mV p-p
0A 05A 120mV p-p

0.1A 3A 50mV p-p

www.3ypower.com
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* Redundant Module : YM-2651BxR

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

650W
90 - 264 VAC
47 -63 Hz

8A max at 115V, 5A max at 230V

60A max at 264VAC

>0.95/115V60Hz, > 0.93 /230 V 50Hz
3.0mA max at 264VAC / 50Hz

> 20 mS/115V
+12V : 55.54A ~ 79.35A
+12V : 13.3V ~ 14,5V

No damage, resistance < 0.01Q

= 80% at Max load of 115 ~ 230VAC
6.82 W/in3
100 kHrs per Bellcore SR-332 ISSUET - S| ] ;
at 25°C ambient % _?_, § g %
106.0 (W) x 41.5 (H) X 355.0 (L) mm ¥ ok

I e '

0to 40 °C
85 % RH, Non-condensing
-40 °C to +70 °C

Minimum Load

+12V

+5VSB

2A

0A

2-#6—32UNC,

g t0s] |
= =
o w| &
1 <=
¥ =
AR
e "J-p I @
k=1
sHL v v
6.1 | hsg
R 1134
106.040.3
525 150
=
Iy i
ER B

Maximum Load

52.9A

3A

www.3ypower.com

Ripple & Noise

120mV p-p

50mV p-p
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4

e Protections : Over current/Over Voltage/Over Temperature
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Specifications ®
Total Output 650W
Input Voltage 90 - 264 VAC
Input Frequency 47 - 63 Hz

Input Current
Inrush Current

Power Factor

8A max at 115V, 4A max at 230V
40A max at 115V, 60A max at 230V
>0.98/ 115V 60Hz, > 0.94 / 230V 50Hz

Earth Leakage Current 3.0mA max at 264VAC / 50Hz 11:;:0.5 i
Hold Up Time >20mS/ 115V i _
"3 e 1
QOver Current Protection +3.3V : 22A ~ 30A g
=1
+5V 1 22A ~ 30A 2 = Eg;
+12V : 17.6A ~ 24A X =
Over Voltage Protection +3.3V : 3.9V ~ 4.5V
+5V : 5.7V ~ 6.5V |
+12V & 133V ~ 145V A o
o . : 5 2o o
Short Circuit Protection No damage, resistance £ 0.01Q B i E E 2 g
Efficiency > 80% at Max load of 115 ~ 230VAC f T eE
SPEC LABEL 9
Power Density 6.82 W/in3 - ?
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 _LEJ 105 ]
at 25°C ambient ; § 8
Dimension 106.0 (W) x 41.5 (H) X 355.0 (L) mm ML C i
Hr T o — @ | {
Operating Temperature 0to 40 °C [ I_E T O
Operating Humidity 5-90 %, Non-condensing 6.1]p80 s

Storage Temperature

DUIpUI

-40 °C to +70 °C

Maximum Load

100.040.5 ]
525 150
e

Ripple & Noise

+33V 15A 20A 50mV p-p
+5V 1A 20A 50mV p-p
+12V1 05A 16 A Combined +3.3V &+5V 120mV p-p
+12V2 05A 16 A power < 140W 120mV p-p
+12V3 1A 16 A 120mV p-p
+12V4 0A 0A 120mV p-p
-12V 0A 05A 120mV p-p
+5VSB 0.1A 3A 50mV p-p
057 I www.3ypower.com
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High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥os (B C€

* Redundant Module : YM-7381CxR

Specifications
Total Output 1140W
Input Voltage 90 - 264 VAC [ ssm'm" _—
Input Frequency 47 - 63 Hz 2 ‘1— s
Input Current 21A max at 115V, 12A max at 230V I
Inrush Current 50A max at 115V, 100A max at 230V 2 i
Power Factor >0.95/115V 60Hz, > 0.93/ 230V 50Hz f 5 5
Earth Leakage Current 3.5mA max at 264VAC / 50Hz ks '_{_
Hold Up Time >20mS/ 115V g é 2
Over Current Protection +3.3V 1 59.4A ~ 81A _;; u s »
+5V  64.8A ~ 81A g | Hls0
+12V1-2 ¢ 33A ~ 45A = g £
+12V3-4 : 39.6A ~ 54A £g e E %
Over Voltage Protection +3.3V : 3.9V ~ 4.5V é {
+5V : 5.7V ~ 6.5V = . ®
+12V : 133V ~ 145V N :TJ;& *
Short Circuit Protection No damage, resistance £ 0.010 2 I
Efficiency > 65% at Max load of 115 ~ 230VAC U . - .
Power Density 3.66 W/in3 i 86.0
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 " e
at 25°C ambient a i
Dimension 383.0 (W) x 43.0 (H) X 310.0 (L) mm - @;i{’ T
Operating Temperature 0to 40 °C g S s < BEE
Operating Humidity 5-90 %, Non-condensing ‘lﬁé 103.0£0.1 114.0£0.1 %
Storage Temperature -40°Cto +70 °C 8

433V 05A 54 A 50mV p-p

+5V 05A 54 A 50mV p-p
+12V1 0.2A 30A Combined +3.3V &+5V 120mV p-p
+12V2 0.2A 30A power < 300W 120mV p-p
+12V3 02A 36 A 120mV p-p
+12V4 0.2A 36A +12V1-4 120mV p-p

-12V 0A 1A Combined current < 75A 120mV p-p
+5VSB 0.1A 35A 50mV p-p

www.ypower.com |
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Features ®

e Protections : Over current/Over Voltage/Over Temperature

v o | o= Tested To Compty
W [£]F] CB C€ =

* Redundant Module : YM-5501 AxR

Specifications ®
Total Output 1500W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz S 0 210401 |
Input Current 30A max at 115V, 20A max at 230V ﬂ‘ [ HH“H!
Inrush Current 50A max at 115V, 100A max at 230V . L= = . %
Power Factor >0.90/ 115V 60Hz , > 0.80 / 230 V 50Hz w0i§? c
337.5:0.3 &
Earth Leakage Current 3.0mA max at 264VAC / 50Hz __’iﬂ‘ g
Hold Up Time >20mS/115V a2 NI == -
Over Current Protection +3.3V : 69.3A ~ 94.5A ) 2 =] %g @
+5V : 99A ~ 135A g | L g ==
+12V : 42.9A ~ 58.5A ) =1 ) ==
Over Voltage Protection  +3.3V © 3.6V ~ 4.8V 2L il = g
+5V i 5.5V ~ 6.5V |l |z |sl g ==
= 2 chr NI ® o @ ==
#12V 12,8V ~ 156V gleod |15 &Y : ==
“Ifc “I == 2
Short Circuit Protection No damage, resistance < 0.010 oL E?@@ == 2
Efficiency > 70% at Max load of 115 ~ 230VAC 24 | 1= i ; ==
ol | |2 - [*° . e ==
Power Density 4.01 W/in3 S 3 ==
0 == &
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 | == ;1 2
o) )|x =
at 25°C ambient Y 1: == E
Dimension 422.0 (W) x43.0 (H) X 337.5 (L) mm _J/-"ﬂl' f & ‘:
Operating Temperature 0to 40°C | ao.ca01 é m s s r
Operating Humidity 5 - 90 %, Non-condensing . H””Hﬂ
115.040.1 215.040.1 | T
Storage Temperature -40°Cto +70°C #
c
3

Output Minimum Load Maximum Load Ripple & Noise

+33V 05A 63 A 50mV p-p

+5V 05A 90 A Combined +3.3V &+5V 50mV p-p
+12V1 0.2A 39A power < 480 W 120mV p-p
+12V2 0.2A 39A 120mV p-p
+12V3 0.2A 39A +12V1-3 120mV p-p

-12v 0A 1A Combined current £ 117 A 120mV p-p
+5VSB 0A 2A 50mV p-p

o5 | www.ypower.com
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* Redundant Module : YM-2721AxR

4

e Protections : Over current/Over Voltage/Over Temperature
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Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Qutput

+12V

+5VSB

2100W

90 - 264 VAC

47 - 63 Hz

10A max at 115V, 5A max at 230V
60A max at 115V, 60A max at 230V
>0.95/ 115V 60Hz

3.5mA max at 264VAC / 50Hz
>16m5/ 115V

+12V @ 192.5A ~ 227.5A

+12V ¢ 13.3V ~ 14,5V

No damage, resistance < 0.01Q

= 80% at Max load of 115 ~ 230VAC
5.62 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

422.0 (W) x 43.0 (H) X 337.5 (L} mm
0to40°C

5-90 %, Non-condensing

-40 °C to +70 °C

Minimum Load

www.3ypower.com

215.0

115.0

175 A

4A

104.0 104.0 95.5

—_— =N

Maximum Load

413.0£0.5

7.5(2X) ) .. ) 7.5i2><}
TN ﬂ[lﬂﬂl]ﬂﬂ T g
e [||]|]|]|] (AT ﬂﬂl]ﬂl][l[l[l[lﬂl][lﬂ[l]l]l]l]ﬂ[lﬂ

il 3 ks
S B e

é 26. 5 123.0 1230 123.0

E‘-m@ut@»l-ceme'lme FEERL

421.0

Ripple & Noise

120mV p-p

50mV p-p
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High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

Features

s (B (¢

* Redundant Module : YM-2721AxR

Specifications ®
Total Output 2100w
Input Voltage 90 - 264 VAC
Input Frequency 47-63 Hz 7.0 95.5 104.0 104.0 955

Input Current

10A max at 115V, 5A max at 230V
60A max at 115V, 60A max at 230V

Q== JOIE==i] ¢

Inrush Current 3 3
Power Factor >0.95/115V60Hz, > 0.93 / 230V 50Hz _ 1520 ] . 7.5(2%)
A -y
Earth Leakage C t 3.5mA t 264VAC/ 50H i [ ' i * - B
e 1;2}?’: :V ’ % R e R é
ot ime T 2
Over Current Protection +3.3V : 55A ~ 65A " s . . = s &
45V 1 77A ~ 91A g I 2 : : e
+12V : 192.5A ~ 227.5A é’ ;
Over Voltage Protection +3.3V ¢ 3.9V ~ 4.5V - 3 & 3 4 s vl
+5V 1 5.7V ~ 6.5V o 167.5 e
+12V : 13.3V ~ 14,5V - ) 2
& = O - i p=
Short Circuit Protection No damage, resistance < 0.01Q . h i[ : . _
Efficiency > 80% at Max load of 115 ~ 230VAC SYOTY T WO
Power Density 5.63 W/in3 §! LB
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 A x5, 120 1230 123.0 AU
o . = : et o T |~ 4—#6-32 UNC
at 25°C ambient % s ® @.ﬂl@.‘lfg B
Dimension 422.0 (W) x 43.0 (H) X 337.5 (L) mm T 5 asos |

Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

0to 40 °C
5-90 %, Non-condensing
-40°Cto +70°C

Maximum Load

421.0

Ripple & Noise

+33V 05A S50A 50mV p-p

+5V 05A JOA Combined +3.3V &+5V 50mV p-p

+12V 1A 175A Power < 480 W 120mV p-p

12V 0A 08A 120mV p-p

5V 0A 03A 100mV p-p

+5VSB 0A 40A 50mV p-p
m | www.3ypower.com
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Features

1U Redundant
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* Redundant Module : YM-2821AxR

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Qutput

+12V

+5VSB

2400W
90 - 264 VAC
47 -63 Hz

104.0

95.5

5=#E5=32 UNC

14A max at 115V, 7A max at 230V
60A max at 115V, 60A max at 230V

QU= ==y &

>0.95/115V 60Hz _15@w)

1520

413.0£0.5

if?;g}?? :;264"“ / sortz % e Tl é
L e

+12V : 220A ~ 260A .;. - . = : CHIRN

+12V 1 133V ~ 14,5V S 518

No damage, resistance < 0.01Q § ;

> 80% at Max load of 115 ~ 230VAC A ” . " o o

6.42W/in3 Q 1675 S i

100 kHrs per Bellcore SR-332 ISSUET 2 I ) 2

at 25°C ambient I s : i[ : = . z '

422.0 (W) x 43.0 (H) X 337.5 (L) mm Y T T O# T

0 to 40 GC ! 422.020.5

5 - 90 %, Non-condensing E 26'5| = 120 120 | ~4—#5-32 UNC

421.0

Maximum Load

Minimum Load

Ripple & Noise

120mV p-p
0A 4A 50mV p-p
www.3ypower.com [ o2
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Features ®

e Protections : Over current/Over Voltage/Over Temperature
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* Redundant Module : YM-2821AxR

Specifications ®
Total Output 2400W
Input Voltage 90 - 264 VAC s NG
Input Frequency 47 - 63 Hz ﬂﬂ Uﬂ ﬂm Hﬂ ﬂ' — ”W ____,_,| §
Input Current 12A max at 115V, 6A max at 230V 2
Inrush Current 60A max at 115V, 60A max at 230V 2529 . ] ‘ s e
>0.95/ 115V 60Hz, > 0.93/ 230V 50Hz uuuuuuuuuu oy uuuuuuuuu T g
Earth Leakage Current  3.5mA max at 264VAC / 50Hz LT ﬂl]ﬂl]l] 0 ﬂﬂﬂ IO -
Hold Up Time >16mS/ 115V - B - : =R
Over Current Protection +3.3V : 55A ~ 65A 8 o ’ g
+5V  T7A ~91A g %
+12V : 220A ~ 260A L I # . b . " e
Over Voltage Protection +3.3V : 3.9V ~ 4.5V 2 157 sy uses e
+5V 5.7V ~ 6.5V ® I . ol : J |7
+12V @ 13.3V ~ 14.5V . i T i T ]
Short Circuit Protection No damage, resistance £ 0.01Q " _Tf_ _ﬁ_azz o;w:w_ _ﬁ_
Efficiency > 80% at Max load of 115 ~ 230VAC % s 1230 1250 1230
Power Density 6.43 W/in3 ; | —— 1 : . L “t‘:;i';;ﬁm
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 é’ ﬂ:l@lh:@}] I:@ . ); Ge I@I@II@EI
at 25°C ambient - 413.040.5 g
Dimension 422.0 (W) x 43.0 (H) X 337.5 (L} mm L
Operating Temperature 0to 40 °C
Operating Humidity 5-90 %, Non-condensing
Storage Temperature -40°C to +70 °C

Output Minimum Load Maximum Load Ripple & Noise

+33V 05A S50A 50mV p-p
+5V 05A JOA Combined +3.3V &+5V 50mV p-p
+12V 1A 200 A Power <480 W 120mV p-p
12V 0A 08A 120mV p-p
5V 0A 03A 100mV p-p
+5VSB 0A 40A 50mV p-p

| www.ypower.com
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e Protections : Over current/Over Voltage/Over Temperature
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* Redundant Module : YM-2102BxR

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Qutput

+12V

+5VSB

3000W

90 3 264 VAC 7.0 85.5 | 104.0 I 104.0 85.5 RN

Ar-ealie OO ==/l ﬂ3|w~|=ﬂﬂﬂ g

15A max at 115V, 7.5A max at 230V * = * - i/

60A max at 115V, 60A max at 230V mes I W i

>0.95/115V 60Hz, > 0.93 / 230V 50Hz WO ﬂl]l]l]l]l]ﬂ AT o g

3.5mA max at 264VAC / 50Hz IO |]|]|]|]|] T ﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂ[l]ﬂl]ﬂl]l]ﬂ :

>16mS/ 115V o | H : = Z -l

+12V : 264A ~ 312A R | ) g

+12V © 133V ~ 14,5V 3 f

No damage, resistance < 0.01Q L L ? » = " | W

> 80% at Max load of 115 ~ 230VAC o LI oo s c,

8.03 W/in3 =] . -=| : . § |

100 kHrs per Bellcore SR-332 ISSUE1 T h. e T T s

at 25°C ambient ! Lﬂj_ P

422.0 (W) x 43.0 (H) X 337.5 (L) mm : 265 1230 250 50

01040 °C g - ] /- 4-#6-32UNC
™ 3 e 4—#6-32 UNC

5-90 %, Non-condensing S | EI.(@I'K@’;I.‘@I'[@’ I.‘@ [gjl(‘g_}l[gj!

413.0£0.5
421.0

-40 °C to +70 °C

Ripple & Noise

Minimum Load Maximum Load

120mV p-p

50mV p-p

0A 4A

www.3ypower.com
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e Protections : Over current/Over Voltage/Over Temperature

Features

s (B (¢

* Redundant Module : YM-2102BxR

Specifications

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V
+5V

+12V
-12v
-5V

+5VSB

3000W

90 - 264 VAC
47 -63 Hz

15A max at 115V, 7.5A max at 230V

3.5mA max at 264VAC / 50Hz
> 16 mS/115V

+3.3V : 55A ~ 65A

+5V : 77A ~ 91A

+12V : 231A ~ 273A

+3.3V : 3.9V ~ 4.5V

+5V : 5.7V ~ 6.5V

+12V £ 13.3V ~ 14,5V

No damage, resistance < 0.010

60A max at 115V, 60A max at 230V
>0.95/115V60Hz, > 0.93 / 230V 50Hz

7.0

895.5 104.0 104,

V] 95.5

Q== JOIE==i] ¢

= 80% at Max load of 115 ~ 230VAC

8.03 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

422.0 (W) x 43.0 (H) X 337.5 (L) mm

0to 40 °C
5-90 %, Non-condensing
-40°Cto +70°C

05A

05A
1A
0A
0A

0A

Maximum Load

421.0

e~ S 3

_J% e Tl é
L e g
B B

E! 26.5 123.0 123.0 123.0

JHIE EERRL

Ripple & Noise

50A 50mV p-p

JOA Combined +3.3V &+5V 50mV p-p

210 A Power < 480 W 120mV p-p

08A 120mV p-p

03A 100mV p-p

40A 50mV p-p
www.3ypower.com
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High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

g

Features

P¥os (B (€ ® © k==

* Redundant Module : YM-2301HxR

Specifications ®
Total Output 300W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz 2 580 10
Input Current 5A max at 115V, 2.5A max at 230V g 380 2.0
Inrush Current 80A max at 115V, 150A max at 230V (; 0420
Power Factor >0.98 /115 V 60Hz, > 0.94 / 230 V 50Hz 3| M 3
Earth Leakage Current 3.5mA max at 264VAC / 50Hz #_'_;L L] ) 1 1 5 G
DO o
Over Current Protection +3.3V : 16.5A ~ 22.5A Hu@ﬂuﬂu”g&”” uu””””””ﬂu[m
+5V 1 16.5A ~ 22.5A o
+12V : 26.4A ~ 36A 2 %
Over Voltage Protection +3.3V : 3.9V ~ 4.5V E g
o
+5V & 5.7V ~ 6.5V =
F12V £ 133V ~ 14,5V i LERE
Short Circuit Protection No damage, resistance < 0.010 R l_ § § [E]
Efficiency > 75% at Max load of 115 ~ 230VAC =E‘=@ g g g
Power Density 3.40 W/in3 5 40 ¢
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 gﬂ £
at 25°C ambient ol o " O
Dimension 84.0 (W) x 82.0 (H) X 210.0 (L) mm g g

Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V

+5V

+12V

-12V

+5VSB

0to 40°C
5-90 %, Non-condensing
-40°C to +70°C

Maximum Load

0.5 A 20 A

0.5A 20A

2A 24 A

0.1A 0.5A

0A 47
www.3ypower.com

e

64.0

52003

Ripple & Noise

50mV p-p

Combined +3.3V & +5V 50mV p-p
Power < 140 W 120mV p-p
120mV p-p

50mV p-p
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Features ®

e Protections : Over current/Over Voltage/Over Temperature

* Redundant Module : YM-6351NxR

Specifications ®
Total Output 350W
Input Voltage 90 - 264 VAC
66.0£0.3 16,5403
Input Frequency 47 -63 Hz [ "

10.240.3

Input Current 15A max at 115V, 7.5A max at 230V
Inrush Current 80A max at 90V - 264V :S
Power Factor >0.95/115V60Hz, > 0.93 / 230V 50Hz ’
Earth Leakage Current 3.5mA max at 264VAC / 50Hz é" 700803 | 11903
Hold Up Time The power supply holdup time requirements g .
to 75% of maximum load. s ire g .
Owver Current Protection +3.3V : 22A ~ 40A %E%EEEE%HE%EH ) . HEH%HHH%H{H%H% . EH&EQH%E%EE}_EEH
15V : 27.5A ~ 50A E = ’ i = =
+12V : 45.5A max. s_B . | = - =
Over Voltage Protection +3.3V : 3.9V ~ 4.5V )
45V 5.7V ~ 6.5V o 5 of
+12V 5 13.3V ~ 14,5V o . T 3
Short Circuit Protection No damage, resistance £ 0.01Q 3; 3 | N ! e .
Efficiency > 65% at Max load of 115 ~ 230VAC § 3 L : E
Power Density 2.25 W/in3 7;;} o 0.0 . TSI B ;_i#t’ﬁ
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 lszmi‘ 52003 1010608 e L
at 25°C ambient . . .
Dimension 101.0 (W) x 84.0 (H) X 300.0 (L) mm

83.5+0.5

Operating Temperature 0to 50 °C
Operating Humidity 5 - 90 %, Non-condensing
Storage Temperature -40 °C to +70 °C

Output Minimum Load Maximum Load Ripple & Noise

+33V 05A 20A 50mV p-p
+5V 0.5A 25A Combined +3.3V &+5V 50mV p-p
+12V 20A 35A Power < 150 W 120mV p-p
-12V 0OA 05A 120mV p-p
+5 VSB 0A 40A 50mV p-p

0467 I www.3ypower.com
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Specifications

YH7501-1CxR

Features

4

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

* Redundant Module : YM-5501 AxR

2U Redundant

Total Output 500W

Input Voltage 90 - 264 VAC

Input Frequency 47 - 63 Hz

Input Current 10A max at 115V, 5A max at 230V

Inrush Current 50A max at 115V, 100A max at 230V g § 5;;'4 o

Power Factor >0.95/ 115V 60Hz, > 0.93 / 230V 50Hz ; E a0

Earth Leakage Current 3.5mA max at 264VAC / 50Hz %:,.; 3 * r——m! =]

Hold Up Time >20mS/ 115V * pR— = == ﬁii] ——

Over Current Protection +3.3V 1 23.1A ~ 31.5A SS UH UU ==
+5V ¢ 33A ~ 45A — —
+12V ¢ 42.9A ~ 58.5A N[ (1

Over Voltage Protection +3.3V : 3.9V ~ 4.5V ’ i
+5V : 5.7V ~ 6.5V s H
+12V : 133V ~ 145V § E

Short Circuit Protection No damage, resistance £ 0.01Q ” 2 i °

Efficiency = 70% at Max load of 115 ~ 230VAC

Power Density 3.05 W/in3 U UU g U U

MTBF 100 kHrs per Bellcore SR-332 ISSUE1 %’; N u b
at 25°C ambient — 4 “{?ﬁj b‘E&’;‘P

Dimension 101.0 (W) x 85.0 (H) X 313.0 (L) mm 1017485 g
0to 50 °C

Operating Temperature
5-90 %, Non-condensing
-40°C to +70 °C

Operating Humidity

Storage Temperature

Maximum Load Ripple & Noise

DUtpUt

33V 0.5A 50mV p-p

+5V 05A 30A Combined +3.3V & +5V 50mV p-p

+12V 15A 39A Power < 160 W 120mV p-p

12V 0A 1A 120mV p-p

+5VSB 0.1A 2A 50mV p-p
www.3ypower.com I
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Features ®

| e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

* Redundant Module : YM-6521BxR

Specifications ®
Total Output 520W
Input Voltage 90 - 264 VAC
68.040.3 16.540.3
Input Frequency 47 - 63 Hz [ 7
Eﬂ.i
Input Current 8.5A max at 115V, 4A max at 230V
Inrush Current 50A max at 115V, 60A max at 230V g
Power Factor >0.95/ 115V 60Hz, > 0.93 / 230V 50Hz
Earth Leakage Current 3.5mA max at 264VAC / 50Hz T Soine | (116605
g : ——
Hold Up Time >16mS/ 115V E .
Over Current Protection +33V : 26.4A ~ 48A —  v— =
(0000000000000 Q0000000000000 Q0uoogoaca0000;

+5V ¢ 27.5A ~ 50A 000310000000000 NnnE 0001000000008

+12V : 38.5A ~ 70A g E
Over Voltage Protection +3.3V : 3.9V ~ 4.5V =q = .

+5V i 5.7V ~ 6.5V o

+12V : 133V ~ 145V o S ol
Short Circuit Protection No damage, resistance £ 0.01Q e * g

S < ol 8
Efficiency >65% at Max load of 115 ~ 230VAC 8| i ! o 11
- T |® . gl =
Power Density 3.33 W/in3 2 g L2} 3 &
; zl 5.0 o | 2 -n'__? .

MTBF 100 kHrs per Bellcore SR-332 ISSUE1 ;;.3— : ”‘mm — .—Wu—f

at 25°C ambient 16.2:03] [52020.3 1010805 R0, By
Dimension 101.0 (W) x 84.4 (H) X 300.0 (L} mm
Operating Temperature 01to 50 °C g
Operating Humidity 5-90 %, Non-condensing 8
Storage Temperature -40°C to +70 °C

+33V 05A 24 A 50mV p-p
+5V 05A 25A Combined +3.3V & +5V 50mV p-p
+12V 2A 35A Power <150 W 120mV p-p
-12V 0OA 05A 20mV p-p
-5V 0A 4 A 120mV p-p
+5VSB 0A 0.2A 50mV p-p

o | www.ypower.com
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Features ®

| e Protections : Over current/Over Voltage/Over Temperature

¥ (B C€

* Redundant Module : YM-6621BxR

Specifications ®

Total Output 620W

Input Voltage 90 - 264 VAC

Input Frequency 47 -63 Hz L

Input Current 10A max at 115V, 5A max at 230V

Inrush Current 50A max at 115V, 60A max at 230V :S

Power Factor >0.95/115V60Hz, > 0.93 / 230V 50Hz ’

Earth Leakage Current 3.5mA max at 264VAC / 50Hz r

Hold Up Time >16 mS/115V § .

Over Current Protection +3.3V : 27.5A ~ 50A s ire g =
45V : 33 60A gy Lo | (e
+12V : 52.8A ~ 96A % % i f

Over Voltage Protection +3.3V : 3.9V ~ 4.5V =, -
+5V : 5.7V ~ 6.5V @
+12V 1 13.3V ~ 145V @ g T

Short Circuit Protection No damage, resistance < 0.010 a = B ) %

Efficiency > 65% at Max load of 115 ~ 230VAC él 3 | i 1 Tl : i

Power Density 3.97W/in3 § : ’ % E

MTBF 100 kHrs per Bellcore SR-332 ISSUE1 3 ﬁ,ﬂﬁg d k@
at 25°C ambient T i 155202 | 155:03

Dimension 101.0 (W) x 84.4 (H) X 300.0 (L) mm

Operating Temperature 0to 50°C g
Operating Humidity 5-90 %, Non-condensing g
Storage Temperature -40°C to +70°C

+33V 05A 25A 50mV p-p
+5V 05A 30A Combined +3.3V & +5V 50mV p-p
+12V 2A 48 A Power <150 W 120mV p-p
-12V 0OA 05A 120mV p-p
-5V 0A 4 A 120mV p-p
+5VSB 0A 0.2A 50mV p-p

www 3ypower.com oo
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Features ®

e Protections : Over current/Over Voltage/Over Temperature

W [£5] (B (€ ® © E==

* Redundant Module : YM-2681HxR

Specifications ®
Total Output 680W r——
Input Voltage 90 - 264 VAC o
Input Frequency 47 - 63 Hz E
Input Current 80A max at 115V, 8A max at 230V K
Inrush Current 115V / 230V, No damage Sooooooone
Power Factor >0.98/ 115V 60Hz, > 0.94 / 230V 50Hz o
Earth Leakage Current 3.5mA max at 264VAC / 50Hz = % = )
Hold Up Time >16mS/ 115V ) : . Elm °

QOver Current Protection +3.3V : 22A ~ 28A [ ] r
+5V + 22A ~ 28A R Q

+12V ¢ 46.2A ~ 67A
Over Voltage Protection +3.3V : 3.9V ~ 4.5V

+5V : 5.7V ~ 6.5V " é
+12V : 133V ~ 145V . g
Short Circuit Protection No damage, resistance = 0.01Q %é :‘:jnj
Efficiency > 80% at Max load of 115 ~ 230VAC L DU gl—1, | #UUU UL
Power Density 5.17 W/in3 Lo an i A 5, j “‘;,g_,@_]
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 3rJ; lih_— # H ' él R NE P,
at 25°C ambient g, o060 L0002 1, [H6.0:02 L 50.0:0.2 ssiog
Dimension 101.0 (W) x 82.0 (H) X 260.0 (L) mm f e ©
Operating Temperature -20t0 50 °C ol Egﬁ |,,:,,u g
Operating Humidity 85 %, Non-condensing = § o o %E
Storage Temperature -40°C to +70 °C g KCs: (2,0 jg

Output Minimum Load Maximum Load Ripple & Noise

+33V 15A 20A 50mV p-p
+5V 1A 20A 50mV p-p
+12V 1A 42 A 120mV p-p
-12V 0A 05A 120mV p-p
+5 VSB 0.1A 6.0A 50mV p-p

071 I www.3ypower.com
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PMBUS &0 PLUS

Features

Specifications

c“us

042783

* Redundant Module : YM-2721AxR

4

e Protections : Over current/Over Voltage/Over Temperature

B©®O

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Efficiency
Power Density
MTEI

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V
+5V

+12V
-12v

+5VSB

720W

90 - 264 VAC

47 - 63 Hz

10A max at 115V, 5A max at 230V
60A max at 115V, 100A max at 230V
>0.95/ 115V 60Hz, > 0.90 / 230V 50Hz
3.5mA max at 264VAC / 50Hz
>18m5/115V

+3.3V : 26.4A ~ 36A

+5V ¢ 33A ~ 45A

+12V ¢ 61.6A ~ 84A

+3.3V : 3.9V ~ 4.8V

+5V : 5.7V ~ 6.5V

+12V : 13.3V ~ 15.6V

= 80% at Max load of 115 ~ 230VAC
4.61 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

101.7 (W) x 83.8 (H) X 300.0 (L) mm
0to 40 °C

85 % RH, Non-condensing

-40°Cto +70°C

91.0£0.3
E
B6.0+0.15 't
3 ¥
E %
o
- 1
g 2
8 e Y
=]
B
L ‘H 5.8£0.3 é
- E x
<TE T % EEEE._y
S ° ° jaaaal
l/ == OO0
Q B B
=
5 540 50
o T e
T re
g “
s b
" 2 = S o || 2 a
3 SPEC LASEL. -3 . 5
o £
o B _ §
T T
b= (=1
= - 2
= =] 2
. o ﬁ] 4 of ] -
L i i @ Fre— & |
atal 11 ol @
] R
] s s bt 36,3603
SOa08 wo® 255402 50.040.15 o A i
52.040.15 16.840.3
16.840.3| [52.020.15 158402 T0.0£0.15
101,705
o
=
H
o
2

Maximum Load

0.1 A 24 A
0.1A 30A
1A 56 A
0A 0.5A
0.1A 3A
www.3ypower.com

+33V,+5V,+12V,-12V & +5VSB

Combined Power < 720 W

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p

50mV p-p

o
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4

e Protections : Over current/Over Voltage/Over Temperature

Features

A¥es (B (€ ©® O k===

* Redundant Module : YM-2721CxR

Specifications ®
Total Output 720W
Input Voltage 90 - 264 VAC S
Input Frequency 47 -63 Hz 504015 g
Input Current 10A max at 115V, 5A max at 230V % i
Inrush Current 60A max at 115V, 100A max at 230V L]
Power Factor > 0.95/ 115V 60Hz, > 0.90 / 230V 50Hz é %
Earth Leakage Current 3.5mA max at 264VAC / 50Hz % ’ %
Hold Up Time >16mS/ 115V ) y Iwm il i
Over Current Protection +3.3V : 26.4A ~ 36A i ° ,-: %gg’na/
+5V : 33A ~ 45A Tno
+12V : 61.6A ~ 84A % ﬂ_r 'T‘E
Over Voltage Protection ~ +3.3V : 3.9V ~ 4.8V z ol B .
+5V 5.7V ~ 6.5V 5 = & . § 1= 1L 8|3
+12V : 133V ~ 156V oo m M :
Efficiency =92% at Min load of 230VAC & o
Power Density 4.61 W/in3 s | | g & L s
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 o Bt ““! 2l ol = =My
at 25°C ambient i msk.ﬂédk_jg % oo | |lool ] g % [LJL 36,3203
Dimension 101.7 (W) x 83.8 (H) X 300.0 (L) mm 5204015 |18.8:0.3
Operating Temperature 0to40°C Ran o ML
101.740.5

Operating Humidity 85 % RH, Non-condensing

Storage Temperature -40°C to 470 °C

83.840.5

Maximum Load Ripple & Noise

DUtpUt

+33V 0.1A 24A 50mV p-p
+5V 0.1A 30A +33V, 45V, +12V,-12V & +5VSB 50mV p-p
+12V 1A 56 A Combined Power < 720 W 120mV p-p
-12V 0OA 05A 120mV p-p
+5VSB 0.1A 3A 50mV p-p
073 I www.3ypower.com
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* Redundant Module : YM-2821AxR

4

e Protections : Over current/Over Voltage/Over Temperature

LEIBE®OS

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Efficiency
Power Density
MTEI

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

820W

90 - 264 VAC

47 - 63 Hz

12A max at 115V, 6A max at 230V
60A max at 115V, 100A max at 230V
>0.95/115V 60Hz, > 0.90/ 230V 50Hz
3.5mA max at 264VAC / 50Hz

> 18 mS/115V

+3.3V : 26.4A ~ 36A

+5V ¢ 33A ~ 45A

+12V ¢ 70.4A ~ 96A

+3.3V : 3.9V ~ 4.8V

+5V : 5.7V ~ 6.5V

+12V : 13.3V ~ 15.6V

= 80% at Max load of 115 ~ 230VAC
5.26W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

101.7 (W) x 83.8 (H) X 300.0 (L) mm
0to 40 °C

85 % RH, Non-condensing

-40°Cto +70°C

265.5

91.0£0.3
[&]
860015 |5
3 £
o
- 3]
L=
g 2
8 = %
5
o
B840 ‘H 5.840.3 z
4 = = a5
e : R el
[ ] a ?) fm.u(ula}
l/ = 00
% | &
50 5.0
=2
o T T
T
2 .
o E o
2 = = o || 2 o
SPEC LABEL 3 s -
- _ w
puyTr oy
-] =
=3 = =
= = -
o o glg. o || B
F ]| H mAIIAE
alal T1 af o
9|9 R
363403 | 1= ' el s 36.320.3
©© asm0z| | 5004015 © 9
520:0.15 | 16.820.3
16.8£0.3| (5205015 158802 | |70.04015
101.740.5
0
s
H
@
@
[--]

Maximum Load Ripple & Noise

DUtpUt

+33V 0.1A 24 A 50mV p-p

+5V 0.1A 30A +33V,+5V,+12V,-12V & 5VSB 50mV p-p

+12V 1A 64 A Combined Power < 820 W 120mV p-p

-12V 0OA 05A 120mV p-p

+5VSB 0.1A 3A 50mV p-p
www.3ypower.com I
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e Protections : Over current/Over Voltage/Over Temperature

Features
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* Redundant Module : YM-2821FxR

Specifications ®
Total Output 820W
Input Voltage 90 - 264 VAC
91.0:03
Input Frequency 47 -63 Hz 6.040.15 g
Input Current 12A max at 115V, 6A max at 230V % &
o0 g
Inrush Current 60A max at 115V, 100A max at 230V L]
Power Factor >0.95/115V 60Hz, > 0.90 / 230 V 50Hz 3 E
Earth Leakage Current 3.5mA max at 264VAC / 50Hz % %
Hold Up Time > 16 mS/115V ) Iwm i
" n x i L] «'_ CIES
Over Current Protection +3.3V : 26.4A ~ 36A B 1. %EE /
+5V : 33A ~ 45A & e
4 B
+12V : 70.4A ~ 96A £ 50 1|50
g T I
Over Voltage Protection ~ +3.3V : 3.9V ~ 4.8V ¢ "
+5V 1 5.7V ~ 6.5V of 8 - g illis 8|3
#12V 1 133V ~ 15,6V Yoo ‘ i 8
Efficiency >92% at Min load of 230VAC & &
Power Density 5.26W/in3 = | | & a L -
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 ? d - “"! ~ o Ce oo
at 25°C ambient k kjg 3 il [LJL
3.3203) T~ wo© ogs42| | |5004014 @ w 2.8104
Dimension 101.7 (W) x 83.8 (H) X 300.0 (L) mm 2 0s015 |16.8:0.3
16.840.3| [52.0:0.15! 158402 70.040.15

0to 40°C
85 % RH, Non-condensing
-40 °C to 470 °C

Operating Temperature

101.740.5

Operating Humidity

Storage Temperature

83.840.5

Maximum Load Ripple & Noise

DUtpUt

433V 0.1A 24 A 50mV p-p
+5V 0.1A 30A +33V,+5V,+12V,-12V & 5VSB 50mV p-p
+12V 1A 64 A Combined Power < 820 W 120mV p-p
-12V 0OA 05A 120mV p-p
+5VSB 0.1A 3A 50mV p-p
075 I www.3ypower.com
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* Redundant Module : YM-2102BxR

4

e Protections : Over current/Over Voltage/Over Temperature

B©®O

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Efficiency
Power Density
MTEI

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+33V

+5V

+12V

-12V

+5VSB

1000W

90 - 264 VAC

47 - 63 Hz

15A max at 115V, 7.5A max at 230V
60A max at 115V, 100A max at 230V
>0.95/ 115V 60Hz, > 0.90 / 230V 50Hz
3.5mA max at 264VAC / 50Hz
>16m5/ 115V

+3.3V : 26.4A ~ 36A

+5V ¢ 33A ~ 45A

+12V : 86.9A ~ 118.5A

+3.3V : 3.9V ~ 4.8V

+5V : 5.7V ~ 6.5V

+12V : 13.3V ~ 15.6V

= 80% at Max load of 115 ~ 230VAC
6.41 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

101.7 (W) x 83.8 (H) X 300.0 (L) mm
0to 40 °C

85 % RH, Non-condensing

-40°Cto +70°C

91.0:0.3
o
8602015 |2
3 £
p
=, ]
g 2
8 % e
=2
o
5810.3 ‘H s.sm.aé
I ) R el
[ ] a ?) fm.u(ula}
l/ = 00
Q | &
£ 50 50
2 3
o T T
T o
g “
= T
wl B = g o]~ 2| =
8 SPEC LASEL 3 " " -
o™ £
b T s g
=] =
=3 o =1
= = -
o o glg. o || B
q 1 | o Fre— & |
alal T1 af o
1] Bl
| A olao ol a 36.310.3
20.410.3 w0 02| | |S008015 e e
5204015 |16.840.3
16.8:0.3) |520:0.15 156402| | 70.0£0.15
101.740.5

Maximum Load

0.1 A 24 A
0.1A 30A
1A 79 A
0A 0.5A
0.1A 3A
www.3ypower.com

+33V,+5V,+12V,-12V & +5VSB

Combined Power < 1000 W

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p

50mV p-p

| I



2U Redundant

W 2U Redundant | yHs102-1FxR @l PIVII@ @

Epiem Management
EEMI - —— PMBUS 80 PLUS

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥es (B (€ ©® O k==

* Redundant Module : YM-2102FxR

Specifications ®
Total Output 1000W
Input Voltage 90 - 264 VAC e
Input Frequency 47 -63 Hz 6.040.15 %
Input Current 15A max at 115V, 7.5A max at 230V % ;
Inrush Current 60A max at 115V, 100A max at 230V L]
Power Factor > 0.95/ 115V 60Hz, > 0.90 / 230V 50Hz é %
Earth Leakage Current 3.5mA max at 264VAC / 50Hz i ’ %
Hold Up Time >16mS/ 115V . . Iwm o i
® < CIES
Over Current Protection +3.3V : 26.4A ~ 36A B 0 _ %EE /
+5V : 33A ~ 45A [
+12V : 86.9A ~ 118.5A % A ARl
Over Voltage Protection +3.3V : 3.9V ~ 4.8V z N B @
+5V 5.7V ~ 6.5V ol 8 & . § 1= 1L 8|3
+12V : 13.3V ~ 156V : =BT e B %
Efficiency =92% at Mid load of 230VAC - e
Power Density 6.41 W/in3 £ | | 2 s & L ®
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 o Bt "“! 2l el = =By
at 25°C ambient sﬁ_m_ak_ﬁ;dkjg % sesisol | |anidis g % [L,JL 383103
Dimension 101.7 (W) x 83.8 (H) X 300.0 (L) mm - s Drisasis 5201015 |16.840.3

Operating Temperature 0to40°C

101.740.5

Operating Humidity 85 % RH, Non-condensing
Storage Temperature -40°C to 470 °C

83.840.5

433V 0.1A 24 A 50mV p-p
+5V 0.1A 30A +33V, 45V, +12V,-12V & +5VSB 50mV p-p
+12V 1A 79A Combined Power < 1000 W 120mV p-p
-12V 0OA 05A 120mV p-p
+5 VSB 0.1A 6A 50mV p-p

077 | www.3ypower.com
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Features

3U Redundant

&

High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

“A¥us (B (€ © ==
Specifications ®
Total Output 760W ey
Input Voltage 90 - 264 VAC ¥ . ..j
Input Frequency 47 - 63 Hz S () %
Input Current 14A max at 115V, BA max at 230V ; _E_§=§ 8
Inrush Current 50A max at 115V, 100A max at 230V %%% %
| | " | — 1
Power Factor >0.95/ 115V 60Hz, > 0.93 / 230V 50Hz £l — g
Earth Leakage Current 3.5mA max at 264VAC / 50Hz ‘{JTJ
Hold Up Time >20mS/ 115V
8 e | > B - [
Over Current Protection  +3.3V : 39.6A ~ 54A 0= 00° 00~ 0000000000} S0 Co0 P
+5V : 39.6A ~ 54A | ————
+12V1-2 ¢ 19.8A ~ 27A - -
+12V3-4 : 20.9A ~ 28.5A 3 .
Over Voltage Protection 4+3.3V : 3.9V ~ 4.5V % A % A 4
+5V : 5.7V ~ 6.5V E'!"E
+12V 1 13.3V ~ 145V L85
Short Circuit Protection No damage, resistance = 0.010 | 1 i i |
Efficiency > 60% at Max load of 115 ~ 230VAC g : :
Power Density 3.93W/in3 ° = R o
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 ¥ ‘L
at 25°C ambient ! i !
Dimension 86.0 (W) x 127.0 (H) X 290.0 (L) mm g )
Operating Temperature 0to40°C g
Operating Humidity 5-90 %, Non-condensing §
Storage Temperature -40°Cto +70 °C

Minimum Load

+33V
+5V
+12V1
+12V2
+12V3
+12V4
-12V

+5VSB

Maximum Load

0.5A 36 A
0.5A 36A Combined +3.3V &+5V
0.2A 18A Power <200 W
0.2A 18 A
02A 19A Combined current
0.2A 19A +12V1-4<50A
0A 1A
0.1 A 3.5A

www.3ypower.com

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p
120mV p-p
120mV p-p
120mV p-p

50mV p-p

[
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Specifications

Features

A [E]E
5
c w

&

High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

(B ®

04278

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V
+5V
+12V1
+12V2
+12V3
+12V4
-12V

+5VSB

079 |

840W

90 - 264 VAC

47 -63 Hz

14A max at 115V, 8A max at 230V
60A max at 110V, 120A max at 230V
>0.95/115V60Hz, >0.93/230V5
3.5mA max at 264VAC / 50Hz

> 20 mS/115V

+3.3V : 39.6A ~ 54A

+5V : 39.6A ~ 54A

+12V1-2 : 19.8A ~ 27A

+12V3-4 : 20.9A ~ 28.5A

+3.3V : 3.9V ~ 4.5V

+5V ¢ 57V ~ 6.5V

+12V 1 13.3V ~ 14.5V

No damage, resistance < 0.010

= 65% at Max load of 115 ~ 230VAC
4.35 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

86.0 (W) x 127.0 (H) X 290.0 (L) mm
0to 40 °C

5 - 90 %, Non-condensing

-40°C to +70 °C

Maximum Load

100.040.5
"
i o .."'-.
2 (et f
===
=s==38
OH Eﬁ%
4 o - [
-_.—J
9.0 68.0
=T & - ®__ |* [ —~@ [
L L n ann SR (S
0= 00° 00 MOO00000000K | 00 “00
——— ) —— )
g §
o g - #
§
AREE
| — m: : —————
73 T
O |
%
o
2 “

Ripple & Noise

05A 36 A 50mV p-p
05A 36 A Combined +3.3V &+5V 50mV p-p
0.2A 18A Power <200 W 120mV p-p
0.2A 18 A 120mV p-p
0.2A 19A Combined current 120mV p-p
0.2A 19A +12V1-4=50A 120mV p-p

0A 1A 120mV p-p
0.1A 35A 50mV p-p

www.3ypower.com
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Specifications
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papy = PMBUS

YH8901-2AxR

High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

* Redundant Module : YM-2451CxR

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

QOver Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V

+5V

+12V1

+12V2

+12V3

-12V

+5VSB

900W
90 - 264 VAC
47 - 63 Hz

10A max at 115V, 5A max at 230V
40A max at 115V, 60A max at 230V
>0.98/ 115V 60Hz, > 0.94 / 230V 50Hz
3.5mA max at 264VAC / 50Hz

>17mS/ 115V

+3.3V : 26.4A ~ 36A

+5V ¢ 26.4A ~ 36A

+12V ¢ 21.67A ~ 29.55A

+3.3V : 3.9V ~ 4.5V

45V : 5.7V ~ 6.5V

+12V 1 133V ~ 14.5V

No damage, resistance £ 0.010Q

= 80% at Max load of 115 ~ 230VAC

6.03 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

-5t040°C

5-90 %, Non-condensing

-40°Cto +70 °C

1183 5.0
® Tath INeINO o
e e
oloooogoooonodo] [ | [, odbooooonooanoto
s = o =0
= o (e [ -] |:|
o d = . o =] d -
g HE s 16l ] 3
3 o é - P s | le ¢
d el ] =] i|
o (AL | | lce—o¢
54.5 (W) x 128.3 (H) X 350.0 (L) mm @@@ v U:; Eﬂ@ U &
70.0 20.2
E; ;
128.320.4

15A

1A

05A

0.5A

1A

0A

0.15A

Maximum Load Ripple & Noise

24 A 50mV p-p
24 A Combined +3.3V & +5V 50mV p-p
19.7 A Power<170 W 120mV p-p
19.7 A 120mV p-p
19.7 A 433V, 45V &+12V1-3 120mV p-p
0.5A Combined Max Power = 878 W 120mV p-p

3A 50mV p-p

www.3ypower.com
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Sysem Nansgemed
Pop e e PMBUS High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C€

* Redundant Module : YM-2651BxR

Specifications ®
Total Output 1300W
Input Voltage 90 - 264 VAC
1183 50
Input Frequency 47 -63 Hz = 1[
Input Current 8A max at 115V, 4A max at 230V $ : = 3 &
g I LNAINO o
Inrush Current 40A max at 110V, 60A max at 230V \E z - .
Power Factor >0.98 /115 V 60Hz, > 0.94 / 230 V 50Hz . . E
Earth Leakage Current 3.5mA max at 264VAC / 50Hz gﬁmgggggmggﬁm ggﬁgmggggggggﬁg
o ® )
Hold Up Time =17 mS/115V P s s -
Over Current Protection +3.3V : 26.4A ~ 36A A F
+5V : 26.4A ~ 36A
+12V : 33.88A ~ 46.2A
] ] (o] ot— 5
Over Voltage Protection +3.3V : 3.9V ~ 4.5V A s . . o . -
+5V ¢ 5.7V ~ 6.5V : 3|8 = W] E
#12V 5 13.3V ~ 145V j o 2|l = I = B
Short Circuit Protection No damage, resistance < 0.010 i = °
Efficiency = 80% at Max load of 115 ~ 230VAC
Power Density 8.70 W/in3 S §
MTBF 100 kHrs per Bellcore SR-332 ISSUE1
: rrm—r 1 O C——F
at 25°C ambient S 5 o © 5 !
Dimension 54.5 (W) x 128.3 (H) X 350.0 (L) mm @j @ @ v U Ey @ L) &
700 292
Operating Temperature 0to 25°C bac
Operating Humidity 5 - 90 %, Non-condensing e 3
Storage Temperature -40°Cto +70°C 3

128.320.4

Output Minimum Load Maximum Load Ripple & Noise

+33V 1.5A 24 A 50mV p-p

+5V 1A 24 A Combined +3.3V &+5V 50mV p-p
+12V1 05A 30.8 A Power £ 170W 120mV p-p
+12V2 05A 308 A 120mV p-p
+12V3 1A 30.8A 120mV p-p

-12v 0A 05A 120mV p-p
+5 VSB 0.15 A 3A 50mV p-p

| www.ypower.com
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High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

Features

A
SSA N

e

¥ (B C¢€

* Redundant Module : YM-46351QxR

Specifications 2
Total Output 350W
Input Voltage 90 - 264 VAC
Input Frequency 47 - 63 Hz 5

6A max at 115V, 3A max at 230V
50A max at 115V, 60A max at 230V
>0.95/ 115V 60Hz, > 0.90 / 230V 50Hz

Input Current B 1 0 O C
DER@=0EEZDn|
o o o o o o
T e

Inrush Current

[
oo

Power Factor

Earth Leakage Current 3.5mA max at 264VAC / 50Hz g 1100 i
3 |
. =z
Hold Up Time >16m5/ 115V ; 50.0 30.0
B

TAPPING

S—
|4.5

100

M A
(i —rﬂﬂﬂﬂlTﬂﬂﬂ[lﬂ[lﬂﬂﬂﬂl]ﬂ[lﬂﬂ]ﬂl]ﬂﬂﬁ—

+3.3V : 22A ~ 30A
+5V : 27.5A ~ 37.5A
+12V : 26.4A ~ 36A
+3.3V : 3.9V ~ 4.5V
45V : 5.7V ~ 6.5V
+12V : 13.3V ~ 14.5V

QOver Current Protection

L
MO0 aaachEREd

Over Voltage Protection

SPEC LABEL

190.0£0.5
194.0
200.0

Efficiency

Power Density

= 80% at Max load of 115 ~ 230VAC
2.40 W/in3

MTEF 100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient § I

Dimension 150.0 (W) x 84.0 (H) X 190.0 (L) mm %g

Operating Temperature 0to 50 °C %é

5-90 %, Non-condensing
-20°C to +80 °C

Operating Humidity

Storage Temperature

& &

+ &

Maximum Load Ripple & Noise

Minimum Load

+33V 05A 20A 50mV p-p

+5V 05A 25A Combined +3.3V &+5V 50mV p-p

+12V 1A 24 A Power <150 W 120mV p-p

-12V 0OA 08A 120mV p-p

5V 0A 0.5A Combined +33V,+5V, +12V, 120mV p-p

+5 VS 0A 4A -12 V & +5VSB Power =350 W 50mV p-p
www.3ypower.com Im
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Features ®

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

* Redundant Module : YM-6451CxR

Specifications ®
Total Output 450W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz e
Input Current 8A max at 115V, 4A max at 230V CopEOOnENODEG
002 R@=0EDZnn|
Inrush Current 50A max at 115V, 60A max at 230V ;_Eﬂﬂmﬂﬂﬂﬂg
Power Factor > 0.95 / 115V 60Hz, > 0.90 / 230V 50Hz Je
Earth Leakage Current 3.5mA max at 264VAC / 50Hz §
Hold Up Time >16mS/ 115V g% 1:; :Z
Over Current Protection +3.3V : 22A ~ 30A %g 109

S—
|4.5

+5V : 27.5A ~ 37.5A L_\ﬂﬂmm “ﬁTo = WJ
+12V : 38.5A ~ 52.5A JERGEERICnOnTY —rﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂ[ﬂﬂﬂﬂﬂﬂ— ]

Over Voltage Protection +3.3V : 3.9V ~ 4.5V
+5V : 5.7V ~ 6.5V

+12V ¢ 133V ~ 14.5V " | seEc LaBEL ) §§é§
Efficiency > 80% at Max load of 115 ~ 230VAC i
Power Density 3.08 W/in3
MTBF 100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient g
Dimension 150.0 (W) x 84.0 (H) X 190.0 (L) mm %g
Operating Temperature 0to50°C <3
Operating Humidity 5-90 %, Non-condensing
Storage Temperature -20°C to 480 °C >

+ &

Output Minimum Load Maximum Load Ripple & Noise

+33V 05A 20A Combined 433V &+5V 50mV p-p
+5V 05A 25A Power = 150 W 50mV p-p
+12V 1A 35A 120mV p-p
-12v 0A 0.8A Combined +33V,+5V, +12V, 120mV p-p
Y 0A 0.5A -12V & +5VSB Power <450 W 120mV p-p
+5VSB 0A 47 50mV p-p

| www.ypower.com
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Specifications

Features

MINI Redundant

High Efficiency

A
SSA N

ARG

042783

(B ®

* Redundant Module : YM-6501KxR

4

e Protections : Over current/Over Voltage/Over Temperature

A (£
5
c w

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

QOver Current Protection

Over Voltage Protection

Efficiency
Power Density
MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V
+5V

+12V
-12V
-5V

+5VS

500W

90 - 264 VAC

47 - 63 Hz

8A max at 115V, 4A max at 230V
50A max at 115V, 60A max at 230V
>0.95/ 115V 60Hz, > 0.90 / 230V 50Hz
3.5mA max at 264VAC / 50Hz
>16m5/ 115V

+3.3V : 22A ~ 30A

+5V : 27.5A ~ 37.5A

+12V : 44A ~ 60A

+3.3V 5 3.9V ~ 4.5V

+5V : 5.7V ~ 6.5V

+12V @ 13.3V ~ 14.5V

= 80% at Max load of 115 ~ 230VAC
3.42 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

150.0 (W) x 84.0 (H) X 190.0 (L) mm
0to 50 °C

5-90 %, Non-condensing

-20°Cto +80°C

Maximum Load

() 1 1 2 1) ) B
DER@=0EEZDn|
] [ o o [
|anHHanHE

[
oo

= e s
S 1
(i rﬂﬂﬂﬂlTﬂﬂH[lﬂ[lﬂﬂﬂﬂl]ﬂ[lﬂ[l]ﬂl]ﬂllﬁ— MO0 aaachEREd
“l a0.0 i - g]l ; g
@ e el ==y
4 D @@ s :
“ee ce )v a%}

05A 20A Combined +3.3V &+5V
0.5A 25A Power =150 W
1A 40 A
0A 08A Combined 433V, +5V, +12V,
0A 05A -12 V & +5VSB Power < 500 W
0A 4A
www.3ypower.com

Ripple & Noise

50mV p-p
50mV p-p
120mV p-p
120mV p-p
120mV p-p

50mV p-p

[Toss
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High Efficiency
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Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥os B®O

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V
+5V
+12V1
+12V2
+12V3
+12V4
-12V

+5VSB

500W
90 - 264 VAC
47 - 63 Hz

10A max at 115V, 5A max at 230V

55A max at 115V, 55A max at 230V
>0.98/ 115V 60Hz, > 0.95 / 230V 50Hz
3.5mA max at 264VAC / 50Hz

>20mS/ 115V

+3.3V £ 3.9V ~ 4.8V

+5V : 5.7V ~ 6.5V

+12V 133V~ 15.6V
+3.3V : 26.4A ~ 36A

+5V : 26.4A ~ 36A

+12V1-4 : 17.5A ~ 20A
No damage, resistance £ 0.010Q

= 70% at Max load of 115 ~ 230VAC

2.44 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

150.0 (W) x 86.0 (H) X 260.0 (L) mm

0to 50°C

5-95 9%, Non-condensing

-40°Cto +70 °C

05A
0.5A
05A
0.5A
05A
0.5A
0A

0.1A

140.6£0.2

230

40.0£0.2
71.1 REF.

150.0£0.5

&
»
]
B
o ]
o
n
|
(=}
f=]
&
TEEYT 03dS
23 w
w
[
o
oy
wy
L=1
]
(=1
o«
«©

150.0+0.5

Maximum Load Ripple & Noise

24 A 50mV p-p
24 A Combined +3.3V &+5V 50mV p-p
15A Power < 140 W 120mV p-p
15A 120mV p-p
15A Combined +12v1-4 120mV p-p
15 A Current=36 A 120mV p-p
03A 120mV p-p
3A 50mV p-p
www.3ypower.com
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High Efficiency

1 Features ¢

i e Protections : Over current/Over Voltage/Over Temperature

A¥os B®S

Specifications ®
Total Output 620W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz P
Input Current 10A max at 115V, 5A max at 230V il
Inrush Current 55A max at 110V, 55A max at 230V | % %
Power Factor >0.95 /115 V 60Hz, > 0.93 / 230 V 50Hz s/
Earth Leakage Current 3.5mA max at 264VAC / 50Hz
Hold Up Time =20 mS/115V H:UE- |50.0=o.5m
Over Current Protection +3.3V : 3.9V ~ 4.8V = ® —
+5V : 5.7V ~ 6.5V
+12V : 13.4V ~ 15.6V "
Over Voltage Protection +3.3V : 26.4A ~ 36A 5 E
+5V : 26.4A ~ 36A 7 )
+12V1-4 ¢ 17.5A ~ 20A E@ 2
Short Circuit Protection No damage, resistance < 0.010 .
Efficiency > 70% at Max load of 115 ~ 230VAC e
Power Density 3.03 W/in3 3 w
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 %
at 25°C ambient
Dimension 150.0 (W) x 86.0 (H) X 260.0 (L) mm
Operating Temperature 0to45°C
Operating Humidity 5 - 95 %, Non-condensing 3
Storage Temperature -40°C to +70°C g

150.020.5

Output Minimum Load Maximum Load Ripple & Noise

+33V 1.5A 24 A 50mV p-p
+5V 1A 24 A Combined +3.3V &+5V 50mV p-p
+12V1 0.5A 16 A Power < 140 W 120mV p-p
+12V2 05A 16 A 120mV p-p
+12V3 1A 16 A Combined +12V1-4 120mV p-p
+12V4 05A 16 A Current =48 A 120mV p-p
-12V 0A 05A 120mV p-p
+5VSB 1A 3A 50mV p-p

www 3ypower.com |
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80 PLUS

% Features ®

| lﬁﬁ;} 3 e Protections : Over current/Over Voltage/Over Temperature
I e e e

~ ;IITM']’ e Front panel LED to Indicate Power Status
, _________________________________________________________________________

* Redundant Module : YM-2701AxR

Specifications ®
Total Output 700W P
Input Voltage 90 - 264 VAC L ) @ p
w
Input Frequency 47 -63 Hz S T <
Input Current 8A max at 115V, 4A max at 230V e e e ugJ
ar= y 0 M o
Inrush Current 50A max at 264V =hi— = g
Power Factor >0.98 / 115V 60Hz, > 0.93 / 230V 50Hz ey
Earth Leakage Current 3.5mA max at 264VAC / 50Hz /-/
Hold Up Time >16mS/ 115V i
Over Current Protection +3.3V : 27.5A ~ 37.5A g
+5V : 27.5A ~ 37.5A T
[}
+12V : 67.2A ~ 84A b
Over Voltage Protection +3.3V : 3.9V ~ 4.5V g
+5V : 5.7V ~ 6.5V =
+12V : 13.3V ~ 14.5V
+5VSB : 5.7V ~ 6.5V | &
Efficiency = 92% at Min load of 230VAC
Power Density 7.24 W/in3 of | ndi e
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 e =
at 25°C ambient
Dimension 75.6 (W) x 83.8 (H) X 250.0 (L) mm
Operating Temperature 0to 50°C
Operating Humidity 5-90 %, Non-condensing %
Storage Temperature -40°C to +70°C T
83.8:05
Minimum Load Maximum Load Ripple & Noise
+33V 05A 25A 50mV p-p
+5V 05A 25A 50mV p-p
+12V 05A 56 A 120mV p-p
-12V 0OA 03A 120mV p-p
+5 VSB 0A 5A 50mV p-p

087 I www.3ypower.com



CRPS 2U Redundant

W CRPS 2U Redundant | yHsgo1-1exR

80 PLUS

% Features ®

] i
| #ﬂﬂj} 3 e Protections : Over current/Over Voltage/Over Temperature
I e e e
~ ;IITM']’ e Front panel LED to Indicate Power Status
, _________________________________________________________________________
1 e Power Fault Alarm Signals
* Redundant Module : YM-2801BxR
Specifications ®
Total Output 800w P
Input Voltage 90 - 264 VAC - 9 y
LTI w
Input Frequency 47 - 63 Hz S Y 3
Input Current 10A max at 115V, 5A max at 230V i ——— USJ
— —— —m g
Inrush Current 60A max at 264V i %
Power Factor >0.98/ 115V 60Hz, > 0.93 / 230V 50Hz oy
Earth Leakage Current 3.5mA max at 264VAC / 50Hz /'/
Hold Up Time >16mS/ 115V m_
Over Current Protection +3.3V 1 27.5A ~ 37.5A g
+5V ¢ 27.5A ~ 37.5A " T
+12V : 76.8A ~ 96A b
Over Voltage Protection +3.3V : 3.9V ~ 4.5V g
+5V : 5.7V ~ 6.5V i
+12V & 133V ~ 145V
+5VSB ¢ 5.7V ~ 6.5V | 7
Efficiency > 92% at Mid load of 230VAC g 0
Power Density 8.28 W/in3 AR I . -
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 = =
at 25°C ambient
Dimension 75.6 (W) x 83.8 (H) X 250.0 (L) mm
Operating Temperature 0to 50 °C
Operating Humidity 5-90 %, Non-condensing 3
Storage Temperature -40°C to +70 °C N
83.8205
+33V 05A 25A 50mV p-p
+5V 05A 25A 50mV p-p
+12V 05A 64 A 120mV p-p
-12V 0OA 03A 120mV p-p
45 VS 0A 5A 50mV p-p

www 3ypower.com [Toss



High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

W Open Frame 3” X 5” | ym-1101AR

Features

04278

Yo

(B

Minimum Load

+12V

089 |

Maximum Load

0A 833A

www.3ypower.com

Specifications ®
Total Output 100W
Input Voltage 90 - 264 VAC
Input Frequency 47 - 63 Hz 7002 X
Input Current 2A max at 115V, 1A max at 230V *5.040.2 5.040.2 §
Inrush Current 40A max at 115V, 80A max at 230V
Power Factor >0.98 / 115V 60Hz, > 0.95 / 230V 50Hz =_ O feaeerand
Earth Leakage Current 3.0mA max at 264VAC / 50Hz § —l OOOO ’7 DN
Hold Up Time >25mS/ 115V w ke
Over Voltage Protection +12V : 115 ~ 150%, crowber, automatic recovery j
Short Circuit Protection No damage, resistance < 0.010 .
Overload Protection Power limit-within 115 ~ 160% of total power :ljm % o
Efficiency > 85% at Max load of 115 ~ 230VAC ¢ o
Power Density 5.29 W/in3 S g I
MTEF 100 kHrs per Bellcore SR-332 ISSUE1 2
at 25°C ambient 3 ;E} 1 | 3

Dimension 127.0 (W)} x 320 (H) X 76.2 (L) mm 2 ] S
Operating Temperature 0to 50 °C iy ﬁ ] @
Operating Humidity 5 - 90 %, Non-condensing el L se2 S |
Storage Temperature -40 °C to +70 °C

[ [_BAR copE

=

(Rezlill

Ripple & Noise

120mV p-p



High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

W Open Frame 3” X 5” | ym-110188R

Features

Minimum Load

+24V

Maximum Load

0A 4.16 A

www.3ypower.com

Y-
A (25 CB
Specifications ®
Total Output 100W
Input Voltage 90 - 264 VAC
*76.040 2
Input Frequency 47 - 63 Hz o
k]
Input Current 2A max at 115V, 1A max at 230V 5002 5.0:02 e
Inrush Current A40A max at 115V, 80A max at 230V )
Power Factor >0.98/ 115V 60Hz, > 0.95 / 230V 50Hz h‘ {__O iﬁl
Earth Leakage Current 3.0mA max at 264VAC / 50Hz % —l OOO O ’7 £
o a0
Hold Up Time >20mS/ 115V £ =
Over Voltage Protection +24V : 115 ~ 150%, crowber, automatic recovery ]
Short Circuit Protection No damage, resistance < 0.010 "
. o [ = 3 O
Overload Protection Power limit-within 115 ~ 160% of total power s
Efficiency = 85% at Max load of 115 ~ 230VAC -5 &
Power Density 5.29 W/in3 g I
D g

MTBF 100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient % % g
Dimension 127.0 (W) x 32.0 (H) X 76.2 (L) mm ¥ | e
Operating Temperature 0to 50 °C i

e | rs0s02 50402 |
Operating Humidity 5-90 %, Non-condensing
Storage Temperature -40°C to +70 °C
K.I BAR CODE
g ‘ ‘

Ripple & Noise

250mV p-p
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High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

W Open Frame 3” X 5” | ym-1101CBR

Features

04278

Yo

(B

Minimum Load

+48V

Maximum Load

0A 2.09A

www.3ypower.com

Specifications ®
Total Output 100W
Input Voltage 90 - 264 VAC
*76.040 2
Input Frequency 47 -63 Hz o
k]
Input Current 2A max at 115V, 1A max at 230V 50302 5.0£0.2 g
Inrush Current 40A max at 115V, 80A max at 230V
Power Factor > 0.98 / 115V 60Hz, > 0.95 / 230V 50Hz = -0 lzlo
Earth Leakage Current 3.0mA max at 264VAC / 50Hz § —l OOO ’7 DN
Hold Up Time >15mS/ 115V w ke
Over Voltage Protection +48V : 110 ~ 130%, crowber, automatic recovery j
Short Circuit Protection No damage, resistance < 0.01Q
, o 1~ 3 o

Overload Protection Power limit-within 120 ~ 180% of total power 3
Efficiency > 86% at Max load of 115 ~ 230VAC ¢ o
Power Density 5.29 W/in3 S g I
MTEF 100 kHrs per Bellcore SR-332 ISSUE1 2

at 25°C ambient 3 ;E} [ ] 3
Dimension 127.0 (W) x 32.0 (H) X 76.2 (L) mm # | e
Operating Temperature 0to 50 °C ik ]

e | rs0s02 50:02 |
Operating Humidity 5 - 90 %, Non-condensing '
Storage Temperature -40 °C to +70 °C
K.I BAR CODE
g ‘ ‘

Ripple & Noise

200mV p-p



W Open Frame 4” X 4”

Specifications

Features

| YM-113TMAR

&

High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

Y O | B
PN (B

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

126W

90 - 264 VAC

47 - 63 Hz

1.8A max at 115V, 0.9A max at 230V
32.5A max at 115V, 65A max at 230V
>0.90/ 115V 60Hz, > 0.90 / 230V 50Hz
3.325mA max at 264VAC / 50Hz
>10m5/ 115V

+12V : 13.65A ~ 16.8A

+12V : 16V max.

No damage, resistance < 0.01Q

= 85% at Max load of 115 ~ 230VAC
4.21 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

152.4 (W) x 31.7 (H) X 101.6 (L) mm
-5 to 60 °C

5-95 %, Non-condensing

-45 °C to +85 °C

Maximum Load

0A 10.5 A

www.3ypower.com

6726203

7244203

6.3520.3

2 = —
: m
=]
=
(=]
%
e
wy
L
wl
1 H
(=]
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i
101.60+0.5
3054203, | 700403
&
w3y
o~
i
(=1
H
-
o
ul
| E
]
o3
a4 =
(=] =]
| 2
o~
&

Ripple & Noise

120mV p-p




W Open Frame 3" X 6" |

Specifications

Features

YM-1151BAR

&

High Efficiency

c“us

E190414

4

e Protections : Over current/Over Voltage/Over Temperature

2 | Sy

Total Output

Input Voltage

Input Frequency

Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

150W

90 - 264 VAC

47 -63 Hz

2.4A max at 115V, 1.2A max at 230V
35A max at 115V, 70A max at 230V
> 0.98 / 100V 60Hz, > 0.95 / 240V 50Hz
3.5mA max at 264VAC / 50Hz
>10mS/ 115V

+12V : 15V ~ 20V

+12V : 13.4V ~ 16V

No damage, resistance < 0.01Q

> 86% at Max load of 115 ~ 230VAC
6.66 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

1524 (W) x 31.8 (H) X 76.2 (L) mm
-25to0 55 °C

10 - 90 %, Non-condensing

-40 °C to +70 °C

Maximum Load

0A 125A

152.440.35

31.5 MAX. 16

57403

1156402

57403

76.240.5

www.3ypower.com

2.5 MAX,

Ripple & Noise

120mV p-p



High Efficiency

| Open Frame 4" X 7” | YM-1161DAR ﬂ

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A¥os (B

Specifications ®
Total Output 174W
Input Voltage 90 - 264 VAC g
Input Frequency 47 - 63 Hz E 1 3
) -
Input Current 2.8A max at 115V, 1.4 max at 230V § o
&
Inrush Current 30A max at 115V, 60A max at 230V %\ 2
Power Factor >0.98/ 115V 60Hz, > 0.96 / 230V 50Hz &
Earth Leakage Current 3.5mA max at 264VAC / 50Hz
R T ‘C_)
Hold Up Time >20mS/ 115V 10160203 2
Over Current Protection +12V @ 15.6A ~ 20A ol 160402
) | & ® 30.50 MAX.  1.60
Over Voltage Protection +12V ¢ 14V ~ 16V S| b [ o
Short Circuit Protection No damage, resistance < 0.01Q
Efficiency = 85% at Max load of 115 ~ 230VAC
Power Density 4.96 W/in3 % %
MTBF 100 kHrs per Bellcore SR-332 ISSUET = 2
at 25°C ambient

Dimension 177.8 (W) x 31.8 (H) X 101.6 (L) mm
Operating Temperature -10to 60 °C b
Operating Humidity 5 - 95 9%, Non-condensing S e
Storage Temperature -40°C to +70 °C 5 o,

O

L |

L it I s b
S ﬁﬁ' e 4 |
3
AN |
£.3540.2 28.9040.2 |% 2.50 MAX. [__

Output Minimum Load Maximum Load Ripple & Noise

+124V 0A 14A 120mV p-p

www.ypower.com | —
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High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

W Open Frame 4” X 8” | ym-1361BAR

Features

Specifications ?
Total Output 325W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz 159.5:0.1

Input Current

E
Inrush Current 35A max at 115V, 70A max at 230V o kS
Power Factor >0.97 / 115V 60Hz, > 0.95 / 230V 50Hz d
N
Earth Leakage Current 0.15mA max at 264VAC / 50Hz 8
=
Hold Up Time >15mS/ 115V %
2030 £

Over Current Protection

Over Voltage Protection

2.4A max at 115V, 1.2A max at 230V

+24V : 16.32A ~ 20.4A
+24V : 26,4V ~31.2V

Short Circuit Protection No damage, resistance < 0.01Q 5
2
Efficiency = 75% at Max load of 115 ~ 230VAC s o
Power Density 6.56 W/in3 -
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 >
at 25°C ambient *
Dimension 203.0 (W) x 40.0 (H) X 100.0 (L) mm g @ ® @ ]
Operating Temperature 0to 50°C
Operating Humidity 5 - 90 %, Non-condensing 37.9:0.1 119.640.1 é
Storage Temperature -40°C to +70 °C Py 2 z
% &
o 5
& %
° / °

Qutput

+24V

Minimum Load

03A

www.3ypower.com

Maximum Load

13.6 A

HUT M3*D5(4%)

Ripple & Noise

240mV p-p




W Open Frame 4” X 8” | ym-2351CAR

Specifications

Features

&

High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Frequency
Input Current

Inrush Current

Power Factor

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Efficiency
Power Density
MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+5V

+12V

325W

90 - 264 VAC

47 - 63 Hz

2.8A maxat 115V, 1.4 max at 230V
100A max at 115V, T00A max at 230V
>0.97 / 115V 60Hz, > 0.95 / 230V 50Hz
0.15mA max at 264VAC / 50Hz
>17m5/ 115V

+5V 1 27.5A ~ 37.5A

+12V : 30A max.

+5V ¢ 5.7V ~ 6.5V

+12V 2 13.3V ~ 14.5V

= 70% at Max load of 115 ~ 230VAC
6.56 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

203.0 (W) x 40.0 (H) X 100.0 (L) mm
0to 50 °C

5-90 %, Non-condensing

-40 °C to +70 °C

05A

03A

www.3ypower.com

Maximum Load

19A

19.2 A

158.540.1

5.0

236401

2 E
T3GYT TIA0N @, @
()

2030

TAPPING M3D.5 |

100.0

4.640.1

1

58.5¢0.1

S @ & ® ]
37.9:0.1 119.6:0.1
@
e &
e
o o
o /

NUT M30.5(4X) =

Ripple & Noise

50mV p-p

120mV p-p
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High Efficiency

4

e Protections : Over current/Over Voltage/Over Temperature

’ YM-106TAAR

W Open Frame POE

Features

Y O | B
s (B

DUtpUt

-53.5V

097 |

Maximum Load

0A 112A

www.3ypower.com

Specifications ®
Total Output 60W
Input Voltage 90 - 264 VAC
Input Frequency 47 -63 Hz “40.0£0.5
Input Current 1.5A max at 115V, 0.75A max at 230V 2BMAX.
Inrush Current 40A max at 115V, 80A max at 230V 4L | 20e02 |
Power Factor > 0.5/ 115V 60Hz, > 0.5 / 230V 50Hz O3 J“:_L?
Earth Leakage Current 3.5mA max at 264VAC / 50Hz T |2 ]2 ;
Hold Up Time >10mS/ 115V E_‘” :
Over Current Protection -53.5V 1 1.35A ~ 2.1A e | .m-\ls
Over Voltage Protection -53.5V : 65V ~ 75V A kA
Short Circuit Protection No damage, resistance < 0.01Q :‘: (o
Efficiency > 85% at Max load of 115 ~ 230VAC L/ .
Power Density 6.75 W/in3 % 5 §
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 E ?
at 25°C ambient
Dimension 130.0 (W) x 28.0 (H) X 40.0 (L) mm
Operating Temperature -25to0 55 °C
Operating Humidity 10 - 90 %, Non-condensing
Storage Temperature -40 °C to +70 °C
16 *30.0 MAX. s T

Ripple & Noise

250mV p-p



W DCto DC | ym-2301axR

Specifications

Features

DC to DC

4

Pl e Protections : Over current/Over Voltage/Over Temperature

Total Output

Input Voltage

Input Current

Inrush Current

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

300W

-36--72VDC

10A /-36VDC, 30A /-72VDC

100A 2u Second / -48VDC

1.50mA max for each power supply at -75VDC
>20mS/ 115V

+12V : 30A ~ 40A

+12V : 14V ~ 16V

No damage, resistance = 0.01Q
=90% at Max load of 48VDC

8.07 W/in3

200 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

50.5 (W) x 40.2 (H) X 300.0 (L) mm
-5t0 55°C

5-95 % RH, Non-condensing

-40°C to +70 °C

Maximum Load

2A 25 A
0A 3A
www.3ypower.com
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Ripple & Noise

150mV p-p

50mV p-p

| I



DC to DC

W DCto DC | ym-2451DxR Ls/_@!__ PM@ ﬂ

Remsgemei
pop| e e PMBUS High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

¥ (B C¢€

Specifications ®
Total Output 450W
Input Voltage -36--72VDC 48REF.
Input Current 20A /-36VDC, 10A /-72VDC e
Inrush Current 100A 2u Second / -48VDC E{
Earth Leakage Current 1.50mA max for each power supply at -75VDC s pe e
Hold Up Time >10mS/ 115V E —q
Over Current Protection +12V : 39.88A ~ 54.38A ®
Over Voltage Protection +12V 1 13.3V ~ 14.5V ®
Short Circuit Protection No damage, resistance < 0.010Q
Efficiency = 85% at Max load of 48VDC
Power Density 12,11 W/in3
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 A %% g | lasos §
at 25°C ambient & l;‘ &
Dimension 50.5 (W) x 40.2 (H) X 300.0 (L) mm ® i
Operating Temperature 0to 40°C ® e hd - 4 €
Operating Humidity 85 % RH, Non-condensing ; " g
Storage Temperature -40°Cto +70°C oo 'ﬁl— 2
o] e e
;S; kd H
204025 (80,057

Output Minimum Load Maximum Load Ripple & Noise

+12V 2A 36.25 A 150mV p-p

+5VSB 0A 3A 50mV p-p

| www.ypower.com



DC to DC

mD &

PMBUS

g

W DCto DC | ym-2¢51cxR

High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

04278

A [E]E
5
c w

(BE®

Minimum Load

Maximum Load

Specifications ®

Total Output 650W
Input Voltage -36--72VDC 48REE. .
Input Current 25A /-36VDC, 11A /-72VDC YT
Inrush Current 100A 2u Second / -48VDC E{
Earth Leakage Current 1.50mA max for each power supply at -75VDC = pe e
Hold Up Time >10mS/ 115V E -—q
Over Current Protection +12V : 58.19A ~ 79.35A ®
Over Voltage Protection +12V : 13.3V ~ 14.5V ®
Short Circuit Protection No damage, resistance < 0.010Q
Efficiency = 82% at Max load of 48VDC
Power Density 17.49 W/in3
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 A E% § | Jasass §

at 25°C ambient é l;? &
Dimension 50.5 (W) x 40.2 (H) X 300.0 (L) mm o
Operating Temperature 0to 40 °C ®e 2 . 4 © o
Operating Humidity 85 % RH, Non-condensing ; " é
Storage Temperature -40°C to +70 °C g

=

Ripple & Noise

+12V 2A 52.9A 150mV p-p
+5VSB 0A 3A 50mV p-p
www.3ypower.com |




DC to DC

W DCto DC | ym-2721exr

Specifications

&

High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

A (B C¢€ feEes

Total Output

Input Voltage

Input Current

Inrush Current

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTEBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+12V

+5VSB

720W

-40 - -72 VDC

26A /-40VDC, 13A /-72VDC
100A 2u Second

1.50mA max for each power supply at -75VDC

>11mS/ 115V
+12V : 64.17A ~ 87.51A
+12V £ 13.3V ~ 15.6V

No damage, resistance < 0.01Q
= 82% at Max load of 48VDC

13.12 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

98.5 (W) x 40.0 (H) X 260.0 (L) mm

0to50°C
85% RH, Non-condensing
-40°C to +70°C

1A

0.1A

N
98 5205
8084035 8.85+0.2 50402
i ﬂ'_*
® Uuuiuuouuouau @ o
-
3.540.5 @
® 3 ®
g SPEC LABEL 8]
® I C LABEL
- oz &
o ° b | .
.El Sy :|
N

T
2.0:83 /

=
8 S Y

=k

40.0£0.5

31.5¢ 41
1

Maximum Load Ripple & Noise

5834 A 120mV p-p
4A 50mV p-p
www.3ypower.com



W DCto DC | ym-2821cxr

Specifications

Features

DC to DC

mD &

PMBUS High Efficiency

04278

e Protections

N (£ [=]

4

: Over current/Over Voltage/Over Temperature

E (B (€ ® E==

Total Output

Input Voltage

Input Current

Inrush Current

Earth Leakage Current
Hold Up Time

Over Current Protection
Over Voltage Protection
Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

DUtpUt

+12V

+5VSB

820W

-40 - -72VDC

28A /-40VDC, 15A / -72VDC

100A 2u Second

1.50mA max for each power supply at -75VDC
>18mS/ 115V

+12V : 73.8A ~ 100.65A

+12V : 13.3V ~ 15.6V

No damage, resistance £ 0.010Q

= 85% at Max load of 48VDC

13.12 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

98.5 (W) x 40.0 (H) X 260.0 (L) mm
0to 50°C

85% RH, Non-condensing

-40°C to +70 °C

Maximum Load

0A 67.1A
0A 3A
www.3ypower.com

FIN 1

98,505
80.820.35 885402 50402
_ L
e Uuuiuuouuouau @ E
35405 %
® 5 [®
g SPEC LABEL g
® I C LABEL
L s L4
e o |2 | | =
"EI 24 J
[ D—' o
2.0+03 | | /
e
1l PSS

: Noise

Ripple &

120mV p-p

50mV p-p




DC to DC

W DC to DC | vHs4s1-1DxR

&

High Efficiency

Features ®

e Protections : Over current/Over Voltage/Over Temperature

P (215 (B (€

* Redundant Module : YM-2451DxR

Specifications
Total Output 450W
Input Voltage -36--72VDC

Input Current
Inrush Current
Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTEF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

14A /-36VDC, 9A / -72VDC

100A 2u Second

1.50mA max for each power supply at -75VDC

>10mS/ 115V

+3.3V : 22A ~ 30A

+5V @ 22A ~ 30A

+12V ¢ 19A ~ 24A

+3.3V £ 3.9V ~ 4.5V

+5V : 5.7V ~ 6.5V
+12V1-3 ¢ 13.3V ~ 145V

No damage, resistance < 0.010Q
= 80% at Max load of 48VDC

4.72 W/in3

100 kHrs per Bellcore SR-332 ISSUE1

at 25°C ambient

106.0 (W} x 41.5 (H) X 355.0 (L) mm

0to 40 °C
5 - 90 %, Non-condensing
-40°C to +70°C

DUtpUt

+33V

+5V

+12V1

+12V2

+12V3

+12Vv4

-12V

+5 VSB

15A

1A

0.5A

0.5A

1A

0A

0A

0.1A

113,240 25
700 24
| |
i -
-
9
5
8= - 5
& —_—
¥ =
-
P 5 .
% Wy | uy
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Maximum Load Ripple & Noise

20A 50mV p-p
20A 50mV p-p
16 A Combined +3.3V &+5V 120mV p-p
16 A Power = 140 W 120mV p-p
16 A 120mV p-p
0A 120mV p-p
0.5A 120mV p-p
3A 50mV p-p
www.3ypower.com
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Features ®

e Protections : Over current/Over Voltage/Over Temperature
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* Redundant Module : YM-2651CxR

Specifications ®
Total Output 650W
Input Voltage -36--72VDC
Input Current 25A /-36VDC, 11A /-72VDC
Inrush Current 100A 2u Second
Earth Leakage Current 1.50mA max for each power supply at -75VDC
Hold Up Time >10mS/ 115V 113.240.25
Over Current Protection +3.3V : 22A ~ 30A ]'&Tzﬂ" .
+5V : 22A ~ 30A g ¢
+12V ¢ 19A ~ 24A 3= - L
Over Voltage Protection +33V : 3.9V ~ 4.5V f E=
+5V ¢ 5.7V ~ 6.5V
+12V : 133V ~ 14.5V
Short Circuit Protection No damage, resistance £ 0.010 B < T -
Efficiency > 80% at Max load of 48VDC s REIE °
3 || = e %
Power Density 6.82 W/in3 - =|m|e
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 ) L i N :
at 25°C ambient | — [
10521
Dimension 106.0 (W) x 41.5 (H) X 355.0 (L) mm H ol
Operating Temperature 0to 40 °C @G j‘ 3 >
Operating Humidity 5-90 %, Non-condensing G}"" = Ng;’ it B0
Storage Temperature -40°C to +70 °C @ —j @
6.1 180

+33V 15A 20A 50mV p-p
+5V 1A 20 A Combined +3.3V & +5V 50mV p-p
+12V1 0.5A 16 A Power < 140 W 120mV p-p
+12V2 05A 16 A Combined +3.3V, +5V & +12V1-4 120mV p-p
+12V3 1A 16 A Power <629 W 120mV p-p
+12Vv4 0A 0A 120mV p-p
-12V 0A 05A 120mV p-p
+5VSB 0.1A 3A 50mV p-p

www.ypower.com | —
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* Redundant Module : YM-2721ExR

Total Output

Input Voltage

Input Current

Inrush Current

Earth Leakage Current
Hold Up Time

Over Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency
Power Density

MTEF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

Minimum Load

+33V
+5V

+12V
-12V

+5VSB

720W

-40 - -72 VDC

26A /-40VDC, 13A /-72VDC

100A 2u Second

1.50mA max for each power supply at -75VDC
>11mSs/ 115V

+3.3V : 26.4A ~ 36A

+5V : 33A ~ 45A

+12V : 61.6A ~ B4A

+3.3V : 3.9V ~ 4.8V

+5V : 5.7V ~ 6.5V

+12V : 13.3V ~ 14,5V

No damage, resistance < 0.010Q

= 80% at Max load of 48VDC

5.26 W/in3

100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient

101.7 (W) x 83.8 (H) X 300.0 (L) mm
0to 40°C

85%, Non-condensing

-40°C to +70°C

265.5

Maximum Load

-U'lﬁ S

=
i

80.0

110.0

363403 t

91.040.3

60,001 58203

86,0102

100

16.840.3

300.0£0.5

N |

=

o

80.0
265.540.3

110.0

50803 ||
6.0£03

255202

50,0402

15.8+0.24

70.0£0.2

0.1 A 24 A
0.1A 30A
1A 56 A
0A 0.5A
0.1A 47
www.3ypower.com

1017205
Q) o
=
o) Lo

83.640.5

6.0:£0.3

3

5.04

)

36.340.3

52.040.2

16.8+0.3

Ripple & Noise

50mV p-p

50mV p-p

120mV p-p

120mV p-p

50mV p-p
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Features ®

? e Protections : Over current/Over Voltage/Over Temperature
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* Redundant Module : YM-2821CxR

Specifications ®
Total Output 820w
Input Voltage -40--72VDC
Input Current 29A /-40VDC, 16A / -72VDC T YRE
Inrush Current 100A 2u Second § ;
Earth Leakage Current 1.50mA max for each power supply at -75VDC f ﬂl
Hold Up Time >18mS/ 115V § —§I
Over Current Protection 4+3.3V : 26.4A ~ 36A :
+5V 1 33A ~ 45A I ) . Im 53:0.3%
+12V : 70.4A ~ 96A I ¢ I |~ _*
Over Voltage Protection +3.3V 1 3.9V ~ 4.8V 5/ EEEE = ‘ = %E-/
+5V i 5.7V ~ 6.5V I
#12V 1 133V ~ 15,6V ' R
Short Circuit Protection No damage, resistance £ 0.010 § | g J 11U % %
Efficiency > 85% at Max load of 48VDC g L § I (EE
Power Density 5.26 W/in3
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 5 g s
at 25°C ambient : uﬁ or 3Jg] ] S U L :
Dimension 101.7 (W) x 83.8 (H) X 300.0 (L) mm i STl T 0] n ofa
Operating Temperature 0to 40 °C 36_3ﬂ_3t § % ! % g ?3&.310.3
Operating Humidity 85%, Non-condensing 188:03| |520:0.1 | ‘?::2 :Zz:z 52.0:02| |18.8:03
Storage Temperature -40°C to +70 °C 1517205
o) |{o o
- H
HONC)

Output Minimum Load Maximum Load Ripple & Noise

+33V 0.1A 24 A 50mV p-p
+5V 0.1A 30A 50mV p-p
+12V 1A 64 A 120mV p-p
-12V 0A 05A 120mV p-p
+5 VSB 0.1A 3A 50mV p-p

www.ypower.com | —
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Features ®

e Protections : Over current/Over Voltage/Over Temperature
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* Redundant Module : YM-2451DxR

Specifications ®
Total Output 900w
Input Voltage -36--72VDC =
Input Current 25A /-36VDC, 10A /-72VDC ;:i
Inrush Current 100A 2u Second é
Earth Leakage Current 1.50mA max for each power supply at -75VDC
Hold Up Time >17mS/ 115V smg
Over Current Protection +3.3V : 26.4A ~ 36A
+5V : 26.4A ~ 36A L’E‘-‘“
+12V : 21.67A ~ 29.55A i i
Over Voltage Protection +3.3V : 3.9V ~ 4.5V
+5V : 5.7V ~ 6.5V - 5
+12V : 133V ~ 14.5V i 5 5 g .
Short Circuit Protection No damage, resistance < 0.010Q % 2l g E i §
Efficiency = 80% at Max load of 48VDC & — [e] 2 § ol
Power Density 6.03 W/in3 5l 19— ¢
MTBF 100 kHrs per Bellcore SR-332 ISSUE1 NI
at 25°C ambient gl 8
Dimension 54.5 (W) x 128.3 (H) X 350.0 (L) mm o
Operating Temperature 0to 40 °C Fc_.o‘ !o:] <
Operating Humidity 5-90 %, Non-condensing ﬂ] U B E E
Storage Temperature -40°C to +70 °C 53 o 29_2'
745 - ,
|l 1] %
3
| 128.320.4 _

Minimum Load

+33V 15A
+5V 1A
+12\1 05A
+12V2 0.5A
+12V3 1A
-12V 0A
+5 VSB 0.15A

107 ||

Maximum Load Ripple & Noise

24 A 50mV p-p
24 A Combined +3.3V & +5V 50mV p-p
19.7 A Power < 170 W 120mV p-p
19.7 A 120mV p-p
19.7 A 120mV p-p
05A 120mV p-p

3A 50mV p-p

www.3ypower.com
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Features ®
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Total Output

Input Voltage

Input Current

Inrush Current

Earth Leakage Current
Hold Up Time

Ower Current Protection

Over Voltage Protection

Short Circuit Protection
Efficiency

Power Density

MTBF

Dimension
Operating Temperature
Operating Humidity

Storage Temperature

1300W
-36--72VDC = 118.3 5.0
25A /-36VDC, 10A / -72VDC SF————=
) wy
100A 2u Second 3 g[
1.50mA max for each power supply at -75VDC ! - . - = c,[
>17mS/ 115V = S = )
R oA (P00 TEROT0Te0
+5V 1 26.4A ~ 36A I_’ ] P @ o
+12V : 33.88A ~ 46.2A ’ i
+3.3V : 3.9V~ 4.5V
+5V 5.7V ~ 6.5V _
° © )]
+12V : 13.3V ~ 14.5V Nt 3 0 . Bld <
< & =]
No damage, resistance £ 0.01Q g § § é g §
> 80% at Max load of 48VDC 5|/ o 2 2 lo
N
8.07 W/in3 i i <
100 kHrs per Bellcore SR-332 ISSUE1
at 25°C ambient 2 §
54.5 (W) x 1283 (H) X 350.0 (L) mm T
° | . 3 C__—— )%
0to 40 °C e — _
5 - 90 %, Non-condensing § ™ IS g
o o, 1 L
-40 °C to +70 °C 545 70.0 292
T45
[LE) f
Lo gt
3

| 126320 4

Output Minimum Load Maximum Load Ripple & Noise

+33V
+5V
+12V1
+12V2
+12V3
=12V

+5VSB

1.5A 24 A 50mV p-p
1A 24 A Combined +3.3V &+5V 50mV p-p
05A 308A Power < 170 W 120mV p-p
05A 30.8 A 120mV p-p
1A 30.8A 120mV p-p
0A 05A 120mV p-p
0.15 A 3A 50mV p-p

www.ypower.com | C—
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W 3Y Power RoHS Position Statement

3Y Power is currently shipping products that are in compliance with EU Directive 2002/95/EC on Reduction of Hazardous
Substances (RoHS).

3Y Power’s European Union RoHS Program

The European Union’s RoHS (Restriction of Hazardous Substances) Directive 2002/95/EC states that: “Member States shall ensure that, from 1 July
2006, new electrical and electronic equipment put on the market does not contain lead, mercury, cadmium, hexavalent chromium, polybrominated

biphenyls (PBB) or polybrominated diphenyl ethers (PBDE)."

The electrical and electronic products covered by the RoHS Directive are: large and small household appliances, IT and telecom equipment, consumer
equipment, lighting equipment, electrical and electronic tools, toys, leisure and sports equipment, and automatic dispensers. Not covered are medical

devices, monitoring and control instruments, large-scale stationary industrial tools, and military equipment.

3Y Power’s RoHS-6 Products are Compliant for All Six Restricted Substances

This is the most commonly implemented form of the Directive. 3Y Power's RoHS-6 products do not have any of the six banned substances (Lead,
Mercury, Cadmium, Hexavalent Chromium, PBB, or PBDE) in amounts exceeding the allowable maximum concentrations defined in the Directive.
The Directive delineates these concentrations as the percent of the weight of any individual homogeneous component used within the power

supply; not as a percentage of the aggregated weight of all components in an assembled product.
The RoHS Directive allows exemptions when adequate substitutes cannot be found. Exemptions relevant to power conversion products include :

« Cadmium plating used on relay contacts
- Lead usage in some alloys

« Lead used in ceramic capacitors

Note that exercising any of the lead exemptions listed above does not alleviate the need to use lead-free solder, including PCB solder finishes.
3Y Power lists any exemptions that were taken on the RoHS Certificates of Compliance in order to document adherence to the Directive.
3Y Power's lead-free-solder RoHS-6 products are identified with a “R2" suffix in the part number. Any part number without this "R2" suffix is either

RoHS-5 compliant or was manufactured prior to RoHS implementation.

www.3ypower.com
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FSP GROUP

| Innovation | Creativity | Quality |

Contribute to a Green Enviorment
by Increasing Efficiency and Using

Enviormental Friendly Materials.
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FSP GROUP

Gueishan, Taoyuan, Taiwan 333, R.O.C.

E-mail : 3ysales@3ypower.com?

China Beijing Offi

Address : 9A-E, Building B, KeShi Plaza,
TEL : +86-10-6297-9193
E-mail : 3ysales@3ypower.com.tw

China SuZhou Office

TEL : +1-949-450-0152
FAX : +1-949-450-0241
E-mail : sales@3ypower.com

Germany FSP Power S

Address : Jakobshoehe 16, D-41066 M
TEL : +49-2161-65929-0

FAX : +49-2161-65929-20
E-mail : fsp-power@fsp-ps.de

ertfordshire AL2 2DD, England

Russia Moscow Sales Representative Office for Russia / CIS

Address : Poccua, Mockea, Yn. JlenHuHckaa Cnoboha 26/1, nuAekc 115280
TEL : +7-095-771-0347
E-mail : rusupport@fsp-power.ru
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